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The improy^ment of the rural highways of this state ia » 
,/roblem whose proper solution is of the highest importance to 
the people. It is becoming quite generally recognized that road 
')uilding and maintenance are as much special vocations re 
[uiring special training ai are any other engineering oe- 
cupations. This volume makes no pretense of being anythiiig 
but the most preliminary statement of problems that enst 
and no attempt is made to give detailed directions for build- 
ing roads in any particular localities Such directions must 
be to a large extent valueless because of the infinite variety 
of local conditions with reference to which the materials must 
be treated. Eather the purpose ha« been to give a few of the 
rQost fundamental principles and leave the working out of the 
local details to later opportunity or to local road officials. 

The first part is a summary of the principles of making 
roads. In this free use has been made of the publieatioiia of 
the highway departments of the various states, and credit is 
i^ven in each case. Those which have been especially helpful 
are the reports of the highway commissioners of Maine^ Ne\^ 
Jersey, Ohio, and Iowa. 

The second part is a summary of highway conditions in thi£ 
4ate, and a digest of the laws of those states having the most 
progressive road legislation. Credit is given in the text or foot- 
notes wherever it is possible to do so. The thesis of Professor 
P. G. Young and Bulletin No. 4 of the Ohio Highway Oomr 
Miflsion deserve special mention aa sources of informatiAm re- 
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gtrding the laws of the yarious states. In the most importani 
cases, however, the laws themselves were referred to. 

Since the magnitude of the subject of roads must necessarily 
limit a discussion which attempts to cover a wide range and 
compel it to be incomplete and elementary in its character, it 
is felt that no apologies are necessary for such defects in thi^ 
volume. The logical following up of this subject by any state 
department demands special recognition of the work and spe- 
cial funds appropriated for the purpose. The present volume 
is to be regarded as simply an initial expression of the impor- 
tance of the subject and of the considerable interest in country 
roads which has recently been awakened. 

The Gleological and Natural History Survey is perhaps 
the beet situated at present of any department of the state 
government to take up this matter, as it is directly concerned 
with all road materials and has already published a bulletin 
(Bulletin X. E. E. Buckley, 1903) entiUed "Highway Con- 
struction in Wisconsin,'' which deals chiefly with pavements. 
The people of the State need for the bettering of the rural 
highways information regarding methods of road constructioiL 
and education in their use, which can best be provided through 
ihe organization furnished by the Surrey 

In the preparation of this report the assistance and valuable 
suggestions of the Director of the Surrey, Dr. E. A. Birge, and 
of Fieaident Van Hise^ have been of the greatest assistance. 



"It was hy the highways thai both travelers and goods gen- 
erally passed from place to place. And these highways appear 
to have been far worse than might have been expected from the 
degree of wealth and civilization which the nai'on had even 
then obtained 

"One chief cause of the badness of the roads seem^ to have 
been /he defective state of the law. Every parish was bouvid 
to repair the highway which passed through it. The peasantry 
were forced to give their gratuitous labor six days in the year. 
If this was not suffideni hired labor was employed, and the 
expense met by a parochiai rate. Thai a route connecting two 
great t<nuns, which have .j large and thriving trade with each 
other, should be maintained ai the cost of the rural populaiion 
scattered between them is obviously unjust; and this injusHee 
was particularly glaring in the case of the great North road 
which traversed very poor and thinly inhabited districts, and 
joined x^ry rich and populous districts. . . . This grievance 
attracted the attention of Parliament, and an act, the first of 

many turnpike acts, was passed This innovation, &otf^ 

ever, excited many murmurs. A change was ai length effected^ 
but not without much difficulty. For unjust and absurd taxa- 
tion to which men are accustomed is often borne more wHUng^ 

ly than the most reasonable impofit which is new.** 

Macaolaj's Hirtozy of England. — ^Boad» in 168S. 
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INTRODUCTION. 



The fundamental purpose of a highway is to provide a ready 
means of intercourse between various points along its length, 
both to permit the people to enjoy social and educational pri- 
vileges, and to permit the marketing of produce. Conditions 
are gradually becoming such in our state that the use of roads 
for the purpose of hauling heavy loads of produce to market 
is much less than their use for hauling light loads and making 
quick trips for pleasure or business. 

The permanent improvement of a road must be regarded as 
an investment of public funds. On the one side of the ac- 
count we find that there is interest to pay on the cost of such 
a road. There is also the increased cost of maintenance which 
a permanent road requires. To balance this must be set off 
the actual saving in heavy hauling, the interest on the increased 
value of land along the road, and the value to the farmer of 
the increased accessibility of church, school and other social 
and educational advantages. In the form of a ledger account 
it is as follows: 

PEEMANJDNT EOADS. 

Debtor to Creditor by 

Interest on Investment Saving in heavy Hauling. 

Increased cost of Maintenance Increase in land Values. 

More easy access to market, 
church, school and social ad- 
vantages 
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It is evident at once from an inspection of this balance that 
as Si commercial proposition only the more heavily travelled 
of thle roads in the state of Wisconsin will at the present time 
justify permanent improvement by the construction of maca- 
dam. 

The factors on the credit side of this account are very diffi- 
cult to estimate, for instance, the actual saving in heavy haul- 
ing. If the average man is asked how much saving in heavy 
hauling a good road will permit him to make, he wiU figure 
the number of days time for team and man which could be 
saved and multiply it by the rate of wages per day. If he is 
asked if he would be really willing to pay this, he hesitates be- 
cause he realizes at once that his heavy hauling on the roads 
is a minor part of his time and is frequently done when teams 
would otherwise he idle and himself and men without parti- 
cular employment. The factor of the increased value of land 
should probably in part be included under the value of the in- 
creased accessibility of church, school, and such interests, as 
the increased value is partly due to the greater desirability of 
the location on account of such accessibility. 

From the foregoing statements the value of a permanently 
improved road is seen to depend very largely upon the means 
of ready intercourse which it furnishes at all seasons of the 
year for light traveling, and the consequent enjoyment of the 
advantages of church, schools, etc. Many portions of the 
state are thickly (enough settled to make permanent improve- 
ment of the roads an economic necessity, particularly along the 
more traveled routes, but the majority must continue to be dirt 
roads for a long time. As a consequence, the present problem 
before the people of the rural communities is not so much the 
construction of permanent roads as the construction of earth 
roads in the best possible and cheapest manner. At the pre- 
sent time there is enough money being spent by the rural dis- 
tricts to have the best earth roads it is possible to construct, 
if the money weft only wisely expended, and still have a good 
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part of their highway funds to put into building permanent 
roads. 

In the past the ^good roads movement' won for itself con- 
siderable opposition because it went ahead of conditions and 
advocated the construction of permanent highways without con- 
sidering whether the local situation warranted such expendi- 
tures or not. Owing to this f a«t it becomes advisable to state 
that it is not the purpose of this little volume to urge the build- 
ing of permanent roads by all rural communities in the state. 
It is urged that they be built where conditions warrant, hut 
also urged that they be not built where conditions do not war- 
rani. The main idea which it is hoped will be gained from 
its pages is that incomparably better roads than we have can 
be built for money at present being spent, and that it is the 
duty of the state to do all in its power to aid rural districts in 
constructing these better roads that they are already paying 
for. It is not proposed to advocate any scheme for unnecessary 
expensive road building, or anything that will cause an un- 
warranted increase in the taxes which are already regarded as 
too high in manv towns. 



PART I 



ROAD BUILDING AND MAINTENANCE. 
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CHAPTER I. 



WHAT CONSTITUTES A GOOD ROAD. 

In this chapter are presented in a general way the essentials of a good 
road. These essentials are taken up later on in a specific manner, show- 
ing how they may be obtained. 

The definition of a good road is in no eesenti&l part differ- 
ent from the definition of any other good structure which a 
man may build. If a man desires to build a home he considers 
first the matter of a good location, next he considers its proper 
construction upon approved plans, and third, he takes up the 
matter of maintaining it in good condition so long as he 
chooses to live there. The same elements may be taken as the 
foundation for the definition of a good road. A good road is 
first, properly located; second, well constructed; and third, 
maintained in good condition. 

Proper Location for a road consists m putting it in such a 
position that people using it can reach their destinations with 
the least time and effort. The general direction of the road 
should therefore be as straight as possible consistent with prop- 
er grades. To secure a good grade will often necessitate bend- 
ing very much from a straight line between the points it is 
desired to connect, but the road should be finally located so 
that when it is completed the length and grade will be balanced 
so well that a minimum of effort wiU be required to go from 
one end to the other. The two chief factors of a good location 
are therefore proper grades and proper direction. 
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Proper Construction of & road can be secured only by con- 
sidering the fundamental principles which govern it. The 
first necessity in proper construction is a good foundation. 
This may consist, and practically always does consist, of firm, 
well drained earth. Above this foundation the road must 
have sufficient crotvn, or rounding up in the middle, to readily 
carry the water off the surface into the side ditches. The sur- 
face should be composed of as impervious material <J9 can be 
obtained, in order that when given sufficient crown it may 
carry the water off to the sides instead of allowing it to seep 
down into the foundation. In short, the function of the sur- 
face of the road is primarily that of a roof. Besides the foun- 
dation, crown, and surface of the road there must be also prop- 
er drainage. In most places roads are sufficiently drained by 
proper ditches along the side, but where these are not suffici- 
ent to keep the water out of the road they must be supplement- 
ed by drains laid under the road. These four factors of proper 
construction are considered in detail in chapter III. 

Maintenance is & term which, in its application to dirt 
roads, is understood by comparatively few of those who have 
charge of such highways. This is the common term which, 
on a railway, is used to include all work that is necessary to 
keep the road-bed in first class shape, and is always looked 
after in railroad organization by a department separate from 
the one which does the construction. In relation to country 
roads maintenance may be defined as continuous care which 
does not permit the formation of ruts and pitch holes, or other 
damage to the condition of the road. The one thing which 
Wisconsin roads need most at present is some attempt at main- 
taining them. 

The maintenance of a road is, as is naturally to be expected, 
much cheaper than its construction in the first instance. At 
present most dirt roads are reconstructed every few years and 
no attempt made to do anything with them between these times 
of reconstruction. The difference in cost is quite fairly re- 
presented by what is at present being paid for earth roads in 
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this state and the cost of maintaining them, as shown by ex- 
perience in other states. In Wisconsin the people are spending 
on country roads an average of more than thirty dollars per 
mile every year. Where proper methods of maintenance are 
used, as in parts of some other states, dirt roads are readily 
kept in excellent condition for from three to ten dollars per 
mile per year, depending upon the nature of the road. This 
difference between three-to-ten dollars and thirty dollars is 
approximately representative of the cost of roads according to 
the two systems: — construction with no maintenance averag- 
ing thirty dollars a year for every mile of road, as in this state, 
and where maintenance is practiced after tEe roads are once 
constructed, the cost being from three to ten dollars per year. 
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CHAPTER n. 



LOCATION OF ROADS. 

There are several things which must be confiidered in the lo- 
cation of a road. The first of these is the length of the road 
necessary to accomplish a given air lima distance. In a flat 
prairie country the best location is a str&dght line between the 
two points it is desired to conniect When it is desired to locate 
a road in hilly country the problem becomes one in which 
many factors are ooncemed, chief of which are the increased 
cost of construction, steeper grades, and the difficulty of main- 
taining roads where these steep grades exist. 

The problem of the primary location of roads is not an im- 
portant one in this state, as roads are to a large extent already 
located. Only in the imsettled northern portions of the state 
are new roads being laid out to any extent For this reason 
the subject of location becomes rather one of relocation. When 
permanent improvement of a road is contemplated the profitable- 
ness of relocation must be considered. Boads at present are to at 
large extent located on land division lines, dbiefly section lines. 
In case a main traveled road goes about two sides of a level 
square section of land it may be econominal to relocate the road 
so that it passes in a diagonal direction through the section. 
A four-rod road on two sides of a section of land occupies 
sixteen acres, while a road four rods wide in a diagonal direc- 
tion through the section occupies approximately eteven acres 
of land. The diagonal road, therefore, will result in a saving 
of about five acres. The length of the diagonal road is only 
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about one and four tenths miles as compared with the length 
of two miles of the road on the two sides of the section. 
To the saving in land and the sailing in distance thus ef- 
fected must bo added the saving of the cost of constructr 
ing six-tenths of a mile, which is made by relocating the 
road on the diagonal. If the road were to cost two thous- 
and dollars a mile this saving would be twelve hundred 
dollars. The saving in land would vary from five to one 
hundred and fifty dollars an acre. The final factor, which 
should usually be the determining one, would be the value to 
the community of the convenience of having a shorter distance 
to travel, and must depend upon thie amount of traffic which 
goes over the road. 

Relocation in rolling or hilly country. In any but flat 
country the problem in locating a road becomes more compli- 
cated than the preceding case. In a hilly country the length 
of the road must be adjusted to four principal considerations ; 
length, cost of construction, location of suitable bridge sites, 
and the securing of proper grades. 

In planning ai road the amount of earth work required in 
cutting down the hills and filling the depressions should be 
madle to cost a sum proportional to the cost of constructing the 
greater length which would be required to go around hills and 
depressions in order to avoid the necessity of cuts. In many 
towns in the state expensive cuts and fills have been made to 
secure suitable grades along section lines where a new right 
of way not many rods distant could be bought and a good 
round simi paid for it, and then a practically level road con- 
structed at a total cost less than the sum paid for the present 
cuts and fills. 

In case it is necessary to cross streams suitable bridge sites 
will ofte::! ditermine the proper location of the road, as the lo- 
cation of a bridge a few hundred feet up or down stream from 
any point in a valley may effect a saving of a considerable per- 
centage in the cost of a bridge. If the cost of the bridge can- 
not be cut down by such a change it might often occur that a 
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site far more suitable could be obtained in which the security 
of the bridge from wash-outs would be much greater. If 
possible the stream course should be straight above the bridge. 
A bridge should not be located on a bend in a stream if it is 
possible to avoid doing so. 

(hades. The grade of a road is commonly expressed in the 
number of feet of rise in one hundred feet of horizontal dis- 
tance. A road with one foot of rise in one hundred feet of 
length is said to have a grade of one per cent ; a road of two 
feet of rise a grade of two per cent; a road of ten feet of rise 
in one hundred a grade of ten per cent^ and so on. 

"The horizontal pull which a horse can exert depends up- 
on its weight, its form or build, the method of hitching, the 
foothold afforded by the surface, the speed, the length or 
duration of the effort, the rest time between efforts, and the 
tax upon the future efficiency of the horse. The chief of 
these are tha weight, the speed, and the length of the effort. 
With reasonably good footing a horse can exert a pull equal 
to one-tenth of his weight at a speed of 2^ miles an hour 
(3% feet per second) for ten hours per day for six days 
per week and keep in condition. This is a common rate 
of exertion by farm horses in pulling plows, mowerj, and 
other ^ricultural implements. Most horses can exert a 
tractivj power equal to half their weight, at a slow walk 
for about one hundred feet. On the road in emergencies, 
as in starting the load or in overcoming obstacles, a horse 
may be expected to exert a pull equal to half his weight, but 
at this rate he would develope a day's energy in about two 
hours; and 'ionsequently if he is expected to work all day, 
he should not be called upon to exert his maximum power 
except for a short time. Similarly, a horse can exert a 
draft equal to one quarter of his weight for a longer time. 
The working tractive power of a horse may be taken as one 
tenth of its weight, with an ordinary maximum of one 
quarter, and in great emergencies a maximum of one half 
its weight."* 

♦Roads and Pavpinents, Baker, 1903, pp. 31-32. 
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The Missouri Agricultural Experiment Station has made a 
number of very practical experiments on the amount of pull 
exerted in drawing a load of constant weight over various kinds 
and conditions of roads and fields. The following table is a 
portion of that given in their Bulletin No. 52. In the experi- 
ments they used the same load upon two different sets of 
wheels : — standard size with 44 inch front wheels and 55 inch 
rear wheels, and the low size with 24 inch front wheels and 28 
inch rear wheels. The wheels were of steel construction with six- 
inch tires, and the difference in weight was such that the total 
weight of wagon and load with the high wheels was 3762 
pounds and with the low wheels 3362 pounds. 



Tablb I. 



Kind of Road. 



Gravel road. 



Macadam street. 
Cinder track . . . . 
Dirt road 



Condition of Road. 



Level, dry, with one iDch of sand 
and some loose gravel. 



Clean and in fair condition. 
Dry and not firm 



Timothy «& bluegrass sod. 



Corn stubble.. . 
Plowed ground 



Frozen solid, ^ inch sticky mnd 
on top. 

Dry and hard, in good condition. 

Diy and firm, level 

Wet and spongy 

Dry, with small ridges 

Frebhly plowed and dry 



NuMBEB OF Pounds Pui«l. 



High wheels. 



158.9 

108.0 
118.1 
189.2 

130.0 
218.1 
325.2 
335.7 
475.0 



Low wheels. 



185.3 

117.4 
120.0 
2S3.8 

1820 
300.6 
472.6 
445.6 
628.0 



This table gives the pull necessary to draw the wagon and a 
net load of two thousand pounds over the surfaces named. 
If the pull be taken as one-tenth the weight of the team, ac- 
cording to the above quotation from Baker, to pull the loads 
used in these experiments on gravel roads would require a team 
weighing 1589 pounds with the standard wheels and 1853 
pounds with low wheels. On macadam the team would only 
need to weight 1080 pounds. On the plowed ground, however, 
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with standard wheels it would take a team weighing 4750 
pounds to pull this load with the ordinary effort which should 
be required of a horse. Even supposing the team were to 
exert for a short distance a pull equal to one quarter of its 
weight, it would need to weigh 1900 pounds. 

The results in the above table were obtained from experi- 
ments conducted on level ground. If it were desired to pull 
these loads up grade the puU would, of course, be much great- 
er. According to Baker, if a horse can pull 1000 pounds on 
a muddy level road, it can pull 

2000 pounds in spongy earth roads^ 

3000 pounds on beet earth roads, 

6000 pounds on macadam roads^ 

10,000 pounds on asphalt, 

20,000 pounds on iron rails. 
Table II, which is arranged from Baker, gives the percent- 
age of the load for level ground which a horse can pull up 
grades of different degrees of steepness. 



Tablb II. 

Load which a horse can draw on a grade in t^rmM of percentage 
of the load on tfie level, when exerting a uniferm force 
equal to one-tenth of its weight. 



Bate of 

grade, 

percent. 


Iron rails. 


Sheet 
asphalt. 


Broken 
stone. 




Earth Road 


• 














Best. 


Spongy. 


Muddy. 




Per cent. 


Per cent. 


Per cent. 


Per cent. 


Per cent. 


Per cent. 





100 


100 


100 


100 


100 


100 


1 


80 


45 


56 


62 


75 


91 


2 


16 


27 


36 


50 


57 


67 


8 


10 


18 


25 


37 


44 


54 


4 


7 


12 


17 


27 


S3 


43 


5 


4 


8 


12 


20 


25 


33 


6 


8 


6 


8 


14 


18 


25 


7 


2 


4 


6 


10 


12 


18 


8 


1 


2 


4 


6 


8 


11 


9 


1 


1 


2 


8 


4 


5 


10 






























A very important fact appears in this table. That is, the 
fimoother and harder a road is the more gentle the grades must 
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be. Fop instance, on a muddy earth road of one peroent grade 
a horse can draw 91% of what he could draw on a level road 
of the same kind. On the best earth road he could draw 62% 
and on macadam only 56%. This is due to the fact that the 
greatest part of the effort in drawing a load over a muddy road 
is consumed in squeezing the mud out from under the wheels 
in order to secure a solid bottom for the wheel to roll upon. 
The resistance which a load offers to being drawn is divided 
into (1) roUvng resistance, which is that just mentioned, 
and is due to the sinking of the wheel in the surface of the 
road, causing the load to be continually drawn up an incline, 
as it were; (2) axle friction; (3) resistance of the air. It 
is evident from this that axle friction and resistance of the air 
are but a very small part of the resistance to overcome on a 
muddy road, and the rolling resistance is nearly all of it. 
Consequently the added draft in pulling a load up a slight in- 
cline on a muddy road is not so great in proportion to the draft 
on a level stretch as it is on a hard surfaced road. On a ma- 
cadam surface the rolling resistance is decreased very decidedly 
and the other factors make up a proportionately larger amount. 

A road is only as good as its poorest part. If a team 
is able to haul three tons on the level part of the road 
and only one ton up a certain grade at the end, their load is 
limited to one ton. Consequently, as far as heavy hauling is 
concerned, the expense necessary to put the level part in shape 
so that more than tiiree tons could be hauled is of no use until 
the hill is put in shape so that the three tons can be hauled over 
that also. It is poor economy, therefore, to build a level por- 
tion of a road in good shape without making the grade such 
that the load hauled on the level can be pulled up the hills 
with the extra effort which a team is capable of exerting for 
a short space of time. 

It appears from the foregoing that the maximum grade that 
should be permitted in the location of a road must depend upon 
the nature of the surface the road is to have. The maximum 
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grades established in different countries and states are of inter- 
est in this connection: — 

"In France the standard is; on national roads, not ex- 
ceeding 3 per cent; department roads, not exceeding 4 per 
cent; and subordinate roads, not exceeding 6 per cent. On 
the great Alpine road over the Simplon Pass, built under 
the direction of Napoleon Bonaparte, the grades average 1 
in 22 (4%%) on the Italian side, and 1 in 17 (5.9%) on 
the Swiss side, and in only one case become as steep as 1 in 
13 (7.7%). 

"In great Britain, the celebrated Holyhead Koad, built by 
Telford through the very mountainous district of North 
Wales, has an ordinary maximum of 1 in 30 (3-1-3%), 
with one piece of 1 in 22 (41^%) and a very short pitx5e of 
1 in 17 (5.9%), on both of which pieces special care was 
taken to make the surface harder and smoother than on thi 
remainder of the road.*'^ 
New York maximum grade is 5 or 6%. 
New Jersey maximum grade is 6%. 
Michigan maximum grade is 6%. 

On steep grades the velocity and consequent cutting power 
of the water which must be taken care of in storms is greatly 
increased. For this reason, also, grades must be kept as low 
as gossible. The maintenance of roads becomes too expen- 
sive to be practicable after a certain limit is reached. 

"In such a climate as that of Ohio and with material of 
the character of that of the limestone occurring in Ohio, the 
limit of grade en which a fair macadam su^^ace may be 
maintained is about eight and three-fourths per cent, or in 
other words five degrees. In approaching this limit the cost 
of maintenance increases very rapidly, and above that limit 
a fair macadam surface of limestone cannot be maintained 
at a reasonable cost. The washing of violent rains, the ac- 
tion of horses' hoofs in drawing up hill, and the effect of 



1 Baker, page 62. 
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locked wheels on a down grade cisturb the bond of the sur- 
face. Anyone cji see the loosening of the constituent parts 
of the surface on heavier grades, as evidenced by the loose 
and rounded stones occurringf on the heavier grr'les of any 

well constructed road/' ^ 

From what has preceded in this chapter it will readily ap- 
pear that the proper location or relocation of a road is a prob- 
lem in which a careful account of many factors must be taken. 
When such a thing is contemplated the services of the most 
practical highway engineer obtainable should be secured with- 
out faiL In many states where they have such an officer this 
matter is considered of such vital importance that all locations 
must by law be made according to directions of the state en 
ginaer in charge of highways, and only after careful surveys 
hare been made. 



t state of Ohio, Highway Deparment, Bulletin No. 2, p. i. 
2 
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CHAPTER III. 



METHODS OF CONSTRUCTION AS APPLIED TO 
DIFFERENT KINDS OF SOILS. 

Any road may be regarded as composed of two principal 
parts, the foundation and the surface. Either of these parts 
may be composed of several members according to the design 
of the road which is being constructed. The bottom foundation 
of all roads must be of earth or of bed rock, providing that is 
clos0 enough to the surface. The fundamental principle of 
Macadam was that any ordinary soil if properly compacted 
and drained would sustain any amount of traffic put upon it, 
and he laid great emphasis, therefore, upon proper drainage. 
The methods of construction applied to roads built of various 
kinds of materials are dependent almost entirely upon the 
necessity for securing the right kind of drainage for the mater- 
ial used. Most of the dirt roads in Wisconsin are sufficiently 
well drained by ordinary side ditches, if these are kept clean 
so as to offer free passage for the water. In many cases, how- 
ever, particularly in clay country where springs abound, and 
often where bed rock is near the surface, it is necessary to use 
underground drains in order to keep the foundation of the road 
sufficiently dry. It is impossible with any sort of a road cov- 
ering, unless it is built strong enough to act as a bridge, to 
keep a proper surface over wet ground. The importance of 
this matter of drainage cannot ]>e over^emphasized. Water 
must be kept out of the foundation of the road or no good sur- 
face of any kind will be possible. 
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VOTTKDATIOir ICATBBIAIA 

The common road materials in use in Wisconsin may for 
the purpose of this discussion be conyeniently divided into 
foundation materials and surface materials. In discussing 
the foundation it is sufficiently accurate to divide soils into 
sand, loam and clay, which materials need no definition for 
the purpoc^e of this discussion. The surface maieriaU are 
these common soils, with shale, gravel, crushed stone and a 
few miscellaneous materials used in particular localities such 
as shells, slag, cinders, etc. Of these materials shale may pos- 
sibly require definition. In common usage, Wisconsin shales 
are the clayey layers which are found in practically all of the 
great sand-stone areas in the south central and western parts 
of the state. These materials are here considered as founda- 
tion material and later as surfacing material, on pages 23 to 
32. 

Sand. Sand is the best foundation material for a road be- 
cause of its porous nature and easy drainage, but it is not good 
for both surface and foundation. In districts where the soil 
is very sandy the only way to secure a really passable road is 
to covier the sand with some other material, such as clay or 
shale for an earth road, and gravel or crushed stone for a per- 
manent road. Eut this is impossible to accomplish at once in 
any town possessing many miles of sandy road, and as a con- 
sequence the sand roads must be treated in the best manner 
possible to keep them hard. Since sand is always harder 
when it is damp, sand roads should be so constructed as to pre- 
vent their rapid drainage, and if possible to keep them moist 
all the time. For this purpose the growth of bushes, grass 
and trees close to the roadway should be encouraged wherever 
possible. The grading, if any at all is necessary, should be 
just barely sufficient to prevent puddles forming. On plate 
H figure 1, a photograph of a sandy road in Trempealeau 
County is shown. In the foreground is a wide expanse of barren 
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sandy which shows very well the almost bottomless nature 
of this road in dry weather. In the middle distanoe at 
the right side of the picture where the weeds and grass have 
grown closer to the road it is much less cut up than the more 
traveled track in the center which is not in any way protected 
by the grass. 

In many parts of the state a temporary makeshift is em- 
ployed which gives quite good satisfaction. This is to cover 
the road with straw, marsh hay, sawdust, or some such ma- 
terial. The photographs shown in plate II figure 2, and plate 
III figure 1, give a fairly good idea of the appearance of roads 
that have been thus treated. 

Clay. In building a road of clay an entirely different method 
must be used from that necessary in sandy country ; one might 
almost say a method which is just the reverse of that used in 
sandy country. The one desirable thing for a clay road is to 
get the water off, and to get it off as quickly and as completely 
as possible. For this purpose the road must be given a high 
crown in the middle and provided with deep wide ditches at 
the side. The trees, brush and grass should be kept well cut 
away from the sides in order to permit the surface to dry up 
as quickly as possible after a rain. It may be mentioned here 
that this clearing away of the brush and weeds is advantageous 
also in preventing the accumulation of snow drifts on the road 
in the winter time. The best thing possible for all clay roads 
would be a liberal use of the split log drag, shown in the front- 
piece and described on pages 43 to 46. 

Cross-sections of the proper forms of grade for clay and 
loam roads are shown in figures 1 and 2, plate IV. As com- 
monly constructed with the road machine, roads in clay coun- 
try are left in the form shown in figures 3 and 4. Grass and 
weeds readily start to grow along the side of the wheel tracks, 
which are soon deepened by the travel. The grass catches and 
holds the dust and mud, soon forming with the sides of the rut 
an effectu 1 dam which prevents the water reaching the side 
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Fig. 1. Proper form of crora section for a road iu loamy boil. 




Fig. 2. Proper form of croc»t> seciuju loi u maii in iia.v .-mmi. 
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Fig. 3. Second ditch and false shoulder as often left in regrading. Corie<-t f«)rro 
bhown at the right. 
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Ditch tilled ott^r 



Fig. 4. Ditches as commonly left by grader (blade at A). Proper form and last cut 
shown oy position of blade at B. 






Fig. 5. Neglected road. Dotted line shows original form. 
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Fig. 6. Flat-topped road. A very poor form which is occasionally seen. 




Fig. 7. Cross section of a road with side slopes into the ditches too steep. When 
ft wagon is on one side, as at A, the weight i^ too Tnuch on one wheel and this wheel is sure 
to make a rut. 
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Fig. 8. Road gradetl too wide and flat. Proper form sho"«' n by dotted line. 
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of the road. The ruts thus become nothing more than water 
channels or puddles which hold the water and soften the 
ground up so that the wheels readily cut deeper. The side 
ditches are quickly filled by the giving in of the steep sides 
left by the road machine, and the whole form of the road be- 
comes that shown in figure 5. A round or two with the road 
machine to turn back this steep wall of the ditch toward the 
side of the road, giving it a gentle slope^ is all that is necessary 
to keep the ditch well formed, as shown in figure 1. If, after 
f ormiug the road as in figure 4, where the last position of the 
blade of the grader is shown at A, a steeper cut is made with 
the blade at B, two good results will be attained; the best dirt 
thrown up on the surface where it should be, and a good ditch 
made. 

A less common form of cross section given to the roads is 
that shown in figure 6. By this method the road is given a flat 
top with deep, steep walled ditches at each side of the roadway. 
This flat top is soon cut up by the travel and hollowed out so 
that it simply serves as a third ditch along which tiie water 
runs just as readily as it does along the side ditches, and the 
road is cut up almost as easily as though no attempt had been 
made to drain it. Figures 7 and 8 show other forms of cross 
section which are poorly made. 

In most districts ditches such are shown in figures 1 and 2 
are sufficient to keep the foundation of the road properly dried 
outj_ but in many cases under-drains are necessary. These 
under-drains should be laid with relation to the surface. If 
the road is along a hillside and is kept damp by seepage from 
above the road a single drain along the damp place on the up- 
hill side of the road will often be sufficient to keep the road 
firm and solid. In rare cases it may be necessary to use a line 
of drain pipe at each side of the roadway where the soil is very 
damp and spongy. The figures on plate V show the positions of 
tiling for various conditions and the way the drains carry the 
water out of the soil. The following extract is taken from a 
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bulletixi of the Wisconsm Agricultural Experiment Station 
written by Professor King.* 

Depth of under drainage. ''Where under drainage is 
needed the drain should not be lees Hum three to four feet 
deep, and this is especially true if heavy traffic is to be main- 
tained over it. 

'No one thinks of walking on the yielding surface of the 
water of a lake or stream, but let it be covered with a suffici- 
ently thick layer of ice and it then makes the best kind of a 
roadbed. The drained ground beneath the road surface must 
be sufficiently thick to float on the soft soil beneath any 
load which may be driven along it, just as the ice floats its 
burden." 

Fall of the drains ''The fall of the drain will usually 
conform somewhat neaorlj to the grade of the readbed, but 
should not be lees than two inches in 100 f eet, if this can be 
secured. It wiU, howevtBr, be necessary scnnetimes to lay 
the drain on a slope less than this, even as low as ^ inch in 
100 feet In all cases care should be exercised to lay the 
tile on a trade, not allowing them to drop anywhere below 
or rise above a rigidly maintained grade line. If they are 
not laid in this manner water will stand in the sags and be- 
hind the bends, and in these places the tile may become filled 
with silt" (See figure 5, plate V). 

Outlet of the drain. "The drain should be turned out to 
the side of the road whenever there is an opportunity for 
doing so, that is, whenever there is a natural line of drainage 
leading across the road which will answer for the purpose. 
The free end of the drain is best made of one length of cast 
iron sewer pipe eight feet long, because this will not be in- 
jured by freeeing nor easily broken. There should be a 
free fall at the end of the tile and it is better that the open- 
ing should be protected by some sort of metal graiting ox 
screen to prevent aTn'mals from running in in dry times." 



•University of Wisconsin Agricultural Experiment Station. Bulle- 
tin No. 79, pages 19-21. 
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Figures showing some of the principles of drainage. 
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Size of tile. ^^THe three inclies in diameter is the best 
to use for the reason that, in oajse the grade is very Bmall, 
slight errors in laying the line cannot carry tibe entire open- 
ing of the tile above or below the grade line and hence per- 
mit the drain to be entirely closed by silt/' 

Kind of tile. "Where the tile can be laid two feet or 
more below the surface of the road ordinary drain tile which 
are well burned, straight, smooth inside and having the ends 
cut squardy off so that they may fit closely together are best. 
Great care should be taken in placing the tile to turn them 
iLutil the ends fit very closely all the way around, and then 
to fix them rigidly there. This care is needed in order to 
prevent silt from being washed in at the joints. 

Where the tile must come less than two feet below the sur- 
face it will be safe either to use the vitrified drain tile or 
else second quality sewer tile not likely to be disintegrated 
by frost" 

Loam. Loamy soils are intermediate in character between 
sand and clay, and may be passed over with a bare mention. 
As a rule loamy soil must be treated more nearly like clay soil 
than like sand. The proper cross section for a road in loamy 
soil is shown in figure 1, Plate IV. 

Swamp Soils. It is difficult to build a satisfactory road from 
the muck and peat which are the soils found in the numerous 
swamps of Wisconsin. The only way to secure a passable 
road is, as in the case of sand, to cover the road with some 
other material. If it can be properly drained, clay, gravel or 
crushed rock may be used to form a very satisfactory surface. 
Otherwise, corduroy must be used. 

BUBFAOB MATXBIAL8. 

The materials used for road surfaces in country districts are 
the c(Hnmon soils, sand, loam and clay, with shale, gravel and 
crushed rock. 

Sand. As a surface material sand is of value as a thin cov- 
ering for elay roads. The sand mixes quite thoroughly with 
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the clay and prevents the absorption of as much water as day 
alone will absorb, thus serving to turn more of the storm water 
into the ditches and prevent its seeping through the road sur- 
f aca Clay is composed of very fine grains which, when mixed 
with sand in proper proportions, fill up the tiny spaces existing 
between the sand grains. Clay will sometimes absorb as much 
as 60% of its volume of water; sand will absorb from 25% to 
40%. A proper mixture of the two, however, will not absorb 
nearly as much as the sand alone. A clay road treated in this 
manner is harder and less dusty than one without sand. 

Clay and Shale. These two materials &xe only different in 
that shale, as conmionly used on the roads, is nothing more 
than clay mixed with a little sandstone. For the same reason 
that sand is a valuable material to put on clay roads, clay or 
shale is valuable to put on sand roads. Clay on sand roads is 
also beneficial in that it makes a firmer surface for the road 
when it is dry than sand does. 

The proper thickness to which clay or shale should be put 
on a sand road in order to give good results must depend to 
a large extent on local conditions. In some cases three inches 
of firmly packed clay or shale on sand will wear for a long 
time, but if there comes any lengthy period of damp weather 
the wheels are almost certain to cut through into the sand and 
ruin the usefulness of the clay as a covering. The best results 
are usually given by covering the sand with about six inches of 
clay and then putting an inch or two of sand over this. This 
thin covering of sand aids in turning the water off the roads 
into the ditches in just the same way as it does on a road made 
entirely of clay, and serves to prevent the softening and conse- 
quent cutting up of the road by the wheels of the wagons pas- 
sing over it. 

Oravel. The gravels of Wisconsin may be conveniently di- 
vieded into two classes, river gravel and pit gravel. The river • 
gravels, as a rule, lack a proper amount of clay necessary to 
fill the spaces between the pebbles and form with them a com- 
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pact, impervious surface capable of shedding water. The peb- 
bles have been rolled and washed by the stream until all the 
finer material has been carried away. If stream gravel is all 
that is available a proper amount of clay must be mixed with 
it to make it pack well in the road. If it can be obtained, low 
grade iron ore makes a much better cementing material than 
clay for mixing with gravel. 

The pit gravels are mixed with sand, or clay, or botk They 
are usually, also, more angular than the rounded stream gravels 
and so wedge together better in the road under the roller and 
the wagon wheels and make a more solid surface. Care should 
be taken to pick out all large stones at the pit, to see that all 
sand pockets are rejected, and to be sure that the gravel con- 
tains the proper amount of clay for binding material. If there 
is too much clay the road will soften ih wet weather, and if too 
little the road will "ravel," i. ©., the pebbles will be kicked out 
of the surface by the horses on account of the lack of sufficient 
binding material to fill the spaces between the pebbles and hold 
them tightly. The road will thus be reduced to a useless mass 
of pebbles. The amount of binding material necessary will 
vary. If the pebbles are all about the same size 25% of the 
mass should be binding material, but as the pebbles are almost 
always of assorted sizes, and the smaller help fill the spaces be- 
tween the larger, an ordinary gravel should not have more than 
about 15% of clay and sand. If more than this is present it 
should be removed by screening. Oftentimes by testing dif- 
ferent parts of a pit, gravel of the proper eomp^/sition can be 
found, and screening made unnecessary. If gravel is compact 
enough to stand in straight walls in the pit and requires loosen- 
ing with a pick it is usually all right. 

Crushed Bock. In the larger part of Wisconsin there is 
plenty of rock available for crushing. There is limestone in 
plenty in the eastern and southern parts, granite in the central 
and northern parts and hardheads over almost the whole state. 

The relative values of different kinds of rock for road metal 
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hss been tested in several ways. The two tests of most practical 
value are the wearing test and the cementation test. In the 
wearing test a certain number of pieces of standard size are 
rotated for & definite time in a steel cylinder and the amount 
of dust worn off the pieces weighed. In the cementation test 
the powdered rock is moistened and made into a little cylinder. 
This cylinder is then broken by the blows of a hammer falling 
the same distance for each blow, and the cementing power of 
the rock measured by the number of blows the rock is able to 
i^ist without breaking. The resistance to wear offered by 
many Wisconsin rocks has been tested by the State Geological 
and Natural History Survey under the supervision of E. R. 
Buckley. The following table from his report on. Highway 
Construction gives the relative wearing qualities of some 
Wisconsin rocks when used for road metaL 



Table IIL 
Report of wearing tests on crushed roek. 



Name of sender. 



Montello Granite Co 

Wisconsin Granite Co 

P. Powell 

Horliok'sL. & S. Co 

G. H. GhafPee, SpartA . 

Riohwood Ousbed Stone Co., Watertown .. 
Waupaca Crushed Granite & Stone Co. . . . 

Sheboygan Lime Works 

M. Mazon. Wankesha 

C. P. Smithf Appleton 

Menom. Pails-Lannon Stone Co., Lamion, 

Wis 

Marblehead Lime Co 

Sheboygan L. &Q. Co 

Rice Lake 

Utley 

Berlin 



Kind of stone. 



Granite 

gnartzite .... 
imestone ... 
Limestone . . . 

Flint 

Limestone ... 

Granite 

Limestone . . . 

Trap 

Limestone... 

Limestone . . . 
Limestone . . . 
Fieldstone. .. 

§uartzite .... 
hyolite 

Bhyolite 



Per cent, 
of wear. 



2.16 
8.50 
9.86 
7.02 
2.10 
3.90 
1.80 
6.46 
2.90 
3.46 

4.04 
3.90 
3.88 
2.S6 
3.04 
2.76 



Bank. 



8 
8 

16 

15 

2 

12 
1 

U 
6 
9 

13 
11 
10 

7 
4 
5 



Wisconsin GeoL and Nat. mst. Survey, Bulletin X., 1903, Buckley, p. 294. 



The cementing property is important because it is this which 
causes a road made of crushed rock to become hard and smooth 
upon being travelled. The cementing property is due to the 
ability of the fine dust, into which rock is worn by the wheels, 
to set like cement into a more or less solid mass upon being 
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moistened snd packed. As thiB fine dust is continually being 
"w ashed off the road by the rain and blown away by the wind 
it must be replaced by the new dust worn off the stones by the 
wheels. If a very hard surface material, such as trap rock 
or granite, is put on ai road which is comparatively little travel- 
led, the result is that there is not enough dust formed to re- 
place that blown and washed away and the surface "ravels" 
and becomes a mass of looee stones. On the other hand if a 
soft stone, such as some lime stones, is used for the surface of a 
heavily travelled road more dust is formed than is carried 
away, so that it forms ai layer over the surface and makes dis- 
agreeable dust or mud, according as Uie weather is dry or 
damp. The kind of rock used on the surface of a road must 
accordingly be determined to a considerable extent by the 
amount of travel. 

The cementing tests on the powder of different Wisconsin 
rocks have not been very satisfactory, as they do not agree 
among themselves. A table of their relative merits is therefore 
not given. In general it may be said that limestone, flinty and 
dark igneous rocks have good cementing qualities, while quartz 
ite and light colored igneous rocks, such as granites, have 
poorer cementing qualities. These last two are very hard and 
may do well as surface material where travel is heavy. Many 
granites, however, have fairly high cementing qualities. 

The proper size of crushed stone to use for a macadam sur- 
face depends partiy upon the strength of the rock used. Each 
stone in the surface should be strong enough to support, with- 
out breaking, the weight which the wheel of a loaded wagon 
will put upon it. If the stones are too small to do this they 
will grind up rapidly under the traffic. If a relatively weak 
stone such as a soft limestone is used, the smaller stones should 
be at the bottom and the larger ones at the top. If a hard stone 
is used, the larger ones should be at the bottom and the smaller 
at the top, as the smaller stones make a more even surface and 
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fihould be used there when they are strong enough to bear the 
weight put upon them. 

The usual sizes to which crushed stone is separated are 2^ 
inch, 1 inch^ and ^ inch^ or screenings. If soft limestone is 
used the 1 inch pieces should go on the bottom and the 2^ 
inch pieces should be used for the surface ; if hard rock, either 
granite or trap or hard limestone, is used the one inch pieces 
should go on the top. In both cases the screenings are spread 
over the top in a thin layer to fill the spaces between the larger 
stones. 

BUILDINO OSAVEL 'AND CBTJSHXD STONB BOADS. 

In making & gravel or crushed stone road the fundamental 
parts of a road must not be forgotten — ^the foundation and the 
surface. Care must be taken to see that the foundation is solid 
and well drained, and the surface must be well compacted so 
that it will act as a roof. It is a waste of good money to at- 
tempt to make a solid surface over a damp place in the road 
by dumping gravel or crushed rock on it, as it quickly pounds 
into the mud which is very shortly ready to swallow up more. 
The methods of applying gravel or crushed stone to secure this 
good roof are essentially the same and are therefore described 
together. 

Both gravel and crushed stone may be spread upon a well 
-drained, well crowned earth road without any further prepara- 
tion and in time will be beaten down by the traffic into a fairly 
good surface. This packing process is hard on teams and 
vehicles, however, as well as wasteful of the material, which is 
kicked to one side by the horses. It is more economical in the 
long run to exercise a little more care and spend a little more 
m.oney in the preparation. 

After the roadbed is properly drained and graded a trench 
should be prepared as deep and wide as the surface material is 
to be applied. The material from the trench should be placed 
nlong the side to form straight vertical shoulders, as shown in 
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figure 1, plate VI. The bottom of this trench should be thor- 
oughly rolled in order to be sure the dirt is well packed and 
will not settle after the gravel or crushed stone is put on. The 
roadbed is then ready for the surface material. 

The gravel or crushed stone is uisually haxded on an ordinary 
wagon provided with dump boards and dumped in heaps. 
On a country road where the width surfaced is comparatively 
narrow the loads are dumped into a continuous ridge and for 
the most part spread with shovels when spread at all. This 
can often be done more quickly and cheaply by running a road 
machine over it, using shovel work only to trim up the surface 
after the machine haa done what it can. The materials are 
also applied in automatic spreader wagons, of which there are 
various types. These wagons leave an even layer of rock of 
any desired thickness. 

After the layer of rock or gravel is spread evenly it is ready 
to roll. It is best to attempt to roll only a thin layer — 3 to 5 
inches — at one time, as it is impossible to thoroughly compact 
a thick layer with any ordinary roller. If the layer is too 
thick only the top will be compacted, and when the road gets 
older it will settle more or less unevenly. The rock should be 
properly wet during the rolling in order to get the best results. 
This wetting prevents crushing and grinding the rock by the 
roller, and washes the screenings into the open spaces between 
the larger stones so as to make a solid mass. 

When the first layer is rolled down solid the second layer 
can be dumped upon it, spread as before, and rolled. If the 
material is crushed rock, after the surface layer is packed a 
half inch or so of screenings should be spread and rolled, so as 
to pack the small pieces into the openings between the larger 
stones. 

Tf no roller is available and it is necessary to depend on the 
travei to pack the surface, the material should be spread in 
layers as stated above and sufficient time allowed for each 
layer to be thoroughly compacted before the next is added. 
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The people should be compelled to drive over all the surface 
and not allowed to travel in a single tracL This can be done 
by placing obstructions, such as logs or boulders, in suitable 
positions to enforce their taking a new track after one is beaten 
down. These obstructions should be moved as often as neces- 
sary in order to compel the teams to pack the whole width of 
the roadbed. After one layer is beaten down in this way the 
second can be added and packed in the same manner. A road 
built without the use of a roller is shown in fig. 2, plate IIL 

After rolling the road should present a crowned surface, as 
shown in figure 2, plate VI, somewhat more flat than for an 
earth road, in the slightly arched center of which is a strip of 
well compacted crushed rock or gravel. On each side of the 
crown should be good slopes into the ditches, and good clean 
ditches to quickly carry the water away. Under this crown 
should be a thickness of earth which is well protected froan 
moisture, so that it will always be firm. It should be protected 
from moisture from below — ^if there is any likelihood of water 
reaching it from that direction — ^by drain tile la'd deep enough 
to be effective; and from moisture from above by a hard com- 
pact surface of gravel or macadam. A good gravel road such 
as is common in the eastern part of the state is shown in figure 
1, plate XVI. 

Cost of Oravel and Macadam. The cost of these roads de- 
pends upon the price of labor and material, and the distance 
the material must be hauled. From the replies to the list of 
questions sent to town clerks^ table XVI on page 79 is made 
showing the average cost of gravel and macadam roads by coun- 
ties from which reports came. In many of these cases excessive 
prices are paid for the gravel. Some owners of gravel pits are re- 
ported to be charging 20 cents and even 25 cents per load. 
Considering the small loads that most farm wagons are equip- 
ped to carry in working road tax, it is not to be wondered at 
that gravel roads are reported costing as high as ten dollars 
per rod. With gravel costing 30 cents to 35 cents per cubic 
yard delivered on the road which is being constructed the cost 
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of a well constructed gravel road should be about $300 to 
$350 per mile^ aside from the grading. This is evident from 
the number of yards necessary for a 6' road 6" thick, as given 
in the following table taken from the 1902 report of the New 
Jersey Highway Commission. 



Tahlb IV. 

Tablb IV. — Showing number of cubic yards of gravel required In the oonttruction 
oi one mile of gravel road, of widths varying from 8 feet to 20 feet, and depth 
from 6 to 12 inches. These ioitMn quantitiea should he mulHpUed hy IH to 
ffive the number of oulHo yarde of looee gravel required to make the within 
depths of compact gravel. 



TB 


Soad 


Road 


Road 


Road 


Road 


Road 


Road 


Feet 


6 inches 


7 inches 


8 inches 


9 inches 


10 inches 


U inches 


12 inches 


wide. 


deep. 


deep. 


deep. 


deep. 


deep. 


deep. 


deep. 




Cubic yds. 


Cubic yds. 


Cubic yds. 


Cubic yds. 


Cubic yds. 


Cubic yd^. 


Cubic yds. 


• 


686 


684 


782 


880 


977 


1,075 


1,178 


7 


684 


798 


912 


1,026 


1,140 


1,254 


1,368 


8 


782 


912 


1,042 


1,173 


1,803 


1,434 


1,564 


9 


880 


1,026 


1,173 


1,320 


1,466 


1,613 


1,760 


10 


977 


1,140 


1,903 


1,466 


1,629 


1,792 


1,955 


U 


1,075 


1,254 


1,434 


1,629 


1,792 


1,971 


S»151 


12 


1,17S 


1,868 


1,564 


1,792 


1,955 


2,151 


2,864 



Since the cost of roads depends mainly upon tiie local price 
for material^ it is impossible to give a general statement that 
could be applied to any locality. A fair price for crushed 
stone at the quarry is from 60 to 90 cents per cubic yard for 
limestone. The city of Madison owns its quarry and makes its 
own crushed rock at a cost of 60 cents per yard. The rock 
used is a medium hard limestone. For rocks that are harder 
and more difficult to crush, such as granite and trap, a con- 
siderably higher price must be paid. As such rocks are not so 
widely distributed as limestone the freight rates will be greater 
in the average. To such a price, which should include 
loading on cars at quarry, must be added freight and unloading 
charges and cost of hauling. In a favorable location a mile 
of limestone macadam 6 feet wide and 6 inches thick can be 
built for $800. Twelve hundred dollars is probably nearer the 
average cost of such roads in country districts, however. 
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MISCELLANEOUS BOAD OOVEBIKG8. 

Experiments have been tried in several states with tar as a 
road material. It has been very successful when used on a 
clean crushed rock surface. Its use on country roads is still 
rather too experimental in nature to warrant any extended de- 
scription and the interested reader is referred to Circular No. 
47 of the OflBce of Public Roads Inquiry, U. S. Department 
of Agriculture at Washington. It is suggested that tar may 
be a valuable material to use in some districts where the roads 
are very sandy and clay is not to be obtained within an eco- 
nomical hauling distance. If any one desires to try it in this 
state the writer will be glad to assist in every way posjible, and 
would like to hear of any such experiments that are being made 
or have been made in the past. 

Corduroy. In the swamp lands of the state there are many 
soft springy places which cannot be avoided in laying out a 
road. These have usually been crossed by the use of corduroy, 
and it would be hard to devise a better method which would bo 
cheap enough to be useful. A few suggestions in r^ard to its 
construction may be of assistance, however. The logs used 
should not be large. If they are, too much timber is required. 
Three to five inch poles are usually just as serviceable as larger 
ones. These should be laid on stringers placed lengthwise of 
the road. The stringers serve to keep them even, as one log 
cannot sink below its neighbors vdthout depressing the stringer, 
in which case all the logs will sink to the same depth. If pos- 
sible the logs should be laid so that they will be under water 
all the time. It is a well known fact that logs in the bottom 
of a marsh are preserved perfectly for hundreds and probably 
thousands of years. The wood vdll not decay nearly so readily 
as when exposed so that the air gets at it. If the logs cannot 
be laid low enough so as to keep them under water, ihey should 
at least be hurried completely, ends and all, by a covering of 
dirt preferably sand. This serves to keep out the air and 
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inucli better than to leave part of tke logs exposed aeootrding to 
the usual custom. 

Other Surface Materials. There are many materials which 
are suitable for a road surface which are obtainable only in 
particular localities. These are applied in much the same way 
as gravel or crushed stone, but ordinarily do not give as good 
results. Such materials are slag, cinders, shells and mine 
tailings. Cinders are usually too soft and too dusty for use 
on an ordinary road which has any considerable amount of 
travel. Mine tailings are usually very fine and are objection- 
able on account of the dust they make, but their cheapness 
makes them valuable in the mining districts. Aside from 
these, low grade iron ore makes a most excellent covering, be- 
ing much the same as clay in its behavior. There are iron 
ore deposits in many parts of the state which are too low grade 
to use for smelting which would make excellent roads if used 
for this purpose. 

8 
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CHAPTER IV. 



ROAD MACHINERY. 

Chraders. In the use of road machines the importance of 
having men to run them who are thoroughly familiar with 
their use, and know the form in which the surface of the grade 
should be left, cannot be emphasized too strongly. The custom, 
altogether too common, of having three teams with a driver for 
each one, and two men to control the blade is about as wasteful 
a3 could be devised. Each driver is afraid his team will pull 
more than its proper share and the result is that the six horses 
do not accomplish the work that four should do. If ai trac- 
tion engine could be rented to pull the grader the cost of the 
work would usually be very decidedly decreased. 

The longer a man handles a road machine the more profi- 
cient he becomes and the more valuable his services. The 
same rule is applicable to teams. Where teams are continu- 
ally being changed and new ones unfamiliar with the work 
take the place of those that drop out on account of having fin- 
ished working their tax, no team has a chance to become thcMV 
oughly familiar with the work and either accomplishes only a 
small part of what it should or is worried and fretted out of 
all proportion to the work accomplished. 

"The common custom of grading only the width of the 
traveled track and leaving a shoulder of earth on the outside 
which prevents the water from leaving the roadway (See 
fig. 8 plate rV), or of working this shoulder of sod and weeds 
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up into the road to be turned into soft mud under the influ- 
ence of rain and travel, cannot be too strongly condemned, 
and any foreman or road overseer who persists in such prac 
tice should be kept entirely away from repair work. The 
grader should be run the full width of the roadway so as 
to provide a continuous slope from the middle of the road 
to the ditch on the side, and if this shoulder of earth has 
been scraped into the ditches by being thrown outward it 
must be hauled away and the ditches properly cleaned. 
* * * It is much better and more economical to msin- 
taim one experienced crew in a township than half a dozen 
crews made up of men and teams picked up at random to 
work out the statute labor tas. One season's work with the 
same force under competent direction will convince aaiy 
thoughtful supervisor of the wisdom of keeping up one reg- 
ular repair crew under the control of a competent road 
builder/' * 

The only time a road machine should be used is in the spring 
or summer. If , as in many towns, the road is tumpiked in 
the fall, the dirt does not have time to pack down before it 
freezes. As a consequence it is porous and full of water aad 
when the frost comes out in the spring the newly made road 
becomes a sea of mud which is speedily tramped out to the 
sides. The grading is then ready to be done over again. One 
thing that should be carefully guarded against is the formation 
of secondary ditches as shown in figure 3 plate TV. The 
right side of the figure shows the proper way to leave the grade 
and the left shows the way many roads are left. 

The prices on road machines fixe vddely different. The 
Highway Commissioner of Maine gives the following table of 
prices paid by the towns in his state for different makes of ma- 
chines. A large part of the variation in price is due to dif- 
ferent sizes, weights, etc., of the machines, but some of the dif- 
ference is doubtless due to difference in bargains. 

*BaU., 1 Minn. Highway Commission, p. 19. 
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Tabls V. 



Imerieui ChAmpioD 

Wettem BaTenible • 

Austin- Western 

Anntin 

Climax 

Yietor ^ 

Acme 

Indiaua ReTeraible ol Fort Wajne. 

National BeTersible 

Bnckeye 

Aurora 

Xareka 

Oreat Western 

McCormlck 

Peuroek 

Patten 

Machiots no name reported 



No. need. 



827 

41 

5 

12 

67 

10 

10 

7 

4 

2 

2 

1 

1 

1 

1 

1 

64 



Pbiob. 



Loweet. 


Hldiest. 


9m 


IS7S 


UO 


800 


^M 


235 


no 


S50 


iZS 


275 


loO 


830 


200 


285 


165 


250 



100 
250 
210 
150 
200 
250 
250 
250 



One town reports "price oonfidentiaL" 

The cost of numiiig a road machine is given by the Maine 
Commissioner as varying from $2.00 to $35.00 per day with 
an average of $10.42 for 373 replies to his question. The 
average length of road turnpiked per day wjub .842 of a mile. 
Thete figures will give the careful highway supervisor some 
idea of the work he is getting done in comparison to what is 
done in other districts. 

Scrapers. The scrapers in common use are the "wheeler" 
and the "slip" or drag scraper. The wheeler holds from 9 
to 17 cubic feet, and the slip from 5 to 7 feet This small 
'•apacity — about ^/^ ot sl yard — ^limits the eflScient use of the 
slip to hauls of very short length, usually not much greater 
than the width of the road. Where the haul is greater the 
wheeler should be used as it is almost as quickly loaded and 
carries from 1-3 to 1-2 cubic yard ; or, stated differently, from 
50 to 100 per cent more work can be done with this than with 
the slip at not appreciably greater cost The wheeler also has 
the advantage of giving a better grade as it spreads the dirt and 
does not leave it all in a heap like the slip. Up to haxds of 
300 feet the wheeler is usually cheaper than wagon haulage 
because of the quickness with which it is loaded, but beyond 
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that wagons should be used. The slip is often used to load 
wagons by providing a slide up which it can be run on to the 
box and using a long evener so that the horses can walk on eaeh 
side of the wagon. If any considerable amount of dirt is to 
be moved it is cheaper to provide one of these and load with a 
team than it is to load with shovels. 

The relative cost of earth work when built with wheelers and 
slips is given in the following tables from Baker's "Roads & 
Pavements." 

Table VI. 
Coat of moving earth with drag aooop'ioraper. 

Per onbie yard. 



Items. 


25 Ft. Haul. 


SOFT. 


Haul. 


100 Ft. 


Haul. 


200 Ft. 


Haul, 


Character of earth. 


Locise. 


Hard. 


Loose. 


Hard. 


Loose. 


Hard. 


Loose. 


Hard. 


Looseninfr earth 

Filiinf? scrapers 

Haalin? 


Cents. 

1.25 
1.25 
5.83 
0.40 
0.69 
0.25 
0.16 


Cents. 

2.50 
1.50 
6.50 
0.40 
0.69 
0.38 
0.16 


Cents. 

1.25 
1.00 
7.00 
0.40 
0.69 
0.33 
0.16 


Cents. 

2.50 
1.5U 
7.70 
0.40 
0.69 
0.50 
0.16 


Cents. 

1.25 
1.00 
8.75 
0.40 
0.69 
0.42 
0.16 


Cents. 

2.50 
1.25 

9.62 
0.40 
0.69 
0.68 
0.16 


Cents. 

1.25 
1.00 
10.00 
0.40 
0.69 
0.5S 
0.16 


Cents. 

2.50 

1.00 

11.00 


Ijeveiinff 


0.10 


Superintendence 

Wear and tear 

Water boy 


0.09 

o.to 

0.16 






Total cost 


9.88 


12.13 


10.83 


12.95 


12.67 


15.25 


14.03 


16.56 



Table VII. 
Cost of moving earth with wheel $oraper$. 

Per cnbic Yard. 



Itbms. 



Loosening: 

Filliniar scrapers .. .. 

Haaiin« 

Leveliuff 

Superintendence 

Wear and tear.. 

Water boy 

Total cost 



Length of HalIi in Fbbt. 



Usinff 


scraper 


No.l. 


• 


Using 


scrapM 


No. 3. 


9 cnbio ft. capacity. 




16 cubic ft. capacity. 


100 


200 


300 


400 


500 


600 


700 


Cents. 


Cents. 


Cents. 


Cents. 


Cents. 


Cents. 


Cents. 


1.25 


1.25 


1.25 


1.25 


1.25 


1.25 


1.26 


1.23 


1.00 


1.00 


1.80 


1.80 


1.80 


1.80 


b.SH 


7.00 


8.00 


7.77 


8.77 


9.77 


1(0.77 


0.40 


0.40 


0.40 


0.40 


0.40 • 


0.40 


0.40 


0.69 


U.69 


0.69 


0.6<» 


0.69 


0.69 


0.69 


0.41 


0.58 


0.75 


0.53 


064 


0.75 


0.86 


0.16 


0.16 


0.16 


O.lu 


0.16 


0.16 


0.16 


9.99 11.08 


12.25 


12.60 


13.71 


14.82 


15.93 



80O 



1.25 
1.00 

ii.n 

0.40 
0.60 
0.97 
0.16 

17^04 
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BoUers. These are little used on earth roads in Wisconsin 
and their value is little appreciated. It is just as important 
in the construction of a good earth road that it should be left 
in a hard compact condition as it is in making a gravel or 
stone road. If the dirt is rolled thoroughly it is much less 
subject to rutting than if left loose. The roller packs the 
soft spots and shows them up so that more material can be 
added and the road left even surfaced and evenly hard in all 
places. The usefulness of the roller in building stone and 
gravel roads is better understood, but it may be mentioned that 
for these harder surfaces the rolling should begin at the should- 
ers and progress inward toward the center. 

Harrows. One implement that should be more used than at 
present is the common steel toothed harrow. It aids in smooth- 
ing the rough surface left by the grader or scrapers and is 
also useful in filling the ruts that may form in the newly made 
surface. For this last purpose it is not so good as the split-log 
drag which is described in the chapter on maintenance, but it is 
very useful if the split-log drag is not at hand. 

Other Implements. Plows, wagons, shovels, wheelbarrows, 
ete.9 need no description. Many forms of patent spreading 
dump-wagons are on the market and are particularly useful in 
spreading gravel or crushed stona 

The elevating grader is used in some states where they have 
long stretches of level or slightly rolling country in which they 
wish to throw up grades of some considerable height, but it is 
too expensive a machine to be used under the system of road 
work existing in Wisconsin* 
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CHAPTER V. 



ROAD MAINTENANCE. 

One of the causes for the high cost of and poor results shown 
for the mcmey spent on Wisconsin roads is the ahnost total 
lack of anj idea of the necessity of mmntaining the road after 
once constructed. The valuable old maxim, ^a stitch in time 
saves nine,' is altogether too rarely applied, either by cities 
with reference to their streets and pavements, or by towns and 
counties with reference to their ro&ds. Any one who is fa- 
miliar with conditions can tell numerous instances of where 
a few shovels of dirt or a few hour's work applied in time 
would have prevented a serious washout or the destruction of a 
road almost beyond repair which later cost much time aad 
effort to replace. If the truth could be ascertained it is highly 
probable that it would appear that the greater part of the great 
sum of over two millions, which roads are at present costing 
the people, is spent in rebuilding roads that could have been 
kept in good shape by a much smaller amount if the work had 
been done in time. 

Section System. The ideal way of maintaining a road is 
that used by the railroads — ^the section system — ^in which a man 
is given charge of a certain stretch and required to keep it in 
first class shape. The more progressive parts of the country 
are already begimiing to care for their roads in this way. The 
following letter, quoted by the Highway Commissioner of 
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ICainey gives a good account of how one man carried out this 
principle and the success he met 

"Ordinarily^ the chief work done by country people on 
highways is repairing the damage consequent upon neglect. 
Why this neglect ? Simply because the people are trying to 
follow old, obsolete methods poorly adapted to these times of 
intense business energy and economy. 

Much may be learned from the methods employed in main- 
taining the railroads. The means adopted to keep up our 
highways would be considered extravagant for them. The 
principle of economy forces them to a better system — one of 
constant and continuous work of repairing. 

In the spring of 1894, with the purpose of adopting better 
methods for road management, I asked the people of my 
town for the office of road commissioner, and being elected 
to that office I proceeded to institute a system of continuous 
inspection and repairs. Being familiar with all the roads 
of the town and the uses to which they were put, I divided 
them into sections and made choice of the men who should 
have charge of and keep each section. My next task was to 
see other men and endeavor to enthuse each with some spirit 
of improving. They were reminded that the value of their 
farms depended upon the condition of the road. They were 
assured that the roads were to be improved, and urged to use 
their best endeavors in inaugurating reform in our method 
of road management. 

Each man was furnished with a good new shovel and a 
pass book in which to charge for each and every hour he 
spent upon the road. He was instructed to go over each 
section as soon as the ground was bare of snow, or as soon 
as the water began to flow to see to it that the water was kept 
off the road; to go over the road every day if necessary while 
the snow was going and during the rainy season, for it is then 
that the most damage is done; and that when so passing over 
the road he should remedy all slight defects where a few 
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shovelfullfl of earth or gravel would prevent a bad mud-liole 
later on. These men were told that the old way of working 
the roads once a year had been abandoned, and that it was 
expected that a few hours work each week, when it would 
not ieriously interfere with their farm work, would accom- 
pliflh all that was expected. 

The mfim road through the town, six miles long, not only 
takes the travel of the other roads, but is the thoroughfare by 
which the inhabitants of other towns reach the city with their 
produce, lumber, wood, and a great deal of heavy trucking. 
The best farmers live along this road and have enough busi- 
ness of their own without earing for a section of the road. 
Because of thif^ and for various other treasons, I conceived 
the idea of employing one man to keep this road, and there- 
fore engaged a faithful man with his horse, the town furnish- 
ing a cart 

He waj9 employed from spring till fall, and his instruc- 
tions were to b^n at one end and work one mile each day, 
covering the entire route each week, and fixing the worst 
mud-holee (and there were many), using the best road ma- 
terial at hand ; and at the close of each day to pass over the 
mile worked, gathering the loose stones, putting them where 
they would give no more trouble. 

I will say here that the maintenance of this road was and 
had been a great burden to the town, and its condition was 
far from satisfactory to the traveling public. When the mm 
employed learned what was expected of him he shrank from 
the task, saying, "What can I do to keep this road when a 
large gang of men with great expense failed to keep itT 
He was only persuaded to make the attempt by the assurance 
that the responsibility and any bad results would rest on the 
commissioner. 

There was much ridicule and prejudice against this sys- 
tem of management for a time. The man employed was in- 
structed not to participate in any discussion of the subject. 
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not to answer questions relative to the road or his work upon 
ity snd to refrain from talking about the matter generally 
on penalty of being discharged. Other people talked and 
ridiculed, but the work went on, and after a few weeks the 
condition of the road improved and people noticed the fact 
They also discovered that the expense was not large ; th&t all 
the work done was remedying defects and at the same time 
preventing greater ones. And so the work went on and the 
prejudice died out. At the next annual town meeting the 
people without opposition continued the system, and at the 
l&st town meeting elected the road commissioner for three 
years with the same system of road management. 

The general results are that much better roads are seeured 
at less expense, and the tax rate for highways has been re- 
duced each year, as the roads grew better, and as we learned 
to maintain them free from damage at lees cost 

I will say that we do som^ething more for the roads than 
is here indicated. What we do is for maintaining or hold- 
ing them, and at the same time improving. But these ro&ds 
should be built according to modem ideas of road construc- 
tion ; so we set apart a portion of the road fund for perma- 
nent improvement, building up for each year a piece or sec- 
tion of the main road in a thorough manner and of good 
material, and constructing culverts of stone in a permanent 
way. After the road is put in good condition one man can 
easily keep and care for a long stretdi. 

Yery truly yours, 

(Signed) J. O. Sanfobd^ 
Vermont Board of Agriculture. 

Stamford, Vt, November 10, 1896." 

A few general principles as to the care of roads are here 
given. They are all dependent on the fact that water is the 
one great foe to good roads of any kind except sand, and a sand 
road is not properly to be classed with good roads* 
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Keep rata and pitch-holee filled, always with the same hind 
of material as that of which the road is composed, in order to 
force the water to run quickly into the ditches. 

Keep weeds, grass and brush cut away from the sides to per- 
mit rapid drying. 

Keep the ditches and culverts free from obstruction by dead 
weeds, etc., to permit the water to run away before it has time 
to soak into the foundation and soften it 
Keep loose stones, etc., off the surf aca 

Split-log drag. One of the best and cheapest methods of 
maintaining a clay or gravel road is to use the split-log drag. 
This implement is figured as the f rontpiece to this volume as 
it is one of the most important single factors in the betterment 
of our dirt road conditions. Its construction is evident from 
the illustration. The principle on which it works is familiar to 
any one who has ever made mud pies. It depends upon the 
fact that clay which has been thoroughly mixed with water will 
bake into a hard compact mass on drying. The drag is ufled 
right after a rain when the ground is full of water, and it 
works up about haK an inch of well puddled clay toward the 
center of the roads. The back log, not being shod, acts as a sort 
of packer to press down the puddled surface left by the front 
log. The ruts are thus filled with wet packed material which 
is further packed by the wheels and eventually baked on drying 
into a hard compact mass. 

The following sugg^tions for using the drag are taken from 
the monthly bulletin of the Missouri Board of Agriculture for 
April, 1906. 

1st. ''The length of the chain, which is regulated by slip- 
ping it backward or forward through the hole in ditch end 
of drag. The length of the chain regulates the hold taken 
on the earth. To make the chain longer is equivalent to 
putting weight on the drag. If your drag is too heavy 
shorten the chain.'' . 
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2d. **The position of the snatch hook, which attaches fhe 
donble-trees. To move much dirt or cut small weeds Idtcli 
the hook close to the ditch end of the drag and stand as 
nearly on the end of the front slab as is safe. Drire T«ry 
slowly when thus hitched. This one hitch seems to be the 
hardest to learn. The others suggest themselves." 

3d. "Position of the driver on the drag. To more dirt 
see above. In a soft spot stand on rear slab. On a hard 
spot stand on front slab and drive slowly. If the drag clogs 
^vith straw, weeds, sod or mud, step to a point as far as you 
can get from ditch end of the drag. To drop dirt in a low 
place step quickly from ditch end to other extreme. To fill 
a low place or mud hole nicely is the severest test of skill 
with a drag." 

"I suspect you will become thoroughly disgusted when you 
first make the effort But remember it will not be the fault 
of the drag if you fail." 

4th. "Presence or absence and sharpness or dullness of the 
steel. The steel may project half an inch below the wood at 
the ditch end of the steel, but should come up fiush with the 
wood at other end of the steel. After a clay or gumbo road 
has been dragged four or five years the soil becomes so tou^ 
and putty-like that one must study it closely to know what 
to do. Some times I use sharp edge of steel ; sometimes dull 
edge (holes are bored in both edges of steel so that I can 
turn it up side down and use same bolt holes), and some 
times the plain wood." 

"This can be learned only by experience and you have sev- 
eral years in which to study the problem." 

"I hope these details and fancy points will discourage no 
one. Never forget that the poorest drag used in the poorest 
manner by a man who wants to learn will surely improve the 
highway." 

The effect of proper use of the roaxi dra^- is shown in plates 
IV ll and VIII. The second road (plate IX) is located in 
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Waupaca counly and was one of the worst stretches in the 
e intry round about It was low and almost always wet and 
soft. The road supervisor, Mr. Chas. W. Gibson, believed 
that he could better it and so graded it up with his road msb- 
ohine and conscientiously dragged it after every rain. The 
cost <f putting a very bad stretch of road in this shape may 
be of interest to other road siq)ervisors and is here given. 

The road was a single wagon track with brush growing right 
to the rats to begin with. This brush was cut out and the ro&d 
plowed. When the sods had dried tliey were shaken out and 
thrown to one sidb. Three teams and four men then took a 
grader and tumpiked the % mile that was to be fixed. It took 
them one day and si half to do all this. After each rain, Mr. 
Gibson himself took three horses and a splitrlog drag and went 
over it several times. He estimated that he had spent a total 
of about three days time dragging. From this record it is 
evident that i&e total cost of making three-quarters of a mile 
of the best dirt road to be seen in the state was only about 
$25.00. After this the dragging alone will keep it in good 
shape and will cost not to exceed $6.00 per mile per year. 
When it is considered that the average road tax available 
throughout the state is over $30.00 per year for every mile, 
it is evident that our roads should be in far better condition 
than they are now. The way such a road stands heavy traffic is 
indicated in the following extract from a letter from Mr. Gib- 
son received late in October. 

"The road is in as good shape as when you saw it in July. 
Although there is much heavy traffic continually passing over 
it which together with the heavy rains of late caused me some 
uneasiness, nevertheless it stands the wear. It has been sub- 
jected to a severe test in that practically all the heavy haul- 
ing of potatoes to market from below our place to the amiount 
of many loads a day has gone over it. Yet it stands the wear 
nicely." 
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Mud and Dust. Besides providing a smooth hard surface 
for the road, the use of some system of maintenance obviates, 
to a large extent, the mud and dust nuisances. Koads are 
muddy because ruts are allowed to form and hold water. This 
water softens the track, lets the wheels out deeper and 
make ruts that can hold more water and thus make more mud. 
This mud is carried up by the wheels in chunks and dries in 
this form. After the road dries out the travel mashes these dry 
chunks and tha sides of the ruts into fine dust. If the road 
is kept in good shape so that no water can stay on its surface, 
this alternate formation of mud and dust cannot take place. 

Wide tires. The following statement regarding wide tires 
is taken from Bulletin No. 3 of the Ohio Highway Commission. 
"A housewife that purchases a fine and costly gown, and 
then without any attempt at protection to the same, engages 
in kitchen or dairy work, will by all be considered very ex- 
travagant and foolish. This mistreatm^it is no more un- 
wise or foolish than to subject a costly and well constructed 
macadam road to the destructive agency of heavily weighted, 
narrow tires. 

Tests have again and again been made that prove, without 
a doubt, that wide tired wagons are of lighter traction or 
draft than those equipped with narrow tires. There is no 
disputing the fact that a wide tired wagon on bad roads, 
rutted by narrow tires, wiU be of heavy draft, for the reason 
that the wide tires require force to overcome the condition 
due to the action of narrow tires. Part of the expenditure 
of force required in moving loads on wide tired wagons over 
roads rutted by the use of narrow tires is due to the correc- 
tive effect of the broad tires on the bad conditions resultant 
from use of narrow tires and is properly a credit entry on 
the side of good roads. 

The action of the wide tire, in a measure, takes the place 
of the improvement resultant from the use of the road roller. 
Narrow tiresi on heavily loaded wagons are road destroyers. 
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The same loads carried on wide tires are road improvers.'* 
Belative to the proper relation of size of load to width of ^tire 
the Pennsylvania Department Agriculture gives the following 
rule. 

"The maxium weight that should be allowed per inch of 
width of tire should be 550 pounds. The width of tire 
should be increased proportionately with the increase in 
weight of load. It must he understood that the width of 
tires do not affect the traction on hard roads, only the condi- 
tion of their surface and cost of maintenance/'* 
Snow Boads. The greatest trouble with winter roads is the 
difficulty that drifting snow presents. The most common 
method of breaking a road after a heavy storm is to go over it 
with the pointed snow plow made of two planks set in the 
shape of a letter V. Otood results are also obtained with a 
common steel toothed harrow or disc. 

In many places they are using with marked success a largo 
roller to pack the snow. One of these rollers is shown in plate 
IX from a plate in the 1905 report of the Maine Highway 
Commissioner. The cost of rolling is from 25 to 50 cents 
per mile. "Th^e rolling must begin when there is from eight 
inches to a foot of snow on the road and each additional eight 
to twelve inches must be rolled. If side drifts are encount- 
.ered they must be leveled. The rollers are ordinarily built 
twdve feet wide, thus making a double track road on any 
part of which teams can turn out for passing. After being 
compacted the snow freezes and becomes very solid and in 
consequence does not melt away as rapidly in the spring as 
does the loose snow along the side of the road. On this ac- 
count the traveled part of the road lasts longer than the sides 
and therefore it is not necessary to drive in the ditches in 
the spring. As the snow melts over the ditches first, they 
are ready to take care of the surface drainage instead of the 
middle oi the road acting as the gutter. 

* Penn. Dept. of Agrioultore, Bull. 69, p. 19. 
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The snow must drift less, too, on a rolled road than on one 
broken out by shoveling and piling on the sides. By the lat- 
ter method each storm drifts the road full to the height of 
the snow which has been thrown out on either side. By rol- 
ling the road no snow is thrown out and consequently the 
drifting is less."* 



^Report of Maine Highway Commission. 1905. 
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CHAPTER VI. 



CULVERTS AND BRIDGES. 

In a short pamphlet of this nature it is impossible to take 
up in amy complete way the subject of country highway 
brid^^es and culverts. The mbject of bridge and culvert 
construction is a very important one, however, and a few 
statements ajs to the general principles which may be of benefit 
to town officers are here given in a very preliminary manner. 
Later on the Engineering College of the State University in- 
tends to take up this matter definitely and prepare and publish 
•tandaid plans and specifications for short span bridges and 
ctdverts, particularly those built of reinforced concrete. 

At present it is very difficult for town officers to know whether 
or not the prices which they are paying for such structures 
are excessive; they are necessarily imfamiliar with such a 
complicated engineering subject as bridge construction and are 
therefore usually at the mercy of the bridge agents and other 
interested parties. The state should by all means have a high- 
way officer whose duty it would be to aid towns and counties 
in such technical matters. 

Size of Opening. Size of opening is the only difference 
between a bridge and a culvert. Some states have adopted a 
classification, naming as culverts all structures with an opening 
of less than 4 feet. An important feature in the planning of 
a bridge or culvert is a careful estimate of the amount of water 
for the passage of which it is necessary to provide. This is 
4 
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always done by railroad oompanies in planning tlieir stmo- 
tures and should be done for every highway structure as welL 
At present, however, this point is little appreciated by those 
who have the deciding power in determining the size and kind 
of structure to be built. 

The amount of water that will come from a certain drainage 
area and flow through any culvert or under an> bridge in a 
given amount of time is not to be determined with any high de- 
gree of accuracy, as it depends upon too many factors. How- 
ev3r it can be determined sufficiently close to prevent such 
common occurrences ss putting in a bridge of forty foot span 
where a ten foot span would be sufficient, or putting in 
a ten foot span where forty is needed. The factors upon which 
the quantity of water depends are (1) area of drainage hasin, 
(2) maxirrmm rainfall per hour, (3) slope of the surface, (4) 
character of the soil — porous or compact. It is evident that 
some of the more important of these factors are practically 
unknown. Even the most carefully kept weather records give 
the rainfall per day and not for each shower, which is the 
point of importance in determ'ning the amount of water to be 
provided for. The amount of water which the soil will absorb 
may vary from a small percentage to almost the whole aanount 
of the rainfall, depending upon its state of porosity at the 
time of the shower. However, certain satisfactory rules 
are used by the railroads^ an*! any town or county con- 
st -•uctine: a bridge of any large size should secure, if pos- 
sible, the estimate of a competent engineer who is familiar 
with rules concerning the size of opening required. Often- 
times this may be unnecessary, particularly for streams which 
are spanned by railroad bridges, as the highway bridge can be 
made to correspond to that of the railroad in size of opening. 
If the services of an engineer cannot be obtained some idea 
of the amount of water can be obtained by noting the high 
water mark as given by those who have lived longest in the 
locality and measuring the area of the cross section of the 
water in the valley at this place. This should be done where 
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the valley is narrow and the banks steep, so as to be as nearly 
as possible like the opening under a bridge. 

Location of Bridges and Culverts. Although the location 
of bridges and culverts which are at present in use cannot 
profitably be changed, these structures are being almost con- 
tinually replaced, and the structures with which they are being 
replaced are quite often of a better and more permanent char- 
acter. In replacing any such structure the matter of securing 
a better location should be considered. A bridge which is cor- 
rectly located will be more stable and less likely to settle or 
be washed out. The factors to be considered in choosing a lo- 
cation are: 

1. The providing of a good solid foundation for the abut- 
ments. 

2. Securing a place where the stream channel is as little sub- 
ject to change as possible. 

3. Placing the bridge or culvert so that the water ean go 
through it without any change in direction. 

The first facx>r is satisfied in most cases by a simple shift- 
ing of a few yards up or down stream in order to avoid quick- 
sands. The second factor of a good location is secured by plac- 
ing the bridge in such a position that the water comes to it in a 
channel which is straight for at least fifty yards up stream. Ac- 
co ding to this a bridge should not be located on a bend if it is 
possible to avoid it. If it is located so that the water has to 
change its direction the bridge or culvert is exposed to the ed- 
dies or washing of water where it turns to go through and is 
much more subject to washing out than one which is located 
properly. For this reason it is of ten advantageous to locate cul- 
verts in a diagonal direction across the road in case it is nec- 
essary to permit the water to flow alongside of the road for any 
distance. 

OULVBBTS. 

Culvert Materials. — The common materials whicH are used 
for culverts are wood, vitrified tile, steel or cast iron tubing, 
concrete and stone. Wood is hardly worthy of consideration as 
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ordinarily nsed without any treatment to preserve it. The 
life of the ordinary wooden culvert is too short and it must be 
replaced so often that when the cost of its maintenance is con- 
sidered it is more expensive than the more permanent forms. 

Tile Culverts. — ^Double strength vitrified pipe U very sat- 
isfactory for small culverts, providing it can be laid deep 
enough so that it will not be crushed by traction engines 
and other heavy loads. This depth will, of course, vary in 
different circumstances. If the road is of macadam or gravel 
construction and does not rut, twelve inches between the top 
of the pipe and the surface of the road will be sufficient — ^if 
too heavy engines or rollers are not used. In the case of a 
clay road, which ruts deeply and is poorly cared for, there 
should be at least two feet of earth over the top of the pipes. 
The failure of tile culverts is due also to the fact that they 
are so often laid improperly^ The following rules should be 
followed carefully in laying tile culverts: (1) The trendi 
should be cut rounding on the bottom so that pipes rest solidly 
at all points along their length on the undisturbed earth. (2) 
The joints should be filled with cement mortar to prevent the 
escape of water through them, which might wash away the 
earth surrounding the pipe. (3) The ends of the tile where 
they project at the sides of the road should be protected with 
a wall of some sort, at least of plank or loose stones placed 
around them, but preferably of masonry or concrete. If built 
in this maoner a tile culvert is a good permanent improve- 
ment to the road and not one which will have to be renewed 
every few years. 

Steel and Iron Culverts. — Steel pipe culverts are of less 
value than cast iron because they are much more subject to 
rust. Another objection to steel culverts is that they are 
usually made of very light steel and although they are well 
able to support the load upon them when they are new, they 
are so reduced in strength by the rust of a few years that they 
must be r^laced. Cast iron culverts rust out much more 
slowly and usually give very good service. The cost of these 
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cast iron culverts^ however, is in almost all localitiee higher 
than that of carefully built tile or concrete culverts. In cafies 
where careless methods of construction of tile or concrete cul- 
verts are the rule the cast iron culverts will probably give 
much better satisfaction. Where tile culverts are properly con- 
structed they are more permanent and cheaper in first cost than 
the cast iron. 

The cast iron culverts are made in two general formB: The 
solid cast tubes and the sectional three-piece forms which usu- 
ally have a triangular cross section. Of these triangular forms 
the ones which nearest approximate a circular cross section are 
the beet^ since it is undesirable to have the section of the cul- 
vert grow smaller as the water rises higher in it. The tri- 
angular form will accommodate a large amount of water when 
the water is low, and as the water rises the space becomes nar- 
rower and the water is held back, instead of having provided 
for it a wider channel of flow as it rises. The prices given 
by the manufacturers of the rounding forms and the triangular 
forms are given on page 66. The rounding forms must be 
made heavier to stand the same weight and are therefore more 
expensive, but the same size will carry more water than the 
corresponding size in a triangular form. 

Stone Culverts. — In many parts of the state where large flat 
stones are available stone culverts can be constructed at a rela- 
tively low cost and make & good permanent feature of the road. 
They should ordinarily be provided with a stone floor and an 
apron wall at each end extending down into the soil at the 
side of the road to prevent them from under-mining and wash- 
ing out. In the eastern and southern parts of the state arc 
many limestone quarries from which large flagstones can be 
secured to make the tops, thus doing away with the necessity 
of constructing an arch. 

Concrete Culverts. — Concrete culverts are probably the best 
iind most permanent that can be constructed. They are easily 
made by any intelligent road supervisor after a little instruc- 
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tion from one who is f amiKar with concrete work. If properly 
made they are better the older they get. 

It has been found that by imbedding steel "reinforcing bars'* 
in the lower part of a flat sheet or beam of concrete where 
cracks first develop in breaking, that such beams can be made 
much stronger. This principle is used very extensively and 
large structures are made of this "reinforced concrete.'* 

In building culverts or bridges of concrete they can either 
be built with arched tops without reinforcing or with flat 
tops using reinforced bars. In smaller types of culverts it 
is cheapest and most satisfactory to make them of the arched 
type, as this does away with the extra expense of putting in 
the reinforcing bars. The small extra amount of concrete 
which is necessary is not sufficiently great to offset the extra 
labor and cost of putting in reinforcing bars. For the larger 
types — ^those with an opening of over two feet — ^it is often 
more economical to use the flat topped forms and the rein- 
forced conatruction. Plate X shows one of the standard 
forms of flat topped reinforced concrete culverts prepared by 
the Iowa Highway Commission. They have made standard 
pLna for various sizes of these culverts up to ^A foot span, 
which show, as in this particular plate, the amount of rein- 
forcement required and just where it is placed. The College 
of Engineering of the State University plans to make stand- 
ard designs for such culverts and bridges for use in this state. 
For the small arched top culverts forms may be made quite 
cheaply in the manner described on page 68. The test form 
for small culverts which I have seen, however, is one which 
was exhibited at the road school held at Ames by the Iowa 
State Highway Commission. The makers of this mould, 0. W. 
Overturf & Co., of Dumont, Iowa, have very kindly furnished 
the accompanying cut, figure 1, and the table of sizes, amounts 
of materials needed, and price of mould. The mould is 
composed of a sheet of heavy galvanized steel bent into cylin- 
drical shape and held together along the edges by bolts whicdi 
are removed after the concrete has set, the steel being ihoQ 
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tolled into a more compact form to separate it from the walls 
10 that it can be easily pulled out. This makes practically a 
ooQcrete pipe culvert in a single piece. 
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ng. 1.— Oreitnit M««I mold tot concieto eolTBrta. 
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"Under ordinary conditions, with cement at 65o. per hundred 
poimds, the cost of this kind of concrete work is close to 14* 
per cubic foot of concrete used, and as cement in the propoi^ 
tions mentioned does not increase the bulk of gravel, to esti- 
mate the cost of any sized culvert, completed, multiply the 
estimated amount of gravel in cubic feet by .18 — this will give 
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the cost oompletecL Mtdtiply by .11 to get the cost of material, 
by .14 for ooet of material on groimd, and by .04 to get coft of 
labor.'' 

TABLE IX. 

DIAMRVB, WSIOHT AKD PBIOS OV OVBBTUSF MOLDS. 



Diameter of mold. 



Mght inch 

BleTen inoh 

Pd rt o en inoh 

nfteen inch 

Nineteen inoh 

Twenty-two inch 
Twentj-aeyen inch 

Tliirty-six inoh 



Gaaire of 


Weisht 


steel. 


per foot. 


20 


Sib. 


20 


5 1b. 


20 


6 lb. 


18 


9 1b. 


16 


IS lb. 


16 


17 lb. 


14 


25 lb. 


14 


40 1b. 



Priee 
per foot. 



10.75 
.85 
1.06 
1.25 
1.55 
1.75 
2.65 
3.40 



For culverts over two feet in diameter the use of these col- 
lapsible moulds is less advantageous than the use of the square 
wooden moulds, with which steel reinforcing bars can be ap- 
plied, and with which therefore less concrete is needed. 



OONCBETE. 

A matter of fundamental importance in concrete work is 
the kind of cement used. Cements are ordinarily classed aB 
Portland and natural. The portland cement is made by burn- 
ing and grinding together certain definite proportions of pure 
limestone and clay. This results in a product of uniform 
strength. The natural cements are made by burning and grind- 
ing certain naturally impure limestones which are approxi- 
mately of the proper composition. As these natural cement 
rocks are never even in their composition, the cement manufac- 
tured from them is for this reason never as even in its quali- 
ties as the Portland cement Consequently portland cement is 
the only kind which can be depended upon to give sufficiently 
uniform results to make it worth while using it in bridge and 
culvert work. 

Concrete is made by mixing together cement and crushed 
rock ; or cement, sand and gravel. There is so little advantage 
in using crushed rock in place of gravel that in ordinary cases 
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the one which is most easily obtainable should be used. If 
either can be had at the same price the crushed rock should be 
used. The gravel or crushed rock should have enough of small 
particles or of sand so that the spaces between the larger pieces 
will be completely filled. If they are not completely filled 
there will be vacant spaces left which will weaken the concrete. 
The custom is to use about one part of small material to two 
parts of coarsa 

If gravel is used it is very important that all clay and loamy 
material be screened out. This can be done on an ordinary 
plaster's screen at an expense which will be well repaid by 
the better character of the concrete produced. This screening 
also enables sand to be mixed with the gravel in more exact 
proportions. 

Mixing. — Concrete may be mixed either by machinery or 
by hand. In mixing by hand a tight board platform is used 
to spread the material on. The dry sand is laid in a long heap 
and cement spread evenly over the top of it. Pairs of shovelers 
working opposite then turn the sand and cement over in such a 
manner as to mix it thoroughly. This process should be gone 
tibrough with a number of times so that the cement will be 
thoroughly mixed with the sand. After it is thoroughly 
mixed the heap should be moistened and mixed again until 
it is of the same consistency throughout. The broken stone 
and gravel is then put on and mixed with the mortar. 
Iowa Highway Commission recommends a wet mixture (which 
is one containing all the water it will hold) for ordinary uao 
especially where the slab of concrete is to be thin. The forms 
must be practically water tight for such a wet mixture, how- 
ever, or the water wOl escape and caarry with it considerable 
cement. 

If there is much concrete work planned it is economical and 
also better to use a mixing machine a6 the resulti:^.2r concrete is 
more uniform. 

Filling the Forms. — ^After it is thoroughly mixed the con- 
crete can be shoveled into the forms. The mixing board should 
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if possible be so close by the forms that the concrete can be 
shoveled in directly without the necessity of using wheelbar- 
rows. It should be deposited in layers of 6 inches inches thick- 
ness and thoroughly ranuned into place so as to fill the forms 
tightly and leave no open spaces in the finished work. It should 
not be thrown any considerable distance as this will cause the 
heavy pieces to settle and wiU therefore destroy the uniformity 
of the mixture. AVhen work is left unfinished over night the 
surface should be left as rough as possible so that the new con- 
crete will make a good bond. At the beginning of the next 
day's work the surface should be cleaned and wet and a little 
cement sprinkled over it. 

The strength of concrete, and consequently its durability, 
depends upon four factors: (1) the quality of the cement, 
(2) texture, (3) the proportion of cement used, and (4) the 
density of the concrete. To insure uniform quality portland 
cement should be used for the reason stated above. A concrete 
of the proper texture is secured by mixing the sand and gravel, 
or the large and small sizes of crushed stone so that the spaces 
between the larger pieces are completely fiUed. The proportion 
of cement used is a matter of choice. The density of the con- 
crete depends upon the mixture used and somewhat upon the 
care with which it is tamped into the mould. The following 
table gives the strength of portland cement mortars of various 
compositions. 

Tablb X. 

STBBIIGTH OF POBTLAND OEMBIVT M0BTAR8 IN 00MPRE88I0N. AGB 4 MONTHB. 

( Watertown Arsenal). 



Propobtionb bt Volume. 


Compressive 

strength 

poands per 

square inch. 


Cement. 


Sand* 




1 
2 
8 

4 
5 
6 


4,S70 

2,506 

1,812 

890 

582 

109 
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From this table it appears that the strength of a mortar of 
one part of cement to three of sand — a "1 :3 mixture" — ^is over 
twice that of a mortar having one part of cement to four of 
s&oid. If concrete of differing strength is needed for different 
parts of structures, such mixtures are used as will give the 
strength required. The Iowa Highway Commission gives the 
following proportions as a guide for general practice: 

For arches and flat tops for culverts; 

1 part cement, 2 parts sand, 4 parts broken stone; or 
1 part cement, 1^ parts sand, 4 parts screened gravel. 

For wing walls ^ or piers or abutments: 

1 part cement, 3 parts sand, 6 parts broken stone; or 
1 i>art cement, 2 parts sand, 5 parts screened gravel. 

Where a gravel concrete is used engineers ordinarily require 
about ten per cent additional cement to be used over broken 
stone concrete.'' 

In determining what the cost of a concrete structure will be 
it is necessary to know the amounts of material which go to 
make up a cubic yard of finished concrete work. Cement 
should be measured in its packed bulk, not as loosely poured 
out. A sack of cement is just about 95 per cent of a cubic foot. 

Table XI gives the proportions of cement, sand and stone 
to make a cubic yard of concrete. 



Tablx XI. 

QuAirrrmcs of matbrials for omb oubio yard •f rammbd oonorbtb 

Cement =3. 8 cubic ft. per barreL 



Pbopobtionb bt Volumb. 


Pbopobtionb bt Bbl. and Cu. Td. 


Cement. 


Sand. 


Stone. 


Bbl. 
cement. 


Cnbic yards 
of sand. 


Cnbic yards 

screened 

grayel or 

broken stone. 


1 
1 

1 


2 
2 


4 
6 
5 


1.76 
1.8 

i.ie 


0.44 
0.46 
0.47 


0.88 
0.92 
0.94 
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In making sm&ll culverts where the mixing is done by hand 
four men can work to advantage and should mix and put in 
place seven or eight cubic yards in ten hours^ providing the 
forms are already built and the materials are close by the work. 

BBIDGES. 

The materials of which bridges are made are wood, steel, 
stone, and concrete. A large proportion of the highway bridges 
at present being erected are of steel. Lumber has been so high 

iis almost to prohibit its use as a bridge material and the use 
of concrete has not become so common as the merits of the ma- 
terial warrant. It is difficult for any custom in bridge build- 
ing to be changed because of the large number of people who 
must be convinced of the value of the change. There are over 
four thousand town and county officers having to deal with 
bridge construction and the adoption of any new method must 
necessarily be slow. However, it is to be hoped that the use 
of concrete will extend more rapidly. 

Causes of Failure of Bridges. — ^When one stops to consider 
the matter it is strange what a small number of bridges can 
be named that have "died a natural death" from decay. Even 
the old wooden bridges that one remembers, which ordinarily 
rot out in the course of fifteen years, were almost all destroyed 
by floods or by undermining before their period of usefulness 
was ended by natural decay. There are three chief causes for the 
failure of a bridge. These are, (1) natural decay, (2) floods 
which lift the bridge bodily and carry it away, and (3) poor 
abutments which are eajsily undermined by a moderate freshet, 
letting the bridge down and destroying it. Of these three 
causes the blame for a very large portion of bridge destruction 
is due to poorly constructed abutments. The common prac- 
tice in building abutments is so well stated in a letter which 
was received from a gentleman of OrfordviUe, Wisconsin, that 
it is here quoted : 

"I enclose a table (table XIV) which I hope will give you 

an idea of what we are doing in the line of bridges. I will 
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say tibid; bridge Ko. 1 waa built in quicksand by laying a 
plank on the sand, then building cement abutments on the 
plank with the expectation that they would settle into the 
sand enough to give a good foundation. This answered very 
well as long as we had no heavy rains, but the heavy rains 
of last August undermined the abutments, they toppled ovor 
and the bridge went into the ditch. Bridge ITo. 6 is being 
built in its place. 

This same rain undermined the "mud sill" at one end of 
bridge ^o. 2 to a depth of five feet, allowing that end of 
the bridge to settle about three feet This was raised with 
jack screws and the excavation filled with rock. We have 
now concluded that the only practical foundation for these 
small bridges when they must be built in mud or quick-sand 
is the "tubular pier,'' consisting of steel tubing well sunk into 
the soil with pile driven inside and the space filled with thin 
cement As suggested in your former communication, the 
mud sill bridges were used at the suggestion of the bridge 
firm and to the sorrow of the tax payers. 

However, I wish to say before closing that I am not a 
member of the town board, and never have been, consequently 
have had nothing to do with these bridges, but am a tax- 
payer and have watched these matters quite closely. We 
know that no farmer would think of building a $600.00 
building on "mud sills," especially if the building were to 
span a stream, but when it comes to building bridges when 
the town foots the bill, we have a different proposition." 
In the same manner as strong emphasis was laid upon the 
necessity for having a solid foundation for a road, so must 
strong emphasis be laid Upon the necessity of having good 
foundations for bridges. If the foundations of a bridge are 
so constructed that the water can undermine them easily, or 
can wash out behind them leaving the bridge standing in the 
midst of a stream with no approaches, the tax-payer can figure 
on the fact that taxes to the amount of the cost of this bridge 
have been thrown away, as it will soon have to be replaced. 
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Steel Bridges. — ^In letimg the contract for the construction 
of an ordinary steel highway bridge it is impossible for the 
ordinary town board to draw up proper specifications. For 
those who are interested in looking up this matter it is suggested 
that they can refer to the specifications for highway bridges 
which are issued by the American Bridge Co. These specifica- 
tions are those which are used by that company in their bidding 
and insure a bridge of good grade. Other bidders should be 
made to furnish material and designs of an equal grade in put- 
ing in competitive bids. 

It is advisable that counties and towns should adopt some 
standard form for the ordinary small bridges^ such as the En- 
gineering College of the State University plans to provide at 
an early date. With such standard plans it will be unneces- 
sary to have special designs drawn for each span^ and bidders 
will be placed on an equal plane with regard to the material 
which they must furnish. 

As many bridges made of steel I beams are being erected 
the following table published by the state engineer of New 
York is here given in order to impart an idea of the depth 
and weight of beams necessary for spans of various lengths. 
If pl&nk floor is used the depth need not be quite so great^ 
as the depths given are for concrete or stone slab floors. The 
spans are designed to support a 10 ton traction engine or zoad 
roller. 
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Tablb XII. 



•HOWma SIZX8 AKD WBIOHTB OF I BBAM8 TO BM U8BDV0B VARIOUS LBKGTHfl 
OV SPAN FOB BBIDOBS OR OULYEBTS, USIIfO SnTOMX OR OOIf ORETX SLABS. 





Width of 

flanse in 

inehu. 


Weight of 

I beam per 

toot of leogth, 

Poaads. 


Thickness of 

web of I beam. 

Inches. 


LnonNG LuioTHs or Spahs. 


Depth of 
I beam. 
InohM. 


I beams 
spaced 2 feet 
between cen- 
ters. 


I beams 
spaced 8 feet 
between cen- 
ters. 










ft. in. 


ft. in. . 




S 


H 


0^ 


4 6 


8 6 




>i 


12} 


0.86 


6 


4 




»A 


14t 


0.50 


5 6 


4 




>A 


12} 


0.28 


6 6 


5 




sA 


14t 


0.85 


7 


5 6 




»A 


17} 


0.48 


7 6 


6 




sH 


15 


0.25 


8 6 


7 




»t 


17} 


0.35 


9 


7 6 




3| 


20 


0.46 


9 6 


7 6 




4 


18 


0.27 


11 


8 6 




4l^ 


20j 


0.86 


11 6 


9 




*iV 


28 


0.45 


12 


9 6 




a 


25} 


0.54 


12 6 


10 




lA 


21 


0.29 


18 6 


11 




*A 


25 


0.41 


14 6 


11 6 




4f 


80 


0.57 


15 6 


12 6 




4| 


85 


0.78 


16 6 


18 6 


10 


*« 


25 


0.81 


16 6 


18 6 




*H 


80 


0.46 


17 6 


14 




4H 


85 


0.60 


18 6 


15 


10 


si 


40 


0.75 


19 6 


16 


12 


5 


81J 


0.35 


21 


17 6 


12 


5A 


85 


0.44 


21 6 


18 


12 


6i 


40 


0.46 


22 6 


19 


15 


5i 


42 


0.41 


27 6 


28 


15 


«A 


45 


0.46 


28 6 


28 6 


16 


5t 


60 


0.56 


29 6 


24 6 
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Stone Bridges. — Stone bridges are gaining in favor in the 
state wherever building stone suitable for sucL purposes is ob- 
tainable. Owin^ to their greater cost than wooden bridges,, 
they have been comparatively little used up to recent years, 
but the desire for permanent structures and the increased cost 
of lumber have both aided in promoting the use of stone. 
Stone bridges are as permanent as any structure can be made, 
if properly built. If any large sum of money Is to be invested 
in such an undertaking careful plans should be made and the 
construction inspected in order to see that the masons are doing^ 
their work in such a way that it will last. Bridges which were 
built by the Eomans nearly two thousand years ago are still 
in use, and if stone bridges are constructed carefully today 
there is no limit which can be set upon their length of life. 

Concrete Bridges. — The use of concrete as a bridge building 
material has been developed comparatively recently. The 
whole subject of reinforced concrete is relatively new and it iff 
not strange, therefore, that so few highway bridges are built 
of this material. A properly built concrete bridge is, as a gen- 
eral Ihing, cheaper thaa stone, and while more expensive Tan 
steel, is a structure which grows better with age rather than 
rusting out as steel is bound to do. Owing to the desirability 
of issuing this bulletin at as early a date as possible it was found 
impossible to prepare designs or to give exact information 
as to proper methods of construction of concrete bridges here. 
These will be given in the previously mentioned plans to be- 
made by the Engineering College. The concrete for use in 
bridge structure is prepare4 aa indicated on pages 58 and 59- 
for concrete culverts. 

lilFE AND COST OF BBIDOE AND OULVEBT MATEBIALS. 

Life of Bridges cmd Culverts. — ^Any statement of the life 
of ordinary materials for bridge and culvert construction must 
be largely guess work in which the factor of experience comes 
in to make the guess valuable. The common practice of rail- 
roads would make the life of the ordinary wooden bridge about 
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jmuOf piO¥idkig> it is iK>t washed out by hi^ wat^. 
arduuoy liighwajr wooden bridge, however, is very of t^n 
^iribjeot to destruction on account of insecure foundations which 
Bute washed out long before the bridge has had time to decay. 
Wooden culverts are subject to very rapid decay and are ordi- 
narily replaced every three or four years. 

Steel bridges are much more durable than wood and it is dif- 
fioiilt to set any limit upon their life which will be even ap- 
pc«ximately accurate; Under favorable circumstances a bridg<) 
maif last 75 years. The ordinary, light, flimsily constructed 
highway bridge, is not likely to last more than fifty years even 
if well cared for. The main cause of steel bridges giving away 
is ihe fact that they are so often erected upon easily destroyed 
ab«Ltments» If the abutments are secure the difficulty then 
comes in keeping free from moisture the covered portion of the 
bridge immediately under the floor. The floor of the bridge 
provides shade and protection so that dampness is almost con- 
tinuously present) and this dampness rusts the steel rapidly. 
^Bfce life of the bridge can be prolonged if it is properly painted 
ewerji few years. In repainting the bridge care should be tak- 
QA ta see that aJl the rust scale is cleaned off and the clean sur- 
iaoe exposed. 

Steel culverts are much shorter lived than bridges because 
oi being continually surrounded by dampness. One steel cul- 
vert company estimates the life of their steel tubing at 35 years, 
aad this estimate is undoubtedly made as favorable to their 
cdlvert as it could be. Cast iron culverts are longer lived and 
and are often sold under a guarantee of 25 years. 

Culverts and bridges constructed of tile, stone and concrete 
aw in the highest sense permanent. If they are properly con- 
structed and cared for they improve in stability with age. 

Costs of Bridges and Culverts. It is impossible to give any 
general statement of the cost of wooden culverts and bridges, 
as the materials and labor vary so widely in price in different 
parts of the state. It was not found possible during the prepar- 

6 
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ation of this bulletin to obtain detailed costs of bridges iz. Wu 
•onsin. The following prices for cast iron sectioaal covert .^ 
were furnished by the manufacturers. The Ish.jn-Miller is a 
r'^Mnd form and the other is triangular. 

Table XIII. 





The Isbam MUler Ca 
Buttemnt, Mioh. 

• 


* 


The Beach Mfar. Co., 
Chalutte, Mich. 


ID inch... 


Diameter. 


Price per foot. 

$125 
175 
2 75 
400 
4 75 
600 
ISO 


Diam. 
10 inch 


Price per foot 
il fO 


Bineh.... 


14 inch 


r50 


SO inch ••••. 


l6iucU 


8 00 


25 iDch 


18 inch 


f«) 


Sd inch ••••....... 


25 inch 


too 


25 indi •••..•.......•.•.....••«•••.•••• 


30 inch.. 

96 inch. 


fso 


45 inoli • 


ioo 




48 inch 


lioo 




r O. B. cars at factor 
Diticoant: notqaotec 


I 


Net F. O. B. factories. 

Disconnt 50 per cent. 



Table XIV which acooni])anied the letter quoted on pa_ 80 
giTee the cost of steel bridges of various lengths and ^^pes in 
Bock County, Wisconsin. By referring to the letter on page 
00 it is noticed that bridge Ko. 1 was washed out and is be- 
ing replaced by No. 6. The reason for the increase of span 
from 16 feet to 38 feet is not given, nor the reason for thus 
magnifying the cost from less than $200.00 to $800.00 or 
$900.00. Even though the length of bridge No. 1 might Laive 
keen too small to accomodate all the water, it is doubtful if an 
mcreeee in length of nea iy 200^ was necessary. 
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Tablb XIV. 



Bridge. Type. 

1 


Length. 


Width. 


Foondatioii. 


Cost 


Ho. 1..I Steel atrioffera. 

1 


16 ft 


18 ft 


Cement abat- 
mente. 


I56.S for sisel oIms. 


! 

Ho. •.. Steeitrofls 


40 ft 


Hft 


Steel leffs rest- 
iiur oo **inod 


8576.00 indndlnsr 
nlank but no baek- 
luK atend oor grad- 


Mo. S..! Steel trass 

j 


40 ft 


18 ft 


Tabular piers. 


8006.00 incJvdiaff 
plank bat no nek- 
ing nor grading. 


Ne. 4.. 


Steel tnisB 


80ft 


16 ft 


Tobahir piers.. 


8696.00 inclodlng steel 
backing and steel 
wings. 


Me. i.. 


Steel tnies 


80 ft 


16 ft 


Oement abv^ 
mentsi. 


$485 .00 for steel alone ; 
8219.00 for abii8- 
ments. 


le. «.. 

Mo. 7.. 


Steel trasi 

Steel Unias 


88 ft.. .... 

48 ft 


16 ft 

16 ft 


Tabolar piat. .. 
Tabular plot... 


$1,880.00 fbr the two 
bridges inolading 
steel baeking and 
winffs; no plank or 
grading. These last 
two bridges are un- 
der oi nstraotion at 
the present time. 



"They are all warranted to carry 100 lbs. per square foot or 
1,600 Ibe. per running foot Our township buys its plank by 
the carload at $25.00 per M ; this is oak plank known as 'swamp 

The cost of two steel bridges in Marquette County is here 
gif^M by Mr. W. W. Johnson of Packwaukee: — 

1. Vine stringers of 8 inch I beams, spaced 22 
inches; span 26 feet; no truss; cost of bridge 

delivered including railing $92 . 00 

OM ef abutments 76.00 

inch plank for flooring and extra plank for 

engines 42 . 00 



Total $210.00 
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2. ftringerBy 7 inch I beanu; 9 foot span; cost 

«f bridge delivered including railing $64.9 

Cost of stone abutments pointed with cement and 

caps to retain embankments , 98. ()0 

Plal* 18.00 

Total $146.00 

The following figures for some Wisconsin concrete culverts 
are als« given by Mr. Johnson. 

Culvert No. 1 Stone walls, laid dry, pointed with mortar 
made of one part portland cement and three parts sand ;. the 
arob immediately over the form composed of two inches of the 
Bomi^ mixture, and then filled up with a mixture of 7 gravel 
•ad saad to 1 portland c^ent. Finished with two inches #f 
a Mixture composed of two parts coarse sand to 1 of cement. 
Betaining walls on each end of the same proportion. « 

Ooflt of stone $ 6.00 

i barrels cement 10 . OO 

Saftd and Gravel 2.00 

W©rk 10.00 

Total $28.00 

This culvert was then covered with three inches of sand 
aai flix inches of clay. The form on which this was built was 
maSe #f 6 inch lengths sawed from a log and halved these half 
rounds being covered with two-by-fours. The whole was sup- 
ported on legs under which blocks were placed to be knocked 
««A when the cement had set A larger sized culvert oi tite 
sanitf plan is being built in the same town on a form made b; 
using felloee of a wagon wheel covered with plank. This size 
•f cvlrert wUl cost about $18.00 more than the smaller size 
bftilt mt loga The width of the larger is 4 feet 8 inches. Mr. 
JiluBSoa did not give the length of the culverts or the size of 
opeuBg oi the smaller one. 

Tliese costs are not so detailed and therefore not so vahiabie 
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as ^h^ following tables from tlie 1906 Manual of the Iowa 
^^way Conmiission. 

Table XV. 



FLAT TOP CULVERTS OB BBIDOBS. 



OooDty. 



BIjMdrbliirk 



Brai 
Greene .... 
BiekinaoA 

HimboMi 

BemiltQD., 



Poireehie^, 



^•9mf!l»|k 

Woodbnrf 



No. 



4 bridfljes 
2 bridi?et.. 
1 bridge .. 



Span. 



i biridges.. 



26ft.elear.. 
2S ft. clear.., 
20ft.elear... 
14 ft. clear... 
12 to 16 ft .. 



16 ft.. 
5 ft... 
5xSft. 



Reinforcement. 



T 



1 per cent X sec. aiea* 

1 per cent, see area 

2,0001b. I beams,? I. a 

1. R. raUs and U in. to 1% 
steel rode atc. S ft. span. . . 



4ft. 
2x2. 
2x2. 
4 ft. 

4x6 
8 ft.. 
6 ft.. 



eoib.R.R.fails 

Top % in. round rods 2 in. c t 

e evugd 

ao ft. long 

S8 ft. long, barbed wire 

40 ft. long, barbed wire 

00 ft. long, steel bars oonerete 

S7.50per jard 

16 ft. roadwaj 

S in. aas pipe 18 in •• 

60 f t. lonff , bars and wiM mesh. 

in£ 



Cost. 



IS450Q0 

2,480 00 

460 00 

291 00 



00 
400 00 
1ft 00 

ss 

60 

to 



290 00 



*Thi8 means that tbe crossHMCtion of the reinforcing bars is one per eenii oi Ik* total 
as«a of lh» eints-seotion of the zeinf oroed oonovste slab. 
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'Qonnty. 



Blackhawk 



Bremer... 
Hamilton 



Story. . .. 

I^ma 

Woodbury 



Yfjadik, 



No. 



Span. 



6-8feet 

6x5 feet 8 in 

5x6 feet 4 in 

8xifeet 6in 

Sfeet 

»-6 

12 feet 8i( in. X 22 ft. 

6in 

20 )< in. X 14 feet 

16feet 

Sfeet 



BeinforeemeDt. 



1 per 
ban 



cent SCO. aiiM« Thatcher 

are 

Barbed wire ave ... 

40 feet long, 200 lb. barbed wire 

40 feet lonff, barbed wire 

JO feet lon^r* 120 lb. barbed wire 



1.45 per da. yd 



Johnson 
Johnson 
•Koue .... 
None .... 



m 

80 
80 



210 



S 



Vmitom 



Table XVII. 

BBIOK AND 8TONB ABOHES. 




Brick arch, 6 ft. span, 60 ft. long , 

Stone arch, 5 ft. span, 80 ft. loner 

Brick arch, 6x6— 20ft. long, 81S 00 per ft 
Brick arch, 6x6—26 ft. long, HS.OO per ft. 



ISBOOO 
164 00 
260 00 
988 00 



TO 
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Vost of Concrete Work. Particular attention is tailed tt 
the range in prices as given for the different counties. Thid 
may be accounted for in a measure by the variation in price of 
the materials ddivered, and also the relative difficulty fd pur- 
suing the work under conditions imposed by the location of the 
structures. However, these reasons are not altogether satis- 
factory when the range of prices is so wide. For instance^ 
one county reports the work to cost 35c per cubic foot, which 
means $9.45 per cubic yard. A good example of the reason- 
able cost of concrete work under favorable circumstances 
ia the reinforced concrete bridge reported from Boone county. 
The abutments and wing walls are about seven feet high and 
eighteen inches wide on top, with a batter of about ^'^ to the 
foot on the outside. The top is a 14" slab of concrete with a 
clear span of fourteen feet reinforced with seven 6" I beams 
having their ends imbedded in either abutment. There is a 
IG foot roadway with a 10" felloe-rail on either side and a two- 
rail gas pipe railing. Sand and gravel cost $1.00 per cubic 
yard and cement $2.00 per barrel plus haulage. The structure 
completed cost $271.00." 

"The following itemized statements of concrete work arc 
taken from a paper read before the Iowa Good Roads Associa- 
tion by Henry Haag, supervisor of Greene County: — ^ 

TABLS OV ITSMIZBD OOflTS. 

IIL bj 8 ft. Beinforoed Concrete CulTert. 

FoandatioB required pUinqr a«d three feet of exeaTatioo below bed of streaia. 

40 yards river ffrraTol haaled S^ miles at 75o $?9.60 

lObbl. Portland cement at 12.00 80.00 

7 pes. 7-inch I beams, 1,090 lbs. at 11.00 » 10.10 

800 lbs. old jnnk, rods and bars at OOo per hundred 4.S0 

28 Stub piling, 10 feet, at 50c. each ^ fl.OO 

Smen and team two days driving piling at |6.00 ^ IB.OO 

4 men excavating two days at $1.50 4.S0 

Use of Inmber and wastage in formi 16.00 

Hauling piles, pile driver, Inmber, cement and tools ^ 8.00 

Filling in bridge and completion, 2 men and team one day ^^, 4.50 

2 men 1 day talcing off forms andfalse work at $1.80 ^ 1.00 
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'The cost of the concrete in this bridge was $6.00 per fWMl, 
tbere being 33 yards of concrete in the bridge as followt:^ — 

P»Mid«tioM oontalnxi 282 eo. ft. 

Vails and wints 803 e i.ft. 

Slab floor 220ou. ft. 

Wheelfoard 48ea.ft. 

887 on. ft or 88 ydi. 

'The following is the cost of difiFereiit items per yard: — 

QBment 12.46 

labor IT, 

Steal 45 

•ra^al 90 

m 80 



15.00 

TABLE OF ITBMIZED COST. 

7 ft. by 8 ft. Beinforeed Conereta CoWert. 
AyandatlaB on bloe elay threa faat balow bad of stream. 
^Hfbda. pit grafal donatad and nsad in fonndatioos. 

SOjrda rivar gravel at $1.00 |BD. 

^bbls. Portland cemeiit at $2.00 180.00 

Kakn trosaed bars for re inforoinir slab floor 50.00 

8,400 lbs. old jonk rods, bars and angles atOOo. 14.40 

Ssearatioa, 8 teams, 8 man, 8 da js at 18.00 24.00 

Lnmber, use of , wastage for forms 20.00 

OonsideraUe bridge lamber that ire had on hand was used, joists, ato., not dam- 
aged and no<iharga was made against the work. 

Bnilding forms 10.00 

4men,6days, at|2.00, mixing oonerete 48.00 

■an and team at |S.OO haoling water, grarel and eemant to mixing board, 6 dajra 18.00 

8 man 1 da J, taking o£F forms 4.00 

Tieam hanling Inmber and tools baek 8.00 

nUing in dirt on and around bridge after oomplation, S teamf one day at $8.00.. 6.00 

Tbtal cost |38».40 

'^he cost of the concrete in this bridge was $7.30 per yard, 
there being 53 yards of concrete in the bridge, as follows: — 

Foundations eontained 220 on. fk 

Wnllsand wings 6i2on. fk 

Wheilgnard 85oa.ft. 

Handrail lOOea.fk 

Slabfloor 896ea.fk 



1,413 en. ft. or S8 as. ytffe^ 

TThe following is the cost of the different items per yard :- 

Cement $2.85peara'A 

eravel l.OO 

Labor 2.80 

Steel 1.1* 

SO 
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"While it was not possible to obtain much information •• to 
the fcost of bridges in Wisconsin each town board will tntw 
what their structures are costing them and can compare eoite 
with the figures given here for these Iowa bridges and cqIwpIb 
In making such comparisons the length of life of the stmcttpes 
whose costs are compared must be continually kept in mind. 

OONTOUBS. 

In dealing with bridges, culverts and general drainage piob- 

lems as well as in location of roads, the lay of the surf a«e tf 

the eountry is of such great importance that a short expIaaoMr 

tion is given to show the common method of indicating Hm h- 

r^ularities of the Burfaoe. The accompanying cut, fig. 19, 

-is taken from one used by the United States Qeological Siim(f 

in (explaining the ufie of contour lines. The figure indndas 

an ordinary view as seen by ihe eye and a map of the MttAe 

object The contours which are shown on the tean aire linos «a 

the surface which ai^ drawn bo that^ points on a single fiile 

are at an equal distance above some level surface, 'vdiiclk is 

usually taken as sea level, as indicated in the figui^ by the hrvsl 

of the water. A oonoeption of the way these lines appear evi 

be obtained if the water in the bay were imagined to rise byM 

ft intervals, stepping long enough at each interval to enable tbc 

shore line to be traced. All points in this shore line would eti- 

dently be at the same level. A succession of lines thus drawn 

covering the country as closely as desired enables one who 

derstands such a map to tell at once the slope of the 

whether it is steep or gentle, and the extent of the drainage area 

of any stream. It is evident that where the surface of the had 

is steep, as on the face of the hill, the water would not go shoii- 

ward much in rising the SO feet between contours and the eifti- 

tours would consequently be close together. While in plasiMi 

where the slope of the land is gentle the water would move ihoi^- 

ward a much longer distance in rising the 60 feet and the 

tours would be a mneh greater distance apart on lihe 
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Therefore in reading a contour map it is evident that wide^ 
■paced contours indicate gentle slopes while closely spaced con- 
toon indicate steep slopes. 




m itiekm Tmlley with a cant*^ m»9 b^ 



Sach maps have heen made of a considerable area in the 
southern part of the state by the United States Gleoli^eal Sur- 
rey, and it is hoped for the pnrpose of aiding in good road 
werfc that they may be extended rapidly to cover the whole 
state. They are usually made, however, only on condition that 
the state appropriate money to pay for half the ^tena*. 



PART II. 



CONDITIONS IN WISCONSIN AND ROAD 
LAWS IN OTHER STATES. 



CHAPTER I. 



PfWSENT HIGHWAY CONDITIONS IN WISCONSIN. 

Ia tiM beginning of the present study of the road situation 
in Wisoonsin the fact was taken into consideration that the 
laigeit part of the roads of the state must continue to be made 
of Ike ordinary soil of the districts through which they pass. 
As a oMifiequence the first thing to be undertaken was to find 
out the methods of construction which were being -sed and the 
coMditieBS of the roads which were the results of these methods. 
For lite purpose of actually seeing the roads, a trip was made 
oyer a oonsiderable part of the central and southern portions 
of the state and the roads and methods of construction inspected. 
As tmf such trip must necessarily be very limited as to the 
amovrnt of territory covered, and as the knowledge desired was 
of a mtwre general nature than could be obtained on such trip, 
letters were sent out to various persons. 

Hi© first letter sent out was addressed to every town derk in 
the state, and enclosed a list of eighteen questions. Beplies were 
received on first requeast from 700 of the town clerks. On the 
seoood request practically all of the remainder replied, giving 
reports from all but 167 of the 1136 town derks. Ajb these 
replies were sent in, for the most part, without even being 
f umisiied return postage, a strong indication is given of the 
interest of the town clerks in road conditions in the state and 
in aiijr movement towards bettering these conditions. 

One of tiie requests sent to the town clerks was that they 
retwTB names of the prominent farmers in their town who 
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would be able to give information as to the effect of roads upon 
kmd Talues, etc. Later on letters were sent out to 2000 of the 
persons whose names were thus turned in. On a single re- 
quest replies were received from about half of these. 

A request was sent to the Fourth Assiptant Postmaster Qenr 
enly Mr. DeGraw, who very kindly furnished a list of the 
names and addresses of all rural free delivery carriers in the 
state, and also sent out a circular letter to theni requesting that 
they answer promptly the questions sent to them concerning 
roads. Of the 1460 carriers in the state only 316 have not re- 
plied. 

The answers to these questions sent out, aggregating in 
number some 3000 letters, have been carefully worked over 
and totals, averages, and generalizations made in so far as was 
possible. Where a question is omitted in the following state- 
ment it is du<e to the fact that the question is of such a nature 
that answers to it can not be tabulated or any average or gen- 
eral results taken from them, such as questions regardinsc the 
location of roads, materials, etc 

I 

1 
QIJBSTION8 ADDRESSED TO TOWlf GI^BKB. 

1. How many miles of public roads in your town? 

Of those answering, 896 replied to this question. The total 
mileage given was 49,061, an average of 64.7 miles per town. 
At this average the total road mileage of the state would be 
about 63,000. 

2. What are the most heavily traveled roads f 

The answers to this question cannot be averaged or any gea- 
eral statement made from them. 

8. (a) How many miles of earth roads have been graded? 
A total mileage of 26,896 was given by the replies to this 
question. 

(b) How msny miles have been surfaced with gravel? 
f,0<M( miles are reported to have been gravel eri 
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(e) How many miles have been surfaced with crushed stone t 

The 94 towns reporting macadam roads give a total of 
SS9.^ milee. It will be noticed that this mileage of macadam 
:»oad is less than that given later in the replies to the R. F. D. 
Oarriers' questions. It Is possible that some gravel roads were 
Illumed as macadam by the carriers but the discrepancy is 
probably due to the few answers from town clerks, as com- 
pared to the number received from carriers. The following 
table gives the average cost per rod of e^^avel and macadam in 
each ••imty reporting. 



"^ ABLE XVI. 



Cknintx* 



Ayerage 

cost 

Gravel, 

per rod. 



Adams 

Ashiaad ••.... 

Barron. 

Bayfield, 

Brown. 

Buffala...... 

BurDeti**..*.. 

Calumet 

Cttiippewa .... 

Clark 

Oolumbia .... 
Crawford* .... 

Daue 

Dodg^ .•««••• 
Door 

Douglasw 

Dunn 

Ean CHake.... 
Fkirence. ... 
Pond da Lac 

Forest 

Qranl.« 

vjrreeA. .« 

QreenLake . 

lova 

Iron 

JaokscA 

Jefferson «... 

Jfmeav 

Kenosha .... 
Kewavnes . • . .^ 
La Crosaa.... 
lAfayetta 
IiaogkKle. 
Unmkm .. 



13 62 
50 



1 42 
1 29 

1 66 

2 66 
75 

1 35 
1 76 



Average 

cost 

Macadam, 

per rod. 



13 25 



3 81 
8 50 



7 66 
6 25 



1 53 
1 29 
207 



94 

1 08 



•■ 



• • . a. 



1 75 

75 

7 37 



202 



6 55 
3 75 
1 50 
1 40 
10 00 
1 07 



268 



1 29 



3 
6 
1 
1 



00 
45 
17 
25 
49 
57 



2 50 

10 00 

88 

1 25 

1 21 



6 12 
500 



300 



County. 



Average 

cost 
Gravel, 
per rod. 



Manitowoc . . 
Marinette . . . 
Marquette. . . 
Milwaukee . . 

Monroe 

Oconto 

Oneida 

Outagamie . . 

Pepin 

Pierce 

Polk 

Portage 

Ozaukee .... 

Price 

Racine 

Richland .... 

Rock 

Rusk 

Sauk 

Sawyer 

Shawano .... 
Sheboyp^n . . 
St. Croix.... 

Taylor 

Trempealeau. 
Vernon.. .. 

Vilas 

Walworth . 
Washburn 
Washington . 
Waukesha .. 
Waupaca. . .., 
Waushara... 
Winnebago.. 
Wood 



1 
1 



$1 22 

2 00 

9 08 
63 
06 
35 
81 

1 51 
16 

1 39 
81 

1 00 
69 
75 

1 82 
91 

207 
57 

300 



Average 

cost 

Macadam, 

per rod. 



12 00 



200 
6 25 



1 25 
2*50 



4 06 
4 70 



18 17 
3 75 
393 



606 






1 06 



i 




1 50 
250 



6 83 
6 75 



406 

eoo 



1 50 
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These aTerages are of course for all different styles, thidi: — 
nesses' and' widths of roads that are built, but they are indica 
tive of the amount of money whidi the people of differ^i 
counties put into permanent roads when they once start 
buiM theoi. 

4. Im the general character of the roads of your town level^^ 
rolling or hilly f 

Ifo generalizations possibla 

6. Is the soil upon which your roads are built clay, sand 9w^ 
loam? 

Ifo generalization possible. 

6. List road machinery owned by the town. 

State totals are: 

Steam road rollers 1 

Hoflse road rollers 16 

Stone crushers 33 

Road machines 2, 454 

Wheel scrapers 1, 813 

Drag scrapers 10, 449 

Pateot dump wagoixs 22 

1. Whdt road rollers or stone crushers are owned by private 
parUes, cities or villages in your boundariesf 

Bepliee to this question were too meager to be of any »g&ifi— 
eanoe. 

8. What material exists vn your town suitable for surfacing 
roads f 

"So geaeralizations were possible from the answers to this 
question. 

9« (a) During what months of the year is most road work 
done? 

629 towns do their road work before the end of July. 20 
towns do all their road work after the end of July. 234 town^^ 
distribute tbeir work throughout all the working xxuniths of 
die year. 
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(b) What are the usual fnethods of building or r epai rim g 
dirt roads? 

ISo generalizations were possible from the answw t# tbis 
question. 

{c) Are dirt roads ever rolled after working? 

Of the 867 replies to this, 81 were yes and Y88 no. 

(d) What do you think has been the general effect of using 
CI road machine? 

Of the 800 answers to this question 746 reported "Qt)od" 
sad 65 "Bad." 

{e) Has any one in your town used the ''split log drag?** 

Only 56 towns reported the use of the drag. 

10, How much money did your town receive from the 
county for road purposes in 1905? 

The towns answering this question reported $37,368 as be- 
ing received from the county. 
For bridge purposes in 1905? 
The total reported under this was $176,355.. 

11. (a) What was the total highway tax levied in your 
town in 1905? 

The replies to this question were not sufficiently definite 
aad complete to admit their tabulation, so the records in the 
office of the Secretary of State were examined and the total 
highway tax reported there by the county clerks found to be 
$2,028,683. This amount divided by the number of miles as 
given in the answers to question 1, gives an average of $32.20. 
In addition to this regular highway tax there was available 
for road work in 1905 the poll tax and considerable sums 
which were appropriated out of the town general fund and 
which were therefore not reported as highway tax to the Secre- 
tary of State. The poll tax was paid as follows. By cities, 
$9,508 ; by villages, $10,957 ; by towns, $143,209 ; a total of 
$163,674. According to the census of 1900 the population 
q£ the cities was 875,868 ; of villages, 94,466 ; of towns, 1,098- 
708 ; a total of 2,069,043. The proportion of voters bf this 

6 
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oensufl was given tis 27%. According to this the numlier of 
rural voters in 1900 was about 296,000. Hence, k appears 
that 296,000 rural voters pay $143,209 poll tax, or im other 
words, at one dollar each about one-half of the voters •£ rmrai 
communities pay 87% of the poll taxes of the state. 

(6) How much was spent in building stone or gravel roadf^ 
in 19069 

(c) How much was spent for bridges? 

(d) What proportion of the highway taxes is paid directly 
in labor? 

The replies to these three questions were so incomplete and 
the records in the possession of town clerks evidently so scanty :, 
that nothing could be determined from them as to the amount 
for the whole state. The record of highway expenditures is 
evidently kept in only the most general manner. 

(e) Are highway expenditures concentrated on heavieM 
traveled roads or distributed so thai every m>an gets his own 
road fixed? 

Eeplies to this question indicated that 662 towns of the 879 
reporting distributed the work, while only 217 made aoy at- 
tempt to concentrate the work in places where most needed. 

12. Would you favor the formation of a highway division 
in the Geological Survey to furnish free of charge to towns re- 
ruesting it expert advice and supervision in the maiter of 
building and maintaining permanent roads. 

Of the 734 replies to this question 642 were favorable and 
92 unfavorable. 

13. What proportion of wagons in yowr town have Ikree 
inch tires or wider? 

The average of the replies sent in gave 62% of the wagons 
of the state as having wide tires. 

14. Have you ever tried harrowing or rolling snow m ymir 
town? 

Of the 880 reporting 62 towns hanre tried this and find it a 
very good plan, wliile 818 have not tried it 
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C^UESTIONS ADDBESSED TO SUBAL FBE£ DSLIVEBT CABBI£B6. 

' 1. Name. 
S. Location of route. 
8. Length of route. 

By the 1,117 replies to this question a total length of route 
27,552 miles was reported, an average of 24.66 miles A? 
ere are 1460 R. F. D. Carriers io the state according to this 
^-Xrerage, the total length of road travolled by them would be 
5,757 miles. 

4. How many miles of macadam, roads f 
The number of miles reported by the carriers in reply to this 

nestion was 418, which is greater than that reported by ttie 
►wn clerks, but as a greater number of carriers reported m 
e question it is evident that this number is nearer rigbt^ 
Gravel roads? 6,024 miles. 
Clay roads? 6,311 miles 
Sandy roads? 13,806 miles. 

The sum of these various kinds of roads leaves 1,968 mUes 
of the reported total length of route unclassified. 

5. Oive conditions of the road at various seasona of (he 
year. 

No fireneralizations possible from the replies to thia, 

6. TTafi the *' split log drag'* teen used on your route f 
64 reported that it had been used. 

7. TJov) many days in the last year were roads so had as to 
prevent the covering of the whole of your route? \_Do not 
count ohstructions from snow.^ 

The averafire for the 1,300 replies received to this question 
was 1.68 davs. 

8. TIow many days in the last year have roads been S9 had 
as to prevent their use by loaded waggons? 

Of the 1,020 replies the average given was 17.02 days. 

By unloaded waggons? 

The average of 1,020 replies was 8.8 days. 

It will be noted that this question was so worded as to in- 
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olude only the days in which heavy wagons and light tra 
were absolutely cut off from use of the roads. The number 
days during which the roads were very bad would be m 
greater than this. 

d. Tell what parts of the roads were worse and give rea^OTvs, 
No generalizations possible from replies to this. 

10. What is the general natture of the road work along yo^ut 
route? 

No generalizations possible from replies to this 

11. How many wooden bridges on your route f 
The total of the replies received fi^ave 9,643. 
Iron bridges f 2^652. 

Concrete culverts f 2,291 

Iron pipe culverts? 1,211. 

Tile drain culverts? 4,953. 

The repliofi to this question indicated that there are nem^^^J 
four times as many wooden bridges as steel bridges, and tZ^at 
tile as culvert material is by long odds the favorite. 

12. How many teams per day pass over the first part of 
your route when roads are in good condition? The average 
of 800 rq)ort8 waa 60.4. 

Over farthest part? The average of 728 reports was 24r-4. 

When roads are in had condition how many teavns per day 
pass over the first part of the, route? Average of 786 reports 
was 25.S. 

Over farthest part? Average of 728 was 9.95. 

This question was replied to by a fairly large percentage of 
the carriers, but in asking the question it was recognized that 
any such estimate as could be made would be only a rough es 
timate at best. The averages for the whole state, however, 
are significant as agreeing in the fact that about 60% of the 
travel upon rural highways is cut off when roads are bad. The 
effect of this diminished travel upon the conditions of life 
must be very considerable. 

13. How long does it take you to cover your route when 
roaids are good? 
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The ayerage of 1,112 replies received to this question was 
5.94 hours. 

When roads are had? The average of 1,100 replies was 
7.58 hours. 

The average time wasted by each carrier when the roads are 
bad is 1.64 hours. 

14. How much longer route do you think you could cov§r 
^th the same ease as you cover your present route if roads 
^ere always in first class condition? 

The average of 1,100 replies was 2.86 miles. When it is 
considered that according to this average, which is the esti- 
n:xate of the carriers themselves and therefore not likely to be 
6:xceB8ive, the rural mail service could be extended over routes 
Aggregating a total of 4,100 miles without any increased ex- 
pense whatever to the government or to anybody, if the roads 
^vere kept in the condition they ought to be, the importance #f 
l^eeping roads in good condition can be very strongly appreci- 
ated. 

15. What would you think of a phm sv^ch as they have in 
other states whereby the State Geological Survey should maify- 
i^ain a highway division to give advice and instruction m road 
building to towns free of chtkrgef 

Of the 1108 replies to this 1106 were unqualifiedly fav^r- 
^ible. Two replies were doubtful and might be taken uorfafver- 
able. 



QUESTIONS ABDBESSED TO FAXMSBS. 

1. Name. 

2. Location of farm. 

3. Numher of acres in farm. 

There were 753 answers to this question giving an avevags 
of 181.5 acres. 

4. Distance from town. 

There were 738 replies giving lun average of 5.6 milM. 
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i. How many tons per horse can you haid on your r^adt 

{a) In summer? 
709 replied giving an average of 1.06 tons. 

(6) In fall? 
i85 replied giving an average of 1.02 tons. 

(c) In winter on sleigh f 
591 replied giving an average of 1.67 tons. 

On wagon? 
654 replied giving an average of 1.08 tons. 

{d) In spring? 
638 :«plied giving an average of .47 tons. 
These averages are from a large number of replies and the 
amouni; of the load which can be hauled must be, therefore, 
fairlj representative. These figures show that in the winter 
time about 60% more can be hauled on sleighs than ean be 
hauled on wagons in the other seasons of the year when loads 
are good, and in spring less than 60% of the ordinary load can 
be hauled. 

6. How many days work per year for one team and m^in 
does your heavy hauling on the road require? 

TLe average of 614 replies was 39 days. 

7. How mu4:h could this time be shortened if roads were air 
ways ffi good condition? 

The average of 461 reports was 15 days. 

What would he the actual cash value of this time saved? 

The avwage of 461 reports was $42. 

8. How much time in the yea/r do you estimate you spend •n 
the road with a light rig, such as going to church, leciures, 
fairs, children driving to school, etc.? 

The average of 673 reports was 59 days. 

What proportion of such light driving which you woM 
otherwise do are you compelled to forego by the bad condition 
of the roads? 

The average of 311 reports was 19 days. 

9. How much would you be willing to pay to have the roads 
ilways im good condition, so as to be able to do such light driv- 
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ing at any time you choose as far as conditions of roads are 
concerned f 
The average of 312 reports was $3G. 

10. Hew much per acre, if way, wovld the va'ue of your 
jfami be increased if you had a first class road to town? 

The average of 438 reports was $8. 

WovM this be a fair average of the increase In value of the 
farms in your town if they were all located on first class roads? 
If not, what would he the averayt^ 

The average of 202 reports was $8. 

11. How many days in the year are your roads so bad as t0 
prevent hauling loads? 

The average of 630 reports was 41 days. 
How many on which light driving is impracticable f 
The average of 435 reports was 24 days. 
Would it be to your advantage to be able to market your 
produce at such times? 
403 yes, 118 no. 

12. Ha^ the present law remitting taxes on wide tired wag- 
on,s acted as a very strong incentive to their u^e in your town? 

436 yes, 270 no. 

Do you think it would be more effective to have a Icm such 
as they have in Iowa to remit one quarter of the road tax for 
hauling all loads over 800 pounds on tires at least three inches 
wide? 

364 yes, 311 no. 

13. Are road taxes in your town paid in labor? 
617 yes, 120 no. 

14. If road taxes were paid in cash and the roads worked 
hy sontract, what proportion of the present tax in your town 
would produce as good results as the present system? 

The average of 470 replies was 58%. 

15. Do you think it would be advisable to substitute for the 
present office of County Surveyor a County Engineer, sapable 
of advising town and county officers as to the kind and siee of 
hridges, culverts and other permanent improvements best 
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suited for (he particular localities where they were to he placed, 
besides performing the duties of a County Surveyor t 

528 yee, 200 no. 

18. Do you favor the plan which has been adopted in half 
the states of the Union of having the state and county both aid 
the town in building permanent roads, thv>s having the cities 
and railroads pay a share of the costt 

682 yes, 53 no. 

17. Would you favor turning the heavily traveled roads 
over to the county to maintain, amd giving the county about one 
mill as a tax to do the work with? 

539 yes, 190 no. 

18. Do you think the road overseers of your town would ds- 
sire to have a two-weeks* course given in the construction of 
roads, concrete culverts, etc., at Madison, somewhat after the 
plan of the two weeks' farmers course now given every winter t 

253 yes, 379 no. 

Do you think any considerable portion of them would want 
to attend itf 

236 yes, 392 no. 

Would you think it advisable for the town board to pay part 
of their expenses to get them to go? 

342 yes, 304 no. 

19. Would you be in favor of having the next Ugislaiure 
appropriate money to have a careful study of roads made in 
every county and general plans made for their improvement; 
and for the purpose of instructing town officers and road over- 
seers in the best methods of using the funds they have to spend 
on roads, making standard pla/ns for bridges, etc., and oiher- 
wise aiding the towns by technicai advice? 

551 yeS; 137 no. 





le lefl in both pielurM would have afforded a 
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00KDITI0N8 OF WI800N8IN BOADS. 

Fran the information secured from the trip about tiie slate, 
"^^m general knowledge and from the letters just previously 
^^entioned, it is evident that the conditions of Wisconsin roads 
'^ary in all degrees from good to extremely bad. In some road 
districts all the principles of proper location, construction and 
Maintenance have been sadly violated. In most road districts 
Only the larger part of them have been violated. In almost no 
^oad district in the state has all the road work been done upon 
oorrect principles. If the road is properly constructed it is 
almost sure to be poorly maintained. However, conditions may 
\)e divided for convenience of description into poor and good 
^M)nditions, the former being described first. 



BAD CONDITIONS. 

Poor location. As described on page 7 the first neeearity 
for a good road is proper location. This is one of the requi- 
sites which many Wisconsin r(»ads lack. Even in very hilly 
districts some attempt has been made to make the roads fol- 
low section lines. This condition of affairs is well stated in 
a letter which was received from a farmer in Burnett county. 
He says, "Another thing is laying out roads. This thing of 
following arbitrary lines and climbing hills at an angle of 
forty-five degrees will never give good roads. I have lived in 
hillier counties, but never had to climb such hills as where 
they lay roads on section lines." 

©ne of the first results of this poor location is that money 
is used in attempting to cut down the steep hills and fill wp the 
sharp depressions. In one ease seen west of Richland Center, 
which is shown in figs. 1 and 2, plate XI, a road followed along 
the side of a valley in approximately a straight line aeroee the 
irr^ilarities of the surface, which were quite sharp. This 
road was in coinparatively good shape so far as grade was eon- 
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cemed, bnt it had been made so by an almost continu< 
of cuts and fills. This road was but a sliort distam^ frtnt Ae 
valley bottom, where a right of way coiiii have been pvuraluMed 
and a road with less irregularity of grade constructed fdr a 
small fraction of what the cuts and tills on the proaoal voad 
must have cost 

The poor location of many Wisconsin roads also makes them 
subject to being washed out durinji: heavy showers. The loads 
are so located with respect to drainage lines that it is aknoat 
imp siblb for the ordinary bridge or culvert, as too oiiem. con- 
structed, to withstand the action of water for more thaA a very 
few seasons. 

Poor construction. In constructiug a country road it is the 
common practice to heap the dirt up in the center together witli 
such sods, weeds, and small brush as happen to be in the wa^- . 
making a windrow in the center of the road which is very oare 
fully avoided by all teams. The surface of the road is left 
soft and irregular with a fond hope that eventually it will pack 
down into a good solid road-led. This jractice is followed 
for eai'th roads, and for gravel roads as well. 

The result of leaving the sod and weeds in the middle of Ihe 
road is to make the soil even more porous than it would be if 
the clean earth alone were thrown up by the grader, and as a 
consequence, when the teams are compelled to travel upon this 
high portion of the road by the impassability of the other parts 
it has become nothing more or less than a big sponge of decay- 
ing vegetable matter and soil. It is speedily floated to the sides 
of the road and ruts formed which hold water and rapidljr dis- 
integrate the foundation. 

The throwing aside of the sod and similar material and the 
use of a common harrow to level the surface will benefit Most 
newly constructed earth roads. If a rollei is available^ eart1> 
roads can be made very good to start with without waiting §» 
travel to pack them down, but under present circumstances the 
idea that a new road is always a bad road is very d i iniAniif 
justified. 





Fig. 2. FlM-topped clsy roiid in Oark county showing how such > rotid rut» whe 
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FfgB. 1 and 2, plate XII, give pictures of a road wLicb is 
constructed so that its cross section is like that indicated in fig. 
6, plate IV. This type of corstruction has altog ther too flat a 
top, the result being that as soon as the road is worn a little bit 
in the middle the water has no means of running to the ditch, 
and the middle of the road therefore catches and holds all the 
vrater which falls upon it and the ditches are of no use. The 
•«ame road is shown in fig. 2, after it has been wet and out up 
bj the traffic 

Plate XIII, gives a icture of a gravel road which 
laad been constructed for about a month. On the day 
visited it consisted of two very soft muddy tracks on either 
^de of & heap of gravel about two feet high and with such 
ateep rides as to make it dangerous to drive across, to say 
Xiothing of attempting to drive lengthwise over it The teamt* 
li&d traveled on both sides of this road and will continue to 
do so until compelled by the absolute impassability of the rest 
of the road to use the graveled way and pack it down. This 
^avel could have been spread out even roughly, and at very 
flight expense, and made into a much more valuable improve- 
ment #f the road. 

When gravel roads are built without the use of a roller 
it is customary to let the teams beat down a single traveled 
way, and travel in that to the neglect of the uncompacted ma- 
terial €>utside of this traveled portion. Very much better re- 
sults and more permanent gravel roads can be constructed in 
this way if obstructions such as logs or boulders are placed — 
as some towns do at present — so that the travel is forced to 
beat new tracks until the whole ro&d has been traveled upon 
and compacted. 

In laying culverts they are frequently built close lo the 
surface of the road so that they are sure to be cut by wheels 
before they are a year or two old. They are left without any 
protection at the ends so that sooner <Mr later the gradual wash- 
ing awaty of the soil will leave thfim unsupported, to fall and 
break. 
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Poor drainage. Relative to this subject the following is 
quoted from a letter from a road supervisor: — 'The country 
in general makes roads -without ever trying to get water off 
them. For instance, I was road overseer on a new piece of 
road this year. The town board came along and told me they 
would let a job on a certain date on the swamp. As they were 
using the funds of my district without leave I said to make 
the outlet first and as much road ditdi as the funds would al- 
low, but they let the job on the road ditch and put off the out- 
let until some other time/' There are probably not many in- 
stances of such flagrant disregard of the fundamental prin- 
ciples of drainage, but there is certainly a lack of attempt to 
see that the roads are properly drained. If one were to drive 
over almost any road in the state after a shower he would find 
several puddles and places where the water was running a- 
cross the road. 

Poor drainage and the consequent soft condition of the road 
are often times due to improper use of the grader in repairing 
the road. Secondary ditches are often made instead of the 
main ditches so that the water does not reach the main ditch 
to flow away, but is left standing alongside of the ro&d and 
near enough by, so that it can do considerable damage. A 
soetion of such a road is shown in fig. 3, Plate IV 

Lack of maintenance. Country roads are not alone in suf- 
fering from a lack of continuous maintenance, city streets 
being almost as badly off in this regard as are the ordinary 
roads. The chapter on maintenaL.ce shows thu good effect and 
desirability from every point of view of some system of main- 
tenance. The chief function of maintenance is to keep water 
out of the road. The effect of its lack is shown in the two 
fishes on plate XIV. The first on- sLows a road which is •r- 
dinarily very good, with a small amount of water standing in 
very shallow ruts and puddles. As the wheels of the vehicles 
pass through these puddles they continually cut them deeper 
until the water dries up. When the next shower comes ihe 
ruts are cut deeper still, until the water again dries out. Alter 
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a rerj few showers the road gets to be in fhe condition shown 
k the second figure. But a very few cents expended in using 
a qpdit log drag would have sufficed to fix up the road shown 
m the first figure so that the water could not stand on the sur- 
face, and the rapid deterioration of the road to the condition 
rfiown in the second figure entirely stopped. The road in the 
laeond figure is almost bad enough to require reworking with 
tk» grader at a cost of $15.00 to $30.00 per mile, where a dollar 
wonld have fixed a mile if it had been done when the road was 
k the condition shown in the first figure. 

The two photographs on plate XV show roada which could 
hw9e been kept in extremely good condition with a very slight 
amount of attention and which were both quite bad on account 
0" thj lack of this attention. The first ne is a sandy road 
wliich has been covered with shale in which large pieces of the 
sandstone were left. If a little trouble had jeen taken in 
order to secure shale free from sandstone blocks this would 
have made an excellent road* 

The second figure shows a road which was built through a 
natural gravel pit. The gravel had been turned up from the 
sides towards the center with a road machine, but the sod had 
been piled up with the gravel so that it made a bad ridge a- 
bout a foot in height all along the middle of the road. No at- 
tempt had been made to throw the large loose stones off the 
road, and as a consequence it was very rough. 

It is a continual surprise to any one who has never seen any 
system of maintenance practiced to see the good effects pro- 
duced at a very small cost. In the last road described much 
benefit would resiJt to the road if while it was moist a split 
log drag were used upon it. In some places the sod would be 
too tough for the drag to take hold upon it and it might be ne- 
cessary to clean the sod off with a road machine, but if the 
ground were thoroughly moist the split log drag, if run so as 
to drag the material to the side of the road, would clear off 
most of the sod and all of the loose pebbles. If this were done 
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it would be a pleasure to travel over such a road infitead «f 
being a discomfort 

Politics in road work. One thing which hafl interfered 
materially with good road work in Wisconsin is very wefl ex- 
pressed in a lett^^r received from : farmer by the Maryland 
Highway Division. He stated that in his county "they mix 
politics and large rocks and have no good roads." If this con- 
dition were confined to Maryland we should have abundant 
reason to congratulate ourselves, but in the blank headed, "Re- 
marks on Local Conditions" in the questions sent out to 2000 
farmers of the state, there is a very large number of replies 
indicating that politics and roads are pretty intimately mixed 
in Wisconsin as well as Maryland. Statements of the charac- 
ter of this — *any good friend of our town chairman can be- 
come overseer no matter whether he knows whether the road 
is to be made with a spade or a needle' — are common. One 
man makes the statement that i-i ^\is town Hhe ofice of highway 
commissioner is one of the strongest means of working politics 
that there is, and that the oflGice of highway conmiissioner is 
given to the strongest workers for the oflBcers elected. By the 
cancelling of poll tax, and returning the highway tax to th^" 
town clerk as worked out, when, as a matter of fact, the tax 
payer has worked but & small part of his tax on the road, and 
by similar practices, the hicchway officers are enabled to keep 
strong friends for election day.* Such statements of conJitions 
as the last are not taken from irresponsible people but iare sober 
sane expressions of opinion of persons who are interested in a 
proper application of their tax money. 

GOOD CONDITIONS. 

Previously we have been discussing the bad conditions in the 
Wiboonsin highway situation. It must not be understt Xi, from 
this however, that aera is no p^ooJ. to be found, no hi^ ^ay 
commissioners who are using proper methods, and no public 
interest in the construction of good roads. Many highway 
conrnjiissioners are banning to show a keener interest in pr#- 



[ 



E8ENT HIGHWAY OONDITIONB IN WIUCOMSIN. 95 

Methods of construction and the people who pay for the 
are beginning to show a public spirit that is very promis- 
isg for the future. 

In several counties of the state the people in the cities and 
the surrounding towns are cooperating to build good roads. 
The city and town of Baraboo have been doing especially good 
work along this line. They have taken advantage of the law 
whien 'equires the count; U pay half of the cost of road on- 
struction. The following quotation from a letter from Uie 
clerk of the town of Baraboo illustrates the plan which they 
have followed: — 

"In 1903 we purchased a stone crusher and began in earn- 
est the permanent improvement of our highways. Our plaii 
is to each spring vote an appropriation of $1,000.00 for this 
purpose, said appropriation to be used with an equal suni 
from the county, as provided by Chapter 312, Laws 1901. 
The section of the road to be improved is decided upon and the 
expense of grading provided for by the following condition 
which is always attached to this appropriation, viz , 'that it 
shall go to the main travelel highwaj leading into the city of 
Baraboo that will raise the largest cash subscription for perma- 
nent improvement, provided said subscription is not less than 
a thousand dollars.* So far the subscriptions have run from 
tl,500.00 to $2,500.00 per annum. 

Enclosed you will find a crude plat of the town which shows 
you how our highways center in the city of Baraboo and how 
the stone roads are radiating from the city. The city meets us 
witk macadam when we come to the city limits with a stone 
road. All work is done upon a cash basis and usually under 
the immediate direction of the superintendents. The super- 
intendents report to the chairman every week ; bills are paid 
every two weeks. Some portions of work are sometimes let 
bgr eenlract to the lowest bidder. 

Yours truly, 

Fbankmw Johnsow." 
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Other townB in fhe state aie working on plana somewhat 
flimilar to that used in the town of Bftxaboo. In Lafajette 
•ountj one town is preparing to take up a oomprehensive 
scheme of road improvement, outlining a certain amount of 
woik and attempting to accomplish some part of it each year. 
In Racine county one town appointed a special commissioner 
to investigate road conditions and determine the best methods 
of c(Mistruction to apply to their town and map out a course 
of work that should be followed through a term of years. In 
Waukesha and Milwaukee counties much good work in build- 
ing permanent roads has been done and, in fact, from Door 
county south to the state line some very good roads have been 
built with the abundant gravel which is found almost every- 
where in that part of the stata Plate XVI shows a good 
gravel road and a peimanent stone culvert built in the eastern 
pari of the state. 

In concluding this chapter on Wisconsin conditions I would 
state as a general fact, true in the main throughout the state, 
that the people are not suffering from extremely bad roads, but 
they are enduring moderately bad roads when the money which 
fhey are paying is sufficient, if properly handled, to pay for 
fjood roads. 
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CHAPTER n. 



ROAD LAWS AND CONDITIONS IN OTHER 

STATES. 

In any county or state where there is considerable interest 
in building good roads or where good roads hav^e been buUt^ 
such conditions have been brought about by control of the high- 
ways by some large unit of governments In Europe the roads 
are for the most part constructed and cared for by the national 
and provincial governments, only short local stretches off the 
main lines of travel being left to neighborhood control. In this 
country wherever any extensive movement for the construction 
of permanent highways in rural districts has developed it has 
been imder state control. At present twenty-two states have 
some form of state control and state aid for road building. The 
movement for state control was not started until 1891 — 15 
years ago — and fact that it has been in this comparatively 
short time adopted in nearly half the states of the Union is a 
strong indication of the favor with which it has been received. 
Wisconsin is the only state north of the Ohio river and east of 
the western boundary of Minnesota and Iowa which has not 
yet adopted such a system. 

In view of the lively interest which the people of Wisconsin 
are beginning to take in road matters, and the probability that 
this interest will ultimately lead te state control and state aid 
for building country roads, digests of the laws adopted by 
some of the states are given in order that their experience may 
7 
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be used as a guide. The outlines of the plans of the different 
states are largely taken from Bulletin No. 4 of the Ohio High- 
way Commission. However copies of the laws have been di- 
rectly referred to, particularly in the case of New York, New 
Jersey, Michigan, Iowa and Minnesota. 

The various provisions of the laws are collected under the 
following heads in order to facilitate comparisons. 

1. Date of beginning of state aid and general duties of State 
Highway Officer. 

2. Eight of petition for state aid. 

3. The officer or body petitioned. 

4. Total state aid fund. 

6. Limitations on statls aid. 

6. Apportionment of the cost of state aid roads. 

7. Manner of doing work under state aid. 

8. Securing right of way. 

9. Duty of making surveys. 

10. Bepairs and maintenance of state aid roads. 
)11. Machinery furnished by state. 
' 12. Powers of state highway officer. 

— over road supervisors. 

— over distribution of state aid fund. 

— over maintenance of state aid roads. 

— over street railways on state aid roads. 

— over automobiles, bicycles, etc. 

— ^to compel town and county officers to furnish uniform 

detailed accounts of highway and bridge expendi- 
tures. 

18. County Supervisor for roads. 

14. Legal width of roads built by state aid. 

16. Wide tire laws. 

16. Public meetings of local highway officials. 
Where any of these heads is omitted in describing the con- 
ditions in any state the inference to be drawn is that there is 
no law in regard to this. The laws of New Jersey, Massa- 
chufietts, New York and Maryland are given in special full- 
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ni«s as these are the states which have had most experience 
with this plan and whose laws are the outcome of more ex- 
tended practical knowledge of the problems arisi^ in connec- 
tion with state aid. 



NEW JEKSET. 

B. C. Hutchinson OommisBioner of Public Roads, 

R. A. Mmr.KEE. State Engineer and Supervisor. 

In a list of states aiding the building of coimtry roads New 
Jersey is given the first place as it was the first state to adopt 
such a plan. The movement for state aid was started there 
shortly after 1872, due to the efforts of the Board of Agricult- 
ure. In 1891 the first state aid law was passed by the legis- 
lature. It provided for the construction of improved roads 
and promised state aid for this purpose to the amount of one- 
third the cost of construction. This early law has been 
modified by almost every successive legislature and an in- 
creasing amount of money appropriated at each session. 

Date and duties. In its final form the road law of New 
Jersey is the product of the L^slature of 1905. 

The right of petition. The right of petition lies in the gov- 
erning body of any township, town, borough, village, or of any 
municipality governed by a board of commissioners. Such 
governing body may be petitioned by the owners of two-thirds 
the linear frontage on any public road asking them to request 
state aid for that road. 

The office or hody petitioned. State highway commission. 

Total state aid fund. Since the passage of the state aid law 
New Jersey has built roads each year to the amount given in 
table below. The total cost given includes state, county and 



town money. 




1892 10.55 


miles costing 


1893 27.34 


miles costing 


1894 32.28 


miles costing 


1895 46.33 


miles costing 



$61 » 985. 55 
218,194.39 
224,088.12 
320,770.59 
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1896 •• 60.82 miles costing 881,615.78 

1897 66.665 miles cosUng 842,166.68 

1898 84.564 miles costing 819,777.64 

1899 114.4b miles cosUng 478,628.39 

1900 75.782 miles costing 489,541.20 

1901 109.376 miles costing 511,644.96 

1902 154.745 miles costing 794,033.86 

1903 152.92 miles costing 832,546.38 

1904 107.717 miles cosUng 820,521.74 

Total 1,043.529 miles costing 5,745,515.28 

The cost of roads has ranged from $1,664 per mile (for a 
gravel road) to $25,500 per mile, averaging $5,605 per mile. 
The cheapest macadam road cost $4,282 per mile. 

The annual state appropriation at present is $250,000.00 
with $400,000 as the limit to the amount of state funds which 
can be appropriated in any one year. 

Limitations on state aid. State aid is extended on the same 
terms to all political units in the state excepting cities. 
The limitation to the amount of contracts which can be let in 
any county depends on the tax rate and is ^ of 1% of the 
assessed valuation for the preceding year. 

Apportionment of the cost of state aid roads. The state pays 
33%%, the petitioning unit pays 66%% in case it is not 
the land owners who petition. If the land owners petition the 
state pays 23%%, the land owners 10% and the town or 
county pays 66%%. 

Manner of doing work under state aid. All work is done 
by contract, bids beilig advertised for by the board of county 
commissioners. All bids are subject to the approval of the 
state highway commission. 

Duty of making surveys. All surveys lor proposed ink- 
provements are made under the direction and at the expense 
of the county board of supervisors but no survey is made with- 
out the consent of the state highway commissioner. This is 
to prevent the making of useless surveys. Copies of surveys 
must be deposited with the state highway commission. 
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Repairs and maintenance of state aid roads. The county, 
board is required to keep in good repair all roads improved 
under the act providing for state aid aad can be compelled to 
do this by mandamus proceedings instituted by any freeholder. 

Powers of state highway officer — 

— over road supervisors. The state commissioner has full 
power to appoint whom he sees fit as overseers of construction 
for roads receiving state aid. These supervisors were origin- 
ally to be paid by the county but the law of 1905 requires them 
to be paid by the state alone. The state highway commissioner 
may summarily dismiss such supervisors whenever he thinks 
they are incompetent or inefficient 

— over distribution of state aid fund. The RTiTmal state 
appropriation is distributed among the counties by the state 
highway commissioner in such a manner as to him seems fair 
and equitable. When petitions filed call for more aid than the 
annual amount of appropriation, the Governor and the com- 
missioner apportion the sum amongso the counties in propor- 
tion to the cost of the roads constructed therein for each year. 

— over maintenance of state aid roads. The local super- 
visors having charge of the maintenance of roads built with the 
aid of the state caa be discharged by the state commissioner 
when their work is not properly done. 

County supervisor. After the first state aid road is built 
the county board of supervisors must appoint a county super- 
visor of roads. 

Wide tires, A rebate in road taxes may be given by the 
town for all tires over 4 inches in width. This rebate must not 
exceed $1.00 for each wheeL 
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MASSACHUSETTS. 

John H. Manning v Hightody OommUsUm. 



W. E. McClintock 
John H. Manni 
Habold Pabkeb. 



Date and duties. In 1892 the legislature passed a law under 
which the Governor with the advice and consent of the coimcil 
appointed three persons as a highway commission. This com- 
mission was to investigate matters of road construction and 
maintenance, find cost of the same, investigate the geology of 
tile state in relation to road materials, and to prepare maps 
and plans showing routes recommended for improvement. In 
1894 the scope of the commission was enlarged by requiring 
them to compile statistics relative to roads and to furnish 
engineering service and advice to towns and counties desir- 
ing it. 

Bight of petition for state aid. Any cily, counly, or town 
can petition to have a road taken in charge by the state. 

Whom petitioned. State highway commission. 

Total state aid fund. The first appropriation for the state 
aid fund was $4,000.00. The next year this was raised to 
$300,000.00 and reached a maximum of $800,000.00 in 1897. 
Since then the annual appropriation has been $520,000.00 to 
$550,000.00. 

Limitations on state aid. Any town, city, or village may 
receive state aid. No county may have state aid in any one 
year for the construction of over 10 miles of highway. 

Apportionment of the cost of state aid roads. The state pays 
the whole cost but, the county must repay one quarter within six 
years of the time of construction. 

Manner of doing work under state aid. The work is done 
under contracts let by the state commissioner. The county or 
town petitioning for the road has the right to put in a non- 
competitive bid on the construction. This privilege was ex- 
tended in order that towns might by this means be influenced 
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to provide themselves with proper equipment, and by building 
Toads under the supervision of the state conmiission learn how 
to properly construct them and so be in a position to go ahead 
independently and build other roads beside state aid roads. 

Duty of making surveys. The surveys must be made by the 
body petitioning for state aid and copies of the surveys must 
be filed with the petition. 

Repairs and maintenance of state aid roads. The mainte- 
nance of state aid roads is in charge of the state highway 
commission. The expense of maintaining state aid roads to a 
maximum of $50 per annum is borne by the towna AU costs 
above this are paid by the state. 

Machinery furnished by the state. "Under certain restric- 
tions coimty commissioners wUl be furnished by the state with 
such steam rollers, crushers and other road machines as the 
commission may deem necessary. 

Powers of state highway officer — 

— over distribution of state aid fund. The apportionment 
of the amount of road to be constructed in the different coun- 
ties rests entirely upon the decision of the highway commission 
and is limited to ten miles in one county unless the governor 
and council approve. 

— over street railways on state aid roads. The highway 
commission has jurisdiction as to digging up or placing any 
structure upon state aid roads. 

— over automobiles, bicycles, etc. Authority and jurisdic- 
tion as to registration and other matters relative to the use of 
automobiles and motor cycles was given to the commission by 
the legislature of 1903 and amended in 1905. Annual rev-, 
enue to the state from this law is about $50,000.00. 

— to compel town and county officers to furnish vmform 
detailed accounts of highway and bridge expenditures. Au- 
thority to compel the local road authorities throughout the 
state to furnish information r^arding public roads and 
bridges is given to the commission^ 
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Width of road built by state aid. State roads are built from 
12 to 18 feet in width of hard surface. 

Public meetings. The commission is required to hold each 
year at least one public meeting in each county for the discus- 
sion of questions relating to public roads. 



VERMONT. 
Chables W. Gates State Highway Oommiaaioner. 

In 1892 the general assembly authorized the appointment of 
a commission to make an examination of the highway system 
of the state and report upon it to the next legislature. One 
sentence of this report is quite significant. "A large propor- 
tion of the highway tax of this state is expended in repairing 
damage done to hiU roads by storm waters." 

Date and general duties. In 1894 the commission was made 
permanent and the duty laid upon them to investigate modem 
methods of road building. 

Total state aid fund. A state tax of five cents on each dol- 
lar of the "grand list" was levied. The "grand list" is about 
1% of the assessed value of the property so that the tax amounts 
to about 1/20 of 1%. In 1904 this amounted to $91,795.00. 

Apportionment of the cost of state aid roads. Funds are 
distributed to the localities in proportion to their road mileage. 

Powers of state highway officer — 

— over road supervisors^ The state highway commisaiomer 
has supervision — ^through the town commissioner — of expeoi- 
ditures of all state appropriation for highway improvement. 

Public meetings. Meetings of local road commissioners axe 
held throughout the state each year. 
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CONNECTICUT. 

Jamss H. Mm!D(»iaij>. State Hightoay Commissioner, 

Date and general duties. In 1895 the general assembly pro- 
vided for the appointment of three highway commissioners. 
The demands by the towns for state aid have been so far in ad- 
vance of state appropriations that in 1905 the requests were 
scaled down to 37% of what was asked for in order to bring 
them within the amount appropriated. This large amount of 
state aid requested is no doubt due to the fact that the state 
pays such a large proportion of the cost. 

Bight of petition for state aid. Any town can petition for 
state aid. 

Whom petitioned. The highway commission,' 

Total state aid fund. The first annual appropriation in 
1895 was $75,000.00. In 1897 it was increased to $100,000.00, 
in 1899 to $175,000.00. In 1901 the annual appropriation 
was increased to $225,000.00. 

Limitations on state aid. Only towns are benefited by state 
aid. The limit of state money to be expended in any town 
in one year is $4,500.00. The money is divided in proportion 
to Ae amoimts requested. 

Apportionment of the cost of state aid roads. At first the 
state paid %, the county % and the town % of the cost of 
construction. This has been so amended that the state pays 
% of the cost when the assessed valuatic of the town exceeds 
$1,000,000.00 and % when it is below $1,000,000.00. 

Manner of doing work under state aid. Work is done by 
contract and the specifiations are prepared by the state high- 
way commissioner. The town authorities have joint power 
with the highway commissioner as to approval of bids and con- 
tracts. All work under a limit of $1,000.00 may be built by 
the town without advertising for competitive bids. 

Duty of making surveys. The surveys were originally to be 
prepared by the town board, but the legislature of 1905 gave 
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the authority for making surveys into the hands of tiie ftate 
commissioner. 

Repairs and maintenance of state aid roads. The mainten- 
ance of roads constructed by state aid is left to the towns. 

Machinery furnished by state. The highway commissioner 
is given authority, when he and the selectmen deem it wise^ 
to purchase stone crushers for use in towns remote from rail- 
road facilities. 
Powers of staie highway officers — 

— over road supervisors. 
The state highway commissioner has the power to appoint in- 
spectors of construction who are paid by the state. 
— over distribiUion of state aid fund. 
The commissioners are given discretion as to the granting of 
state aid for improvements costing lees than $500.00. 
— over maintenance of state aid roads. 
In case the selectmen of the town neglect to make needed re- 
pairs on state aid roads after a month's notice, the highway 
commissioner has authority to take charge of the maintenance 
of the road and to make the needed repairs. 

NEW YORK. 

HcNKT A. Van Aijsttns. State Engineer mnd Surveyor 

BDinjifD F. Vait Housen Deputy State Engineer and Surveyor. 

Date and general duties. In 1898 the New York legisla- 
ture passed a bill known as the Higby- Armstrong Good KoaJis 
Law. Under this law the state engineer was instructed to 
investigate methods of road construction aad determine the 
best methods for the various sections of the state. He was 
required to furnish advice relative to the improvement of the 
roads free of charge to highway officers and other interested 
persons. 

Right of petition for state aid. The right to petition for 
state aid lay originally with the board of supervisors of any 
county but vras later extended to a majority of the owners of 
linear frontage on any road. 
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Whom petitioned. The state engineer. 

Total state aid fund. The first appropriation for state aid 
was $50,000.00. This appropriation rapidly grew until in 
1904 $1,108,265.00 were expended by the state. The countieB 
met this expenditure with a total expenditure on their part of 
$2,032,855.00. 

Apportionment of the cost of state aid roads. One-half the 
cost of state aid roads is paid by the state. The other half 
is distributed ss follows : in case the movement originated with 
the county it is required to pay 35%, and 15% is paid by the 
township. In case the petition originates with the property 
owners the county pays 35% aad 15% is assessed upon the 
lands benefited in proportions determined by the town assessors. 
The construction of the roads is carried on in the order of re- 
ceipt of the final resolution of approval. 

Manner of doing work under state aid. Work is done unde^ 
contracts let by the state engineer. By law 10% of the monthly 
estimates is retained from the contractor until the work is com- 
pleled satisfactorily. It is also provided that after a county 
board has once passed a resolution appropriating money for a 
road such resolution can not be rescinded. Any town or county, 
through its supervisors, may bid on the construction of any 
piece of road within its territory. 

Securing right of way. The oounly board is required to se- 
cure the right of way for the proposed improvement. 

Duty of making surveys. Surveys and maps are made by 
the state engineer. 

Repairs and maintenance of state aid roads. The mainte- 
nance of improved highways is in charge of the supervisors of 
the county. 

Powers of staie highway officer — 
— over distrilmtion of state aid fund. 

The state engineer is empowered to withhold funds due to 
the counties when they have not t&ken proper eare of the roads 
already built for them with state aid. 
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— over maintenance of state aid roads. 

In the event of n^lect by the county commissioners to keep 
fitate aid roads in proper repair, the state engineer is empow- 
ered to cause such repairs to he made at the expense of the 
county. 

— over street railways on state aid roads* 

The use of state aid roads by street railways is under the 
regulation of the state engineer. 

— to compel town and county officers to furnish uniform 
detailed accounts of highway and bridge expenditures. 

The state engineer is given authority to demand information 
from local road authorities with which to compile the statistics 
which he is required to make up. 

County supervisor. When state aid roads have been built 
in any county the state engineer may at his discretion refuse 
to grant petitions for any further state aid until the coimty 
board shall have appointed a county engineer. Such county 
engineer must forward to the state engineer reports on the con- 
ditions of the highways in each town of his county. He has 
charge of the work of repairing roads, constructing and re- 
pairing bridges, and is required to make surveys and maps of 
the roads in his county. 

Width of road built by state aid. State aid roads have an 
improved surface of not less than eight feet nor more than six- 
ucen xoov. 

Public meetings. The state highway engineer is required 
to hold at least one public meeting in each county every year 
for the discussion of highway questions. 

After the passage of this law the demand for state aid from 
the various counties increased very rapidly. It soon became 
evident that no appropriations consistent with the ordinary 
revenues of the state would be sufficient to provide the aid re- 
quested. As a consequence the legislature of 1903 passed a 
resolution to amend the constitution permitting the issuing of 
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^50,000,000.00 in bonds for the purpose of obtaining funds 
for highway construction. This was concurred in by the 1905 
legislature and approved by the people at the general election 
of 1905 by an overwhelming majority. This resolution pro- 
vides that the bonds shall be issued only as required and also 
provides for a sinking fund of at least 2% per annum aside 
from the interest. Such an enormous debt imposed upon the 
people by themselves by a great majority of the votes cast is 
a strong proof of the good which the people of Xew York con- 
ceive to have been done by money appropriated by the state 
for highway purposes. 

MAETLAND. 

WlnuAK BvLUKJK Clabk Superintendent and State Q^loigiat 

Walteb W. Crosby Chief Engineer. 

Date and general duties. In 1898 the general assembly 
passed a law providing for the investigation of road construc- 
tion in Maryland. The work was placed in charge of the state 
geological survey commission. They are charged with the 
distribution of literature and giving of lectures upon road sub- 
jects and making of tests upon road materials. 

Right of petition for state aid. The right of petition lies 
in the county boards of commissioners. The owners bi % 
the linear frontage on any road of not less than a mile in 
length may petition the county commissioners. If these peti- 
tioners bind themselves to pay 10% of the cost of the road the 
county commissioners are required to petition for state aid. 

Whom petitioned. The highway commission. 

Total state aid fund. The sum of $200,000,000 is annually 
appropriated for state aid in highway construction. 

Limitations on state aid. The county commissioners can 
not be required to expend on state aid roads more than 25% 
of the road levy of the county. 

Apportionment of the cost of state aid roads. The amount 
of state aid in any county is proportional to the road mileage. 
The state pays one-half the cost of construction. If any county 
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does not avadl itself of its share such share is reapportioned 
among the counties desiring it. 

Manner of doing work under staie aid. The work is done 
under contracts let by the county commissioners, but if bids 
are too high they may build in some other manner. All con- 
tracts are subject to the approval of the state highway eng- 
ineer. 

Securing right of way. State aid appropriations are not to 
be used for the purpose of acquiring the right of way for any 
road improvement. 

Dviy of making surveys. Surveys and gq^ifications are 
prepared by the state commission. 

BepairB and madntenance of state aid roads. The counties 
are responsible for the repair and maintenance of state aid 
roads. Such repairs must be satisfactory to the state commis- 
sioner and the county officers can be compelled by mandamus 
proceedings to keep the roads in proper condition. 
Powers of state highway officer — 

— over road supervisors. The inunediate supervision of the 
work is in charge of the state commission and supervisors are 
paid out of the state appropriation. 

— over distribution of state aid fund. The highway commis- 
sion can withhold state aid funds from counties not complying 
with their requirements. 

— over maintenance of state aid roads. State aid roads must 
be maintained in a manner satisfactory to the highway com- 
mission which is empowered to withhold funds if the work is 
not satisfactory. 



MATNB. 

Paul D. Saboent.......«>.......... OommUstUmer of Eighwaiys. 

Date and general duties. The first state aid law was passed 
in 1901. In 1905 a law requiring the appointment of a sti^te 
highway commissioner was passed. This commissioner is 
required to compile statistics on roads, conduct investitTations 
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Telative to roads, distribute maps and publications, and by 
lecturing and otherwise to disseminate knowledge throughout 
the state on the subject of road construction and maintenance 
find also concerning bridges and side walks. 

Bight of petition for state aid. The officers of any city, 
town, or organized plantation may petition for state aid. 

Whom petitioned. Petitions are made to the board of 
county commissioners who petition the secretary of state. 

Total state aid fund. The first appropriation for state aid 
was $15,000.00 in 1902 ; in 1903 this was made $20,000.00 
and in 1904 it was increased to $40,000.00. 

lAnUtations on state aid. Towns and cities may reeeive 
state aid for construction of any piece of work costing more 
than $100.00 and less than $300.00. 

Apportionment of the cost of state aid roadsL The state 
pays ^ tiie cost of improvments whose cost is within the limits 
named in the last paragraph. 

Manner of doing work under state aid. The manner in 
which work shall be done is left to the choice of the towns and 
counties. 
Powers of staie highway officer — 

— to compel town and county officers to furnish uniform de- 
tailed accounts of highway and "bridge expenditures. All 
township and county officers are required to furnish informa- 
tion upon request to the commissioner of highways. 

Wide tires. The town may remit not over $3.00 of road 
tax to users of 6 inch tires. 

Public Meetings. The highway commission is required each 
year to hold a meeting in each county of the state for the dis- 
cussion of questions pertaining to the highways. 
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PENNSYLVANIA. 

Joseph W« HxnnxB Highway Oonimi9»0nern 

Date and general duties. In 1903 the state highway de- 
partmwit was formed by the legislature of the state. The de- 
partment was charged with the compilation of statistics and 
information as to the mileage, character, and condition of the 
state highways. Methods of road construction were to be in- 
vestigated and standards established. Advice and infoima- 
tion was to be furnished free of charge to road officials when- 
ever required. 

Right of petition for state aid. The township supervisors 
with the approval of the majorily of the assessed valuation of 
real estate can petition county commissioners and through the 
courts compel the county commissioners to petition for state 
aid. 

Whom petitioned. The state highway department. 

Total state aid fund. The total sum of $6,500,000.00 was ap- 
propriated at the time of the formation of the highway depart 
ment. Of this sum $500,000.00 was available during each of 
the first two years, $1,250,000.00 the third year, the same for 
the fourth year, and $1,500,000.00 each in the fifth and sixth 
years. 

Limitations on state aid. State aid is appropriated among 
the conn • s in proportion to Ae road mUea^ H any part of 
the apportionment for a county is no«, applied for within tw6 
years, it is to return to the state treasury and be reapportioned. 
State aid is limited to highways outside of the corporate limits 
of any city or borough. 

Apportionment of the cost of state aid roads. Of the total 
cost of the improvement two-third is to be paid by the state, 
one-sixth by the county and one-sixth by the township. This 
was later amended so that the state is required to pay thsee- 
f ourths of the total and the town and county each one-eighth. 
Boads which pass through boroughs and connect state aid roads 
may receive aid to the extent of three-fourths of th© cost. 
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Manner of doing work under state aid. The state commis- 
sioner is empowered to advertise for bids and let contracts 
without consulting the local officials. All contracts are to be 
signed by the state highway commissioner and approved by 
the attorney general. 

Duty of making surveys. Surveys and estimates of cost are 
made by the state highway department. 

Repairs and maintenance of state aid roads. 10% of the 
total state appropriations for state aid is set aside for mainten- 
ance. 
Powers of state highway officer — 

— over automobiles, bicycles, etc. The highway department 
is charged with the duty of issuing all automobile licenses in 
the state, 

— to compel town and couxdy officers to furnish uniform de- 
tailed accounts of highway and bridge expenditures. The 
highway department is authorized to demand reports upon 
road conditionB from aU local road officials, 

MICHIGAN. 

HoBATio S. Bablb. State Commissioner of HiffTiways. 

Date and general duties. An amendment to the state con- 
stitution was submitted to the voters in April 1905 and adopted 
by a large majority. This amendment enabled the state to 
appropriate money to aid in highway building and the legisla- 
ture thereupon passed a law creating a highway commission. 

Right of petition for state aid. Towns or counties may 
petition. 

Whom petitioned. The state highway commission. 

Total state aid fund. The first appropriation for the year 
of 1905 was $30,000.00 and $60,000.00 was appropriated for 
1906. $10,000.00 of each appropriation is available for run- 
ning expenses of the office of the commissioner. 

8 
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Umitations an stale aid. The law is intecided Ui benefit 
country roads alona 'Sot less than one or more than two miles 
of road in any one township is eligible for state aid in one year. 

Apportionment of the cost of state aid roads. This state has 
a unique plaa for the application of state aid. Set specifica- 
tions for different types of roads are drawn up. Any town 
or county may go ahead and build such a road and if the 
specifications are followed the town or coimty is entitled 
to ai certain "rewa^d^^ This "reward" is so adjusted as to be 
approximately one-third of the cost of the road. The specifi- 
cations for the different roads are roughly as follows: maximum 
grade 6%, width not lees than 18 feet between ditches, properly 
drained, and having a hard wagon track not less than 9 feet 
wide made in two courses. A road with 5 inches of gravel on 
clay and sand calls for a reward of $250.00 per mile. One with 
eight inches of gravel applied in two layers calls for a reward of 
$500.00 per mile. One with three inches of gravel on four inches 
of crushed stone, or three inches of crushed stone on four inches 
of gravel calls for a reward $750.00 per mile. Macadam roads 
not less than nine inches thick laid in two courses call for a 
state reward of $1,000.00 per mile. 

Repairs and maintenance of state aid roads. Bepairs are 
left in the hands of local authorities. 
Powers of state highway officers — 

— over distribution of state aid fund. The decision as to 
whether a road is built well enough to merit the state reward 
is entirely in the hands of the commissioner. 

County supervisor. "Upon vote of the people any counly in 
the state can adopt the county highway system. The county 
board of highway commissioners, not exceeding five, is elected 
by the people and the term of office is a certain number 
of years proportional to the number of commissioners. If 
there are five commissioners, one is elected for two years, 
one for four years, one for six years, one for eight years and 
one for ten years and after that each conmiissioner shall be 
elected for the full term of ten years. If there are two com- 
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missioners the term of office is four years with termB arranged 
in a corresponding manner. The board of supervisors fixes 
the compensation of such commissioners. This board of 
county commissioners may lay out new roads, change the width, 
or straighten the line of any road. They may take any road 
they choose as a county road upon notifying the township high- 
way commissioner, and are given authority to "grade, drain, 
construct, gravel or macadam, or to place thereon any other 
form of improvement which in their judgment may be best, 
and may extend and enlarge such improvements. They shall 
have authority to construct bridges and culverts on the line of 
such roads and to repair and maintain such bridges and cul- 
verts.'^ They determine the amount of tax to be raised for 
county highway purposes each year, which, however, may not 
exceed a limit of two mills on the dollar tax of the assessed val- 
uation. 

This county system has been very efficient and useful in 
Michigan. The highway commissioner made the statement 
that he would be pleased if all counties in the state were under 
this law as much better work was done and more interest was 
taken in highway questions. 

Width of road bvilt by state aid. State reward roads are 
not less than nine feet wide. 

Wide tires. On affidavit to the effect that all loads over 
800 pounds have been hauled on tires of 3 inches or wider, a 
rebate is granted of ^ of the road taxes, the total rebate not 
to exceed 3 days of road work to any one person. 

Public meetings. The highway commissioner is required to 
hold meetings in each county at least once each year. The 
presence of town and county highway officers at these meetings 
is required, and their time and expenses at Ihe rate paid when 
they are working upon the roads are to be paid by the towns 
which they represent. 
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IOWA. 

A. Mabston Dean of Engineering, Amet College. 

O. F. CuRTiss Dean of Agriculture, Ames College. 

F. H. Macponajj) Aaaiatant in Charge of Roads, 

Date and general duties. In 1904 the Iowa legislature 
passed a law appointing the State Agricultural College at Ames 
aa the highway commission. The duties of the commission 
were defined as "the devising and adopting of plans for high- 
way construction and maintenance suited to the several needs 
of the different sections of the state." For the education of 
hi^rv^ay officers and students the commission was directed to 
carry on practical demonstrations of road construction^ as well 
as to disseminate knowledge on the subject in any other feasi- 
ble way. They were also directed to afford supervision by 
practical road builders for road demonstration and road work. 

Total state aid fund. 'No money is appropriated for state 
aid in road building, but $5,000 per year is appropriated for 
carrying on the work as defined in the duties of the commis- 
sion. This commission has been doing some good work al- 
though they have been very seriously handicapped by the lack 
of proper funds. 

Wide tires. Persons paying road taxes are entitled to a 
rebate of % of their total tax not to exceed $5 to any one 
person, upon making affidavit before the town clerk that all 
loads of 800 pounds or over have been hauled upon tires at 
least three inches wide. 

The Iowa highway commission has done some very good 
work in making designs for standard forms of concrete culverts 
and bridges for use in the various parts of the state. Consid- 
erable of their work with regard to the use of concrete for high 
way purposes is quoted on other pages. 
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ILLINOIS. 



Btoinmo J. Jamks 

Joseph R. B*dlkkbson ^ State Highway OomnUiMUm, 

LtAFATETTE FUNK 

A. N. Johnson State Highway Engineer. 



;i 



Daie and general duties. The Illinois highway commissioii 
was formed in 1905, consisting of three persons who serve for a 
tenn of two years. They are anthorized to investigate methods 
of construction, materials and other matters relative to the con- 
struction of highways in the state and are to furnish advice 
to local authorities free of charge. 

Total state aid fund. $25,000 was appropriated for the 
expenses of the office and the construction of a few object lesson 
roads in different parts of the state. Illinois gives aid to local 
road authorities by furnishing free of charge stone which is 
crushed at the state prisons. Towns having such material 
furnished to them must make use of it according to the specifi- 
cations of the state highway engineer or have their supply cut 
off. 

Power of state highway officer to compel town and county of- 
ficers to furnish uniform detailed accounts of highway amd 
bridge expenditures. All local highway officers are required by 
law to furnish the state highway commission with such infor- 
mation 83 it may ask for regarding local conditions. 



OHIO. 

Sa3c Huston... ••< State Highway Oommiationer. 

Date and general duties. The seventy-sixth General As- 
sembly of Ohio passed an act in 1904 establishing a state 
highway department. The state highway commissioner was 
appointed by the governor for a term of four years. As- 
sistants and office help were also provided for in the laww 
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The duties of the dep&rtmeiit weire to investigate road building 
throughout the United States and road materials of Ohio, and 
to prepare and distribute bulletins and reports on the subject 
of road improvement. 

Bight of petition for side aicL County commissioners (or 
land owners through the county commissioners) can petition 
for state aid. 

The officer or body petitioned. The state highway depart- 
ment. 

Total stcde aid fund. No appropriaticms were made to carry 
out the provisions of the act in 1904, but an appropriation of 
$16,400 was made for 1905, of which $6,400 was for the office 
expense and $10,000 for state aid. 

Limitations on state add. State aid money is divided equally 
among the counties. 

Apportionment of the cost of state aid roads. Of the cost 
of permanent roads built with state aid, 25 per cent is paid 
by the state, 50 per cent by the county, 10 per cent by the 
towns and 15 per cent by the property fronting on the road to 
be improved. 

Manner of doing work under side aid. All work is done by 
contract, bids being advertised for and contracts let by the 
highway department. All contracts are subject to the approval 
of the county commissionrs. 

Powers of the state highway officer to compel town and 
county officers to furnish umform detailed accounts of high- 
way and bridge expenditures. Local road authorities are re- 
quired by law to furnish the highway department data as to 
mileage, cost, maintenance, ocwa.dition and character of roads 
under their supervision. 

Wide tires. It is unlawful to haul more than 2,000 pounds 
on tires narrower than three inches. County commissioners 
are empowered to employ persons to se» to the enforcement of 
this law. 
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MINNESOTA- 

OwTi™ SoHOUft Pre»Ulent , ^^^^ ^^^^^ (towwfarton. 

Gbobae W. Ooolet, Secretary 
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Date and general duties. In April 1905 a law was ap 
proved providing for the appointment of a state highway com- 
mission consisting of three members who were to appoint a 
secretary not one of the three, who was to be a civil engineer 
and practical road builder and to be known as the State Engi- 
neer. The commission was directed to investigate and deter- 
mine the location of road materials in the state, ascertain the 
most improved methods of construction, investigate the most 
improved highway laws in other states, and make recommenda- 
tions as to the needs of the state in regard to roads and high- 
way legislation. The commission was directed to prepare 
rules for the construction of state roads. 

Bight of petition for state aid. County boards are the only 
ones empowered to petition for the establishment of a state 
road. 

The officer or body petitioned. The state highway commis- 
sion. 

Total state aid fund. An annual tax of one-twentieth of a 
mill on each dollar of assessed valuation was provided as the 
state road and bridge fund. This amounts to about $80,000 
at present. Aside from this tax $6,000 was appropriated for 
the running expenses of the highway commissioner's oflBce. 

Limitations on state aid. It waa provided that no county 
should receive more than 3 per cent nor less than y2 oi 1 per 
cent of the total bridge and highway fund in one year. In ap- 
portioning the funds the commission was directed to take into 
account the area of the county, the amount of money expended 
by it in road construction, and the extraordinary expense con- 
nected with the development of new territory. This last pro- 
vision is one which appears in the laws of no other state^ but 
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which ifl very much to be commended, especially in ft state 
which has so much undeveloped territory as has Minnesota. 

Apportionment of the cost of state aid roads. The amount 
appropriated to any one county was not to exceed % of the 
cost of the permanent roads built during the year. 

Marnier of doing work under state aid. The county board re- 
ceives bids on all work to be done with state aid, or may ap- 
point a superintendent to do the work under county charge. 

DtUy of making surveys. Surveys are to be made by the 
state engineer when practicable but if he is imable to do so 
the county board may employ the county surveyor or some 
other competent man to make the surveys and report to tibe 
state engineer. 

Repairs and mmntenance of state aid roads. ITothing is 
said in the Minnesota law regarding the maintenance and re- 
pair of roads built with state aid. In this respect the law is 
weak, as one of the most important features of state aid is 
the use of the power to compel the towns or counties to do some 
careful maintenance work and thus teach them how to care for 
roads in a proper manner. 

Powers of state highway officer over distribviion of state 
aid fund. If any road being built under state aid does not 
come up to the specifications of the state engineer the state's 
proportion of the cost of construction shall be withheld. 

By the terms of the law "road" is defined to include all 
bridges upon the highway. It is provided that not more than 
% of the state money shall be expended for bridges in any one 
year. 

WASHINGTON. 

CHAW.EB "W. Clausen, State Auditor ^ «,^ ^ „, ^ « 

^ „ I State Highway Board. 

G. Y. Mnxs, State Treaeurer , ^ 
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Date and general dviies. In 1905 the state of Washington 
provided for a state highway board composed of the auditor, 
th« treasurer, and the state engineer. The latter is appointed 
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by the governor for a term of two years at a salary of $2,500 
and must be an experienced engineer and surveyor. 

Right of petition for state aid. The money for state aid is 
not distributed upon petition but according to appropriations 
made for specific roads. 

Total state aid fund. $10,000 was appropriated for oflSce 
expenses and $134,000 for aid in constructing ten roads which 
were specified in the law. These apppropriations were for two 
years. 

Apportionment of the cost of state aid. The state pays % 
and the county %. 

Manner of doing work under state aid. Work is done by 
contract under bids advertised for by the county commissioners. 
Any contract may be rejected by the state highway engineer. 

Securing right of way. State aid funds are not to be used 
in securing right of way for any state aid road, such right of 
way being provided by the county. 

Duty of making surveys. Surveys are made by the county 
board at the expense of the county and submitted to the high- 
way commissioner. 

Repairs and maintenance of state aid roads. The roads are 
maintained and repaired by the counties in which they were 
located. 

Powers of state highway officer over distribution of state 
aid fund. When funds are appropriated to build any road the 
allotment to each county in which the road lies is to be deter- 
mined by the state highway board. 

GBNEBAL PBOVISIOKS. 

The laws of all the states having a state highway oflBcer pro- 
vide that he is to have charge of the relocation or construction 
of state aid roads. Most states provide that originally roads 
must be laid out by the cotpity or town officers, but when the 
state appropriates money for their improvements they must be 
relocated, if necessary according to the surveys of the state 
officer. 
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As a resume of the present statoB of tlie moyement for state 
control of highways^ the following tabic has been prepared. 
The chief sources of information for this are a thesis on "Ten- 
dencies in Recent American Road Legislation" by Prof. F. G. 
Young of the University of Oregon, and Bulletin 4 of the 
Ohio Highway commission. 



state. 



Maind 

New Hampshire. 

Vermont 

Massachusetts . . . 
Bhode Island.... 

Connecticut 

New York 

New Jersey 

Delaware 

Pennsylvania.... 

Maryland 

North Carolina*, 



Begin- 
ning of 
state 
hiii?hway 
depart- 
ment. 



Ohio 

Indiana... 
Michigan . 
Illinois*... 
Minnesota 

Iowa* 

Missouri* . 
California 



Utah'.... 
Colorado 



Washington 



Idado* 



1901 
1903 
1892 
1898 
1902 
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1898 
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1904 
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1898 
1901 

1904 
1904 
1905 
1905 
1905 
1904 
1906 
1904 

1903 
1905 



State highway oflSoers. 



Highway CommissioDer.... 

State Enginechr 

H ifrh way ( /ommissioner .... 
Highway Commissioner... 
lk>ard of Public Roads. .. 
Highway Commissioner. . . . 

State Enf?ineer 

Com. A State Ei^ineer 

Highway Commissioner.... 
Highway Commissioner.... 

Geol. Survey A Engineer 

Com'r. of Agricultore A 

State Geologist 

Highway Commissioner 

(*) 
Highway Commissioner.... 
Highway Com. A Engineer. 
Highway Commissioner .... 
Highway Commissioner.... 



Highway Com. & Engineer. 



State Engineer. 
State Engineer. 



1905 Highway Board A Eng'r. 



Total appro- 
priation in 



1904 
1906 
1904 
1905 
1905 
1904 
U904 
1905 
1904 
1905 
1904 



$40,000 
125,000 

91,795 
549,450 
125,000 
225.000 
1,106,265 
250,000 

30,000 

*6, 500,000 

200,000 



1905 17,400 



1906 
1906 
1905 
1904 



85,000 

25,000 

86,000 

1,000 



1904 25.000 



1905 
1906 



150,000 
144,000 



State's share 
of road costs. 



H 
HtqH 
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AU 
HotH 



U 
H 
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Builds cer- 
tain roads. 



Builds cer- 
tain roads. 

Builds cer- 
tain roads 
and iMtys H, 



^ After 1904 the funds are supplied as needed by a $50,000,000 bond issue, and no appro- 
priations are made except for support of the office of the state engineer, 

* Tbis amount is to be expended in six years. 

* The Commission is an advisory board and is carrying on educational work. 

* A special commission was appointed to study situation and recommend laws to next 
legislature. The roads and materials have been studied by the Geological survey. 

* These commissions are carrying on educational work preparatory to state aid oper- 
ations later on. The Iowa appropriation is for two years. 

* In the summer of 1906 a state convention was held at Chillicothe under the auspices 
of the state agricultural department to request the coming legislature to appropriate 
$1,000,000 for state aid and establish a highway department. 

^ The state engineer was instructed to prepare plans for state aid. 

* The state builds certain roads by direct appropriation, paying part or aU the cost 
as conditions vary. 
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CHAPTER UL 



DESIRABLE CHANGES IN THE PRESENT ROAD 

SYSTEM. 

Larger road districts. The road system of the state of Wis- 
consin is in some particulars fundamentally wrong in that it 
fails to promote a public spirited interest in the general good 
condition of the highways. At present the roads of a large ma- 
jority of the towns are divided into many small districts com- 
prising in some cases, but a mile of road. This is done with the 
idea that better work will be accomplisHed — ^the farmer having 
but a short distance to go to his work — and that he will take a 
greater interest in a road which passes his front door. The 
result of this minute subdivision of the towns is that those 
parts of the town which have the best soil and the most pros- 
perous farmers have & disproportionately large share of the 
road tax to work out, while the poorer parts of the town where 
the soil is not so rich and the roads are perhaps hiUy and steep 
have had to maintain their roads on a considerably smaller 
tax. This short sighted view that the farmer is concerned only 
with what passes his own front door and has no interest in the 
road which does not) has resulted in a very strong prejudice 
against the payment of road taxes in money. As one man stated 
to me : — "If we pay our road taxes in cash the town conmiission- 
er would go into that other side of the town and use our money 
to fix up those fellows^ roads. We have worked hard for our 
money here and built ourselves good roads. Let those fellows 
over there do the same thing.'' 
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In his apparently just and fair statement of oonditionB this 
man has failed to take account of the fact that his farm was 
in a rich level part of the town, while "those fellows over 
tiiere^' lived in a rocky, hilly place and naturally could not be 
expected to be as prosperous nor to build as good roads as could 
be built on the level even if they had as much tax to spend. 
This idea that one part of the township is not resi)onsible for 
the condition of the roads in another part is not in accord 
with the fundamental reason for the existence of governments. 
Governments exist in order to protect the weaker members of 
society. If & man through sickness or misfortune is unable 
to support his family ike government steps in and from the 
taxes it has collected from people who are better off than he 
keeps that family from starving. On the same principle it 
protects the weak against the encroachments of the strong in 
innumerable ways. According to the same principle still more 
locally applied all the labor in a road district may be used 
in any part of that district where the road needs repairing. 
The injustice of requiring each farm«r to maintain the road 
by his own farm would be promptly appreciated, especially 
by the man who had a steep hill to care for or a bridge to 
put in. For the same reason that the town puts in bridges 
and that the road district maintains a steep hill which is all 
upon one man's farm, should the town also use its road funds as 
a unit which can be expended anywhere within its territory. 
In this way only will good roads be secured. 

This distribution of funds where most needed regardless 
of who pays the tax is a step in the right direction which is 
badly needed and which wiU bring about a more healthy public 
spirit with regard to roads. 

Permanence of road officers. The present system under 
which road oflScers are appointed by the town board and usually 
changed each year makes impossible the proper building and 
maintaining of country roads. As the road overseer has no 
prospect of remaining in office for more than a single year he 
«an have no strong incentive to make a particxdar study of 
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the needs of roads under his charge or to become at all deeply 
interested in their welfare. A man will do good or poor work 
according as he is interested in what he is doing. Consequently 
the roads of the state are an infallible indication of the degree 
of interest which the road overseers have taken in them. 

In the list of questions which were sent out to 2,000 farmers 
the question was asked as to whether it would be advisable 
to hold a road school for & week each year, in which the high- 
way officers could become acquainted with the best methods 
of road building. The replies to this question were in the ma- 
jority negative because, as was stated, the road overseers would 
not have sufficient interest or incentive to attend. Many of 
the replies suggested that if road overseers were to be con- 
tinued in office for a number of years it would be a profitable 
venture for the town to pay their expenses in order to have 
them attend such a school, but that under present conditions 
it would be useless. 

Another condition which the short term of the road overseer 
brings about is that it is impossible for the work of the town 
to be adequately planned for a term of years and carried out 
according to this plan. Each man has before him simply the 
problem of fixing up the roads so that they will be passable 
for a year, without any reference to what will be done the 
next season. This is an extremely expensive method of doing 
work. In order to produce good results some well thought out 
plan must be followed the same in road building as in any 
other project. 

The present system also makes possible the sorry condition 
that when a road fixed up by one man according to his ideas 
does not agree with the ideas which his successor holds the 
successor in too many cases proceeds to tear it up and 
rebuild it according to his own notion in order to show 
the other fellow how a road should be built in a ^real 
proper' manner. This is a condition of affairs which could not 
be tolerated in any other business as it entails too great a 
waste of money. The situation is weU expressed, and in very 
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conservative language in the following letter from Mr. Paul 
C. Wilson of the Grassland Stock Farm of Menomonie: "I 
doubt very much if 60 per cent, of the road overseers are ap- 
pointed because of any special fitness for the job. I have 
seen right here in our own town men appointed as overseers 
who, if they had kept the oflSce for a few years, might have 
benefited the roads, but after one year were retired and the 
one appointed to fill the place took the same piece of road and 
undid all the work of his predecessor, and he in turn let out. 
This does not tend to keep up a permanent improvement" 

Cash tax. The cash tax system is one which has been voted 
upon in practically every town in the state, with the result 
that almost all the towns are still paying their highway taxes 
in labor. People must be brought to see the value of the cash 
tax, however, before they can hope to have roads that are prop- 
erly built with the money which they can afford to pay. A let- 
ter from a road overseer states that "tax-payers never seem 
to want to work when the overseer wants them to, and it often 
takes as much money to arrange for the farmers to do the 
work as the work itself amounts to when they get upon the 
road." It is a strong objection to the labor tax system that 
the road overseers have no real authority. If the overseer has 
an interest in the work he is glad enough to get the farmers 
to come with their teams and men, so that he does not want 
to offend them by requiring too strenuous labor. On account of 
the political nature of his appointment he does not desire to 
create enemies for the one who appointed him by requiring 
more work than the farmer is willing to give. Of course there 
are many towns in which this is not true and in which the over- 
seer faithfully requires a good day's work and the full amount 
of the tax to be worked out, but these towns are not so large 
a majority as they should be. 

Another objection to working out the road tax is the char- 
acter of the work done. Road work is too often regarded 
as an "annual picnic," as one man called it, and the ob- 
ject of getting the road fixed regarded as secondary to 



DMBIBABLM OHA^QBB Df ROAD SYBTEM. 127 

pleasant associations with the neighbors. One town chair- 
man writes, "We are at present working on the old dis- 
trict plan but we intend the coming season to pay taxes in 
money and have one road commissioner for the town. It has 
been my experience as chairman of the town for the last six 
years that we can get more than double the work by job work 
for cash." Another correspondent writes, "Our town has fol- 
lowed the cash system for several years and I think we get from 
four to ten times the beneficial results from the same tax levy.'* 
Another writes, "We worked on the cash system one year in our 
town and accomplished more in that year than in any two years 
before or after." 

A last objection to the labor system is thai the number of 
hours labor required are less than would be required under fEe 
cash labor system. Under the present system only eight hours 
of labor make a day, and this eight hours is customarily cut 
short at both ends and in the middle so that it is frequently but 
six. One man 'has &i large number of cows to milk and his 
hired man has left him,* and another man Tias to go to town to 
get a piece of machinery for the next day's work,* and so on 
through the whole list of excuses that every road overseer 
knows. 

The payment of highway taxes in cash does away with the 
difficulties mentioned. (1) It makes possible the securing of 
labor just when it is needed without r^ard whether any par- 
ticular farmer is able to come or not. (2) It gives the overseer 
complete authority over his men, as he can discharge them if 
they do not render satisfactory service. (8) It improves the 
character of this service for the simple reason that the men 
know they can be discharged. (4) The length of the day can 
be made ten hours for road work the same as any other class of 
farm labor. 

The need of trained men. Under the present system road 
, overseers are almost necessarily incompetent. This is no reflec- 
tion upon the intelligence or purposes of these officers, but it is a 
strong reflection upon the system. The building of a country 
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County road system. The advantago of hayin|[^ a large 
unit of road control, such as the county, lies in the fact that it 
has a larger amount of money to expend and can therefore af- 
ford to have men who are trained in their work and can keep 
these men continually busy and get better results cheaper than 
is possible in the ordinary town. It is the same principle as 
that upon which the wholesale dealer works. By securing his 
goods in large quantities he is able to get them much dieaper 
than the retail dealer and can therefore sell them at a lower 
price. In case an engineer is hired to do a single piece ci 
work in a town he may charge ten to twenty dollars a day, 
whereas a competent man could be obtained by the county for 
about half the smaller sum. This county system has been used 
in New York and Michigan for a number of years and in these 
states has given the very best of satisfaction. The highway 
commissioner of Michigan stated that much more and better 
work could be done under the county system than under the 
township system. 

Automobiles. There is a very strong, and one must confess, 
to some degree justifiable prejudice in many parts of the stake 
against the building of good roads because of the fact that as 
soon as good roads are built automobiles drive the farmers off 
and compel them to use the back roads. The automobile is 
here to stay, and before many years will undoubtedly be adopt- 
ed by farmers themselves the same as the bicycle has been. 
Most drivers of automobiles are very considerate when they 
meet a frightened team, but there is unfortunately too large a 
proportion of "road hogs", as they are well called, who think 
it is a good joke to scare some staid farm horse into jumping 
the fence and smashing the farmer's rig. These few thoughtr 
less automobilists have brought strong disfavor upon aU owners 
of automobiles. Something must be done by the state to pro- 
tect the farmers so that the roads will be safe for them to travel 
upon after they are improved before any comprehensive pro- 
lor improvement can be successfully carried out. How- 
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ever this is not a problem which can properly be discussed in 
i:his place. It is sufficient here to mention the fact that some- 
thing should be done. 

State aid. The workiii|Q^ of the plim of state aid in other 
parts of the country is given in Chapter II, Part II, and thi 
{act that without exception it has been successful and is enthii 
siasticallj supported by the people wherever adopted is tin 
strongest argument for its adoption in Wisconsin. The Legi^ 
lature of 1905 passed & joint resolution to amend the constitu 
tion, making possible the appropriation of money for state aio 
in road building. This joint resolution must be considered b} 
the legislature of 1907 and if passed by them must be voted 
upon by the people before any money can be appropriated it 
Wisconsin to aid in building roads. 

The effect of the adoption of such a system in Wisconsin can 
be judged by its effect in other states. Where the plan hat 
been adopted the public spirit of the citizens has been aroused 
and their interest in the good condition of the roads excited U} 
such an extent that large sums have been spent in improving 
the roads. According to most careful estimates the people have 
had more returned to them in the increased value of the land 
than the improving of the roads has cost. The investment of 
these sums has therefore been amply justified, even though the 
roads had had to be built without state aid, and directly by the 
country districts through which they passed. 

Railroads in many states have been so keenly interested in the 
building of roads that they have sent or4 experts and trains of 
machinery to build sample roads in dii nets along their lineb. 
As a railroad official said at the buildng of one of these object 
lesson roads, 'his railroad served the country for not over five 
miles on each side of its track [it was a southern railroad] and 
if good roads were built in the country it would serve the people 
within a distance of 25 or 30 miles. This would mean to his 
lailroad an increase in business of several hundred per cent.* 
In the same way are cities interested in the building of good 
country roads. The merchants of the eities im several parte of 
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the state have giren ample subscriptions for the purpose of aid- 
ing in building roads to attract the trade of the country dis- 
tricts to them. While they h&Te done this partly from phil- 
anthropic motivea, no doubt there has been also back of their giv- 
ing^ the knowledge that they would receive this money back im 
the profits on increased sales of goods. It may at first sight ap- 
pear to the ordinary dweller in a city who is not in trade that he 
is in no way benefited by the expending of ta:se8 raised upon his 
proi>erty for the building of country roads, but thia ia entirely 
wrong as a moment's consideration will show. During the 
ITational Good Roads Convention at the St Louis World's Fair 
one speaker computed for the benefit of his audience that the 
city of St. Louis paid each year in excess freight upon goods 
delivered to them from the surrounding coimtry in farm wag^ 
ons ft siun of $250,000. He stated that this sum was paid by 
the city rather than by the farmers because of the well known 
fact that the consumer pays the freight. In other wordA, the 
farmer must make a living and if it costs him a dollar more te 
haul a load of potatoes to town over a bad road than it would 
over a good road the persons who buy those potatoes muat pay 
a dollar extra in order to give the farmer that which he has a 
right to demand for his labor. For these reasons, therefore, 
the application of state money to road building is justified^ even 
in the consideration of actual cash returns to the cities and rail- 
roads as well as t» those by whose farms the roads pass 

The giving of state aid is also justified for the reason that 
it educates the fanner in the value of good roads and teaches 
him to build them for himself. This has been the ease in 
every state where suck a oourse has been pursued. State aid 
has not been sufficiently estensive to pay for its share of all 
the roads which die farmers desired and as a consequence after 
once experiencing tfie benefits of good roads they have gone 
ahead and built them at their own expense! without waiting 
for state money. fTowhere in the TTnited States have good 
roads been built to any extent wh^re the total cost has been 
borne hj the farmers themselves. Some such means sa state or 
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conntj aid has been necesBary to get up sufficient interest so 
that people will build good roads, but after once started thej 
have almost always gone much farther than state aid could fol- 
low. 

The present situation in Wisconsin with r^ard to money for 
state aid is different from that in any other state in the Union. 
For several years it has been foimd to be possible to pay all the 
expenses of the state govemm^it from the general fund and 
consequently no state tax has been levied. It is highly prob- 
able that this will be continued in ^ future and theref ore, if 
the system of state aid is adopted, the money thus made avail- 
able would be in effect a gift from the state to the local com^ 
munitie& So far as known in no other state do such conditions 
exist. 

From this statement of conditions it is at once evident that 
the people of Wisconsin are losing a most excellent opportunity 
if they do not demand of their legislators that laws be passed 
idopting the plan of state aid in this stata 
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CHAPTER IV. 



ADVANTAGES OF MAKING SOME OF THESE 
CHANGES IN THE PRESENT HIGHWAY SYS- 
TEM OF THE STATE. 

In conclusion there is here given a short summary state- 
ment of the advantages to be gained by the adoption of some of 
the changes mentioned in the last chapter. 

Town highway commissioners. If 'he plar, ia adopted 
whereby a single highway commissioner in each town is chosen 
for some considerably longer t^rm to have charge of the road 
work and all expenditure of road fimds, the following advant- 
ages will be gained. His term of office will be so lengthened 
that it will pay him to familiarize himself with the best 
methods of road building. He can make adequate plans for 
the improvement of all the roads in the town, and be secure 
enough in his position so that he can carry them out without 
interruption By his long term of office he will be sufficiently 
removed from politics so that he will be able to demand more 
and better labor from the farmers who may be engaged, and in 
these ways he can save to the town a considerable percentage 
of money w!ii(;h they are now expending by applying it in a 
way which will give them the good roads which are at present 
being paid for but not received. 

Highway accounts. If the expenditures for highway pur 
poses are required to be kept in more detailed form compari 
sons between the results being obtained by the highway com- 
missioner in one town and those obtained by the comniissionei 
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in the neigliboring town working under similar conditions can 
be readily made by any tax payer. If reports of such expendi- 
tures are published, as they should be every year, the tax payer 
will be in a position to know definitely whether his money is 
being wasted or expended in a careful manner. 

Cash tax. If road taxes are naid in cash it will permit the 
application of better methods of road work. Road gangs can 
be kept together long enough so that they become familiar with 
their work and highly efficient, with no need of changing them 
and substituting untrained men and teams for those which have 
more experience. Under the cash system roads can be main^ 
tained; men can be hired at any time needed, or continually, 
if desired, to look after certain stretches of road and prevent 
their becoming so bad as to need any extensive repairs or re* 
building. 

County system. Under the county road system, which from 
the experience of other states is undoubtedly the best one that 
can be adopted, each particular piece of road machinery can be 
placed in charge of & man who has had experience in using it 
and can therefore secure better results and do more work than 
the ordinary inexperienced operator such as we have under the 
present system. Roads rimning in heavily travelled lines 
through the county can be constructed and maintained, and 
uniformity of plan pursued throughout so that the road will be 
uniformly good instead of being, as at present, good in one over- 
ser's district, bad in the next and impassable in *he third, and 
so on, depending on the interest of each local overseer and the 
difficulties he has to meet. 

In the vicinity of large towns the traffic sometimes become* 
so great that the taxes of a single road district are not suffici- 
ent to keep the roads in repair. This is beginning to be notic- 
ed in some parts of this state already. The road district finds 
it impossible to keep its roads in as good condition as it used 
to before the traffic became so heavy. Under the county sys- 
tem the cost of constructing and maintaining these roads is 
placed where it belongs, upon the shoulders of the whole county, 
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&>r it IB the whole county which ubcs the road and whidb Ikcre^ 
fore should pay for its construction and maintainance. 

Under the county system, also, a competent higbwRf en- 
gineer can be hired to devote all his time to supcrvisioa •! 
eounty roads and planning and constructing bridges asd otlier 
improvements which the county may have in hand. 

State aid. The benefits of state aud are .^o many and so 
important that it is difficult to make a satisfactory suuimary 
statement. State aid is of incalculable benefit in creating a 
proper public sentiment concerning the highways. Under it 
the people are moved to demand that they have the good roads 
to travel over which they are entitled to, but which th^ know 
very little about in the conditions prevailing under o«r pre- 
sent system. State aid will be useful to the farmers of the 
state in furnishing object lessons of proper road construction 
and maintenance, for if state aid is granted the maintenance 
of ^uch roads should be placed in direct charge of the oounty 
and good regulations for their care rigidly enforced 1)^ the 
state. 

A final advantage of state aid in Wisconsin is that the rev- 
enues of the state are in such condition that the monef conld 
come from the general fimd and would not necessarily oaM for 
gn increased state tax levy. 



